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Title  35 — Panama  Canal 
CHAPTER  I— CANAL  ZONE 
REGULATIONS 

PART  5— PUBLIC  LANDS:  MILITARY 
RESERVATIONS 

Redesignation  and  Revision  of  Military 
Reservations  in  the  Canal  Zone 

This  document  revises  and  recodifies 
the  regulations  in  Subpart  B  which  es¬ 
tablish  and  describe  the  military  res¬ 
ervations  in  the  Canal  Zone  all  of  which 
are  under  the  Jurisdiction  of  the  Secre¬ 
taries  of  the  Army,  Navy  or  Air  Force. 
One  of  the  results  is  a  consolidation  that 
reduces  the  number  of  separately- 
named  military  reservations  from 
twenty-two  to  four.  U.S.  Navy  activities 
in  the  Canal  Zone  conducted  on  nine  par¬ 
cels  of  land  will  constitute  a  reserva¬ 
tion  known  as  the  “Naval  Station,  Pan¬ 
ama  Canal.”  The  installations  of  the 
Air  Force,  located  on  six  parcels  will 
make  up  a  reservation  designated  “How¬ 
ard  Air  Force  Base.”  The  various  areas 
utilized  by  the  Army,  eighteen  parcels  in 
all,  will  constitute  a  reservation  called 
Panama  Canal  Military  Reservation.  The 
joint-command  facilities  will  continue  to 
be  designated  the  “Quarry  Heights  Mili¬ 
tary  Reservation”,  which  will  still  be  ad¬ 
ministered  by  the  Secretary  of  the  Army. 
Certain  areas  that  have  been  used  by  the 
Air  Force  and  Army  under  land  licenses 
issued  by  the  Canal  Zone  Government 
have  been  incorporated  in  the  reserva¬ 
tions. 

1.  In  35  CFR,  the  table  of  sections  for 
Subpart  B  of  Part  5  and  the  authority 
citation  for  Part  5  are  revised  to  read  as 
follows: 

Subpart  B — Military  Reservations 

Sec. 

6.21  Panama  Canal  Military  Reservation. 
6.31  Naval  Station,  Panama  Canal. 

6.41  Howard  Air  Force  Base. 

6.61  Quarry  Heights  Military  Reservation. 

Miscellaneous  Provisions 

6.01  Surveys  of  boundaries  of  military  res¬ 
ervations. 

6.62  Conditions  and  limitations. 

6.03  Return  of  lands  to  Canal  Zone  Gov¬ 
ernment. 

Authority  :  The  provisions  of  |  6.1  Issued 
under  authority  vested  In  President  by  2 
C.Z.C.  331,  76A  Stat.  25;  I  5.2  Issued  under 
authority  vested  In  President  by  sec.  1,  64 
Stat.  724;  20  UJ3.C.  78;  {S  5.21  to  6.63  issued 
under  authority  vested  In  Governor  by  2 
OZ.C.  31.  33,  76A  Stat.  7.  as  limited  by  Presi¬ 
dent  under  S  3.3(c)  of  this  chapter. 

2.  In  35  CFR,  Subpart  B  of  Part  5  is 
revised  to  read  as  follows: 

Subpart  B — Military  Reservations 

§  5.21  Panama  Canal  Military  Reserva¬ 
tion. 

The  following  described  areas  of  land, 
situated  in  the  Canal  Zone  and  desig¬ 
nated  as  the  Panama  Canal  Military 
Reservation  are  reserved  and  set  apart 
as,  and  assigned  to  the  uses  and  purposes 
of.  Army  reservations,  under  the  juris¬ 
diction  and  control  of  the  Secretary  of 
the  Army,  but  subject  to  !  5.62. 

(a)  Parcel  No.  1  (Amador). 

Beginning  at  monument  "V”,  which  Is  an 
Iron  rail  set  in  concrete,  and  located  on  the 
easterly  boundary  of  the  Naval  Station,  Pan¬ 


ama  Canal,  Parcel  No.  1  (Balboa) ;  the  geo¬ 
detic  position  of  which  referred  to  the  Pan¬ 
ama-Colon  datum  of  the  Canal  Zone  trl- 
angulatlon  system.  Is  In  North  latitude 
08*66'  plus  3,602.80  feet  and  West  longitude 
79*33’  plus  1,556.90  feet  from  Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

N.  30*39’10''  E.,  63.8  feet,  more  or  less,  to 
an  unmarked  point  called  “U",  located  at  the 
extreme  high  water  mark  on  the  shore  of 
Panama  Bay. 

Easterly,  southerly,  southeasterly,  along 
the  extreme  high  water  mark  of  Panama  Bay. 
along  the  northeast  bank  of  the  Causeway, 
around  the  former  Islands  of  Naos,  Culebra, 
Perico,  and  Flamenco,  back  on  the  southwest 
bank  of  the  Causeway,  to  unmarked  point 
called  “D”,  located  on  the  extreme  high 
water  mark  of  Balboa  Harbor. 

N.  37°39’10''  E..  1,416.41  feet,  through 
monuments  D-l,  which  Is  a  1  Vi  -Inch  gal¬ 
vanized  Iron  pipe  In  concrete.  No.  2,  which 
Is  a  1  >4 -Inch  galvanized  pipe  In  concrete, 
and  “Z ”,  which  Is  an  Iron  rail  in  concrete, 
to  monument  "V”,  the  point  of  beginning, 
the  distances  being  21.90  feet,  79.20  feet, 
549.29  feet  and  765.02  feet,  successively,  from 
beginning  of  the  course.  From  monument 
No.  2  to  point  “U”,  the  boundary  is  coinci¬ 
dent  with  the  easterly  boundary  of  Parcel 
No.  1  (Balboa) ,  Naval  Station,  Panama  Canal. 
Also  Included  In  Parcel  No.  1  (Amador)  are 
the  islands  of  San  Jose,  Penamarca,  Chan- 
game,  Tortolita,  Tortola,  Cocovlcita,  Oocovl, 
and  Venado. 

The  total  area  of  Parcel  No.  1  (Amador) 
Is  344.7  acres,  more  or  less,  and  Is  as  shown 
on  Canal  Zone  Government  drawing  M- 
6120-59,  entitled  “Boundary  of  Panama 
Canal  Military  Reservation  Parcel  No.  1 
(Amador)”,  scale,  1:20,000,  dated  March 
1976  on  file  In  the  Office  of  the  Governor, 
Balboa  Heights,  Canal  Zone. 

(b)  In  addition  to  the  above,  the  Sec¬ 
retary  of  the  Army  shall  have  control 
of  all  lands  and  water  for  a  distance  of 
one  hundred  yards  out  to  sea  from  the 
high  water  line  on  all  shores  of  Parcel 
No.  1  (Amador)  as  described  in  para¬ 
graph  (a)  of  this  section,  terminating  at 
the  prolongation  of  boundary  lines  to¬ 
wards  the  sea  from  points  marked  "D" 
and  “Mon.  U”  on  the  map. 

(c)  Parcel  No.  2  (Clayton) . 

Beginning  at  monument  No.  65,  which  Is 
a  1 -Inch  Iron  pipe  set  In  concrete,  located 
on  the  eastern  portion  of  the  Canal  Zone- 
Republic  of  Panama  boundary,  between 
monuments  Nos.  88  and  89,  the  geodetic 
position  of  which  is  In  latitude  09*01'  N. 
plus  6,041.0  feet  and  longitude  79*31'  W. 
plus  3,586.9  feet  from  Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

Due  west,  218.6  feet,  to  monument  No.  1, 
which  Is  a  1  Vi -Inch  Iron  pipe  set  In  concrete, 
located  on  a  hillside  In  an  open  field; 

S.  89*69'  W.,  249.6  feet  to  monument  No.  2, 
which  Is  a  1  Vi  -Inch  Iron  pipe  set  In  concrete, 
located  on  the  eastern  bank  of  a  branch  of 
the  Rio  Abajo; 

Due  west,  7,133.7  feet,  through  monuments 
Nos.  3,  4,  and  6,  which  are  1  Vi -Inch  Iron 
pipes  set  In  concrete,  to  monument  No.  6, 
which  Is  a  Vi -Inch  copper  plug  set  in  a  10- 
lnch  square  concrete  block,  located  on  top  of 
a  high  hill,  west  of  the  east  fork  of  the  Rio 
Cardenas,  the  distances  being  1,266.4  feet, 
839.2  feet.  2,0552  feet  and  2,952.9  feet,  suc¬ 
cessively,  from  beginning  of  the  course; 

N.  89*69'  W„  3,864.6  feet,  through  monu¬ 
ment  No.  7,  which  Is  a  1  Vi -Inch  Iron  pipe  set 
In  concrete,  to  monument  No.  8,  which  Is  a 
1  Vi -Inch  Iron  pipe  set  In  concrete,  located  on 
the  side  of  a  high  hill,  the  distances  being 
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2£04.l  feet  and  1.360.5  feet,  successively,  from 
beginning  of  the  course; 

N.  *0*67'  W,  1,266.0  feet,  to  monument  No. 

9,  which  Is  a  1  Vi -Inch  Iron  pipe  set  In  con¬ 
crete,  located  on  the  easterly  side  of  the  trail 
along  the  east  bank  of  Rio  Cardenas; 

8.  89*46'  W-,  200.3  feet,  to  monument  No. 

10,  which  la  a  1  Vi -Inch  Iron  pipe  set  In  con¬ 
crete,  located  on  the  west  bank  of  the  Rio 
Cardenas; 

N.  89*66'  W,  413.3  feet,  to  monument  No. 

11,  tfhlch  Is  a  1  Vi  -Inch  Iron  pipe  set  In  con¬ 
crete.  located  on  a  small  hill; 

N.  89*67'  W„  1,255.1  feet,  to  monument  No. 

12,  which  Is  a  1  Vi -Inch  Iron  pipe  set  In 
concrete,  located  on  the  edge  of  a  high  hill, 
20  feet  north  of  the  boundary  trail; 

N.  86*66'  W.,  172.7  feet,  to  monument  No. 

13,  which  Is  a  1  Vi -inch  Iron  pipe  set  In 
concrete,  located  on  the  above  mentioned  hill 
and  on  the  north  side  of  the  boundary  trail; 

N.  69*47'  W.,  1,231.6  feet,  to  monument  No. 

14,  which  to  a  1  Vi -Inch  Iron  pipe  set  In  con¬ 
crete  located  In  the  rock  bed  of  the  east  fork 
of  the  Rio  Guanabano; 

Due  west,  874.0  feet,  to  monument  No.v  15, 
which  is  a  1  Vi -Inch  Iron  pipe  set  In  concrete, 
located  on  the  southern  slope  of  a  steep  rocky 
bill,  north  of  the  boundary  trail; 

N.  89*66'  W„  2,131.6  feet,  to  monument  No. 

16,  which  to  a  1  Vi -Inch  Iron  pipe  set  In  con¬ 
crete,  located  on  the  west  bank  of  the  west 
fork  of  the  Rio  Guanabano; 

N.  89*49’  W.,  1,0152  feet,  to  monument  No. 

17,  which  is  a  1  Vi -Inch  iron  pipe  set  In  con¬ 
crete,  located  about  20  feet  west  of  the  Pana- 
ma- Cruces  Trail; 

N.  89*58'  W.,  1,417.1  feet,  to  monument  No. 

18,  which  1s  a  1  Vi -inch  Iron  pipe  set  In  con¬ 
crete,  located  on  the  west  side  of  the  Chlva- 
Chiva  Trail,  16  feet  6outh  of  the  wire  fence 
of  the  various  Canal  Zone  Farm  Leases; 

N.  89*44*30"  W.,  961.8  feet,  to  monument 
No.  19,  which  Is  a  2-lnch  pipe  set  In  concrete, 
located  on  the  east  bank  of  the  Rio  Camaron; 

N.  89*54'10"  W.,  3312  feet,  to  monument 
No.  19-1,  which  Is  a  2-lnch  Iron  pipe; 

N.  89*66'40"  W.,  1,488.0  feet,  to  monument 
No.  19-2,  which  to  a  12-inch  square  concrete 
monument; 

N.  00*36'  E.,  604.0  feet,  to  monument  No. 
19-3,  which  Is  a  3-inch  Iron  pipe  set  In  con¬ 
crete; 

N.  21*00*  W.,  410.0  feet,  to  monument  No. 
19-4,  which  Is  a  12-inch  square  concrete 
monument; 

Dus  west,  506.0  feet,  through  monuments 
Nos.  19-5  and  19-6,  which  are  12-lnch 
square  concrete  monuments,  to  monument 
No.  19-7,  which  Is  a  12-lnch  square  concrete 
monument,  the  distances  being  206.0  feet, 
115.0  feet  and  185.0  feet,  successively,  from 
beginning  of  the  course; 

S.  22*31'  W.,  406.0  feet,  to  monument  No. 
19-8,  which  to  a  12-lnch  square  concrete 
monument; 

B.  07*27'  W.,  514.9  feet,  through  monument 
No.  19-9,  which  to  a  12-lnch  square  concrete 
monument,  to  monument  No.  19-10,  which 
to  a  12-lnch  square  concrete  monument,  the 
distances  being  322.4  feet  and  192.5  feet, 
successively,  from  beginning  of  the  course; 

N.  89*62'  W„  2,127.7  feet,  through  monu¬ 
ments  Nos.  21,  which  Is  a  1  Vi -inch  Iron  pipe 
set  In  ooncrete,  and  22,  which  Is  an  8-lnch 
square  concrete  monument,  to  monument 
No.  22- A,  which  to  an  8-lnch  square  con¬ 
crete  monument,  located  on  the  easterly 
bank  of  the  Calmltlllo  Arm  of  Miraflores 
Lake,  the  distances  being  1,314.9  feet,  794.9 
feet  and  17.9  feet,  successively,  from  begin¬ 
ning  of  the  course.  The  geodetic  position  of 
monument  No.  22-A  to  in  latitude  09*02'  N. 
plus  9.8  feet  and  longitude  78*36'  W.  plus 
728.8  feet; 

Southerly  and  northeasterly  along  the  66- 
foot  contour  on  the  easterly  bank  of  the 
Calmltlllo  Arm  of  Miraflores  Lake  to  monu- 
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ment  No.  22-B,  which  Is  a  3-lnch  iron  pipe 
set  In  concrete,  the  geodetic  position  of  which 
is  in  latitude  09*01'  N.  plus  4,678.0  feet  and 
longitude  79*36'  W.  plus  6.668.9  feet; 

N.  83*36'30"  E.,  60.6  feet,  to  monument 
No.  22-C,  which  is  a  3-lnch  Iron  pipe  set  In 
concrete,  located  on  the  66-foot  contour  on 
the  easterly  bank  of  the  Calmltillo  Arm  of 
Mlraflores  Lake; 

Southerly,  along  the  above  mentioned  86- 
foot  contour,  to  monument  No.  33,  which  Is 
a  %-lnch  brass  plug  set  In  an  8-lnch  square 
concrete  monument,  located  100  feet  norther¬ 
ly  and  at  right  angles  from  the  centerline  of 
G alllard  Highway  pavement,  the  geodetic 
position  of  which  Is  In  latitude  09*00'  N.  plus 
5,494.7  feet  and  longitude  79*35'  W.  plus 
6,883.0  feet; 

Southerly  and  southeasterly,  along  a  line 
parallel  to.  and  100  feet  from  the  centerline 
of  Galllard  Highway  pavement  to  monument 
•‘X’’,  which  Is  a  3%  -Inch  Iron  pipe  set  In  con¬ 
crete,  located  beside  a  cyclone  fence,  near 
the  most  westerly  gate  of  Parcel  No.  2  (Clay¬ 
ton),  the  geodetic  position  of  which  is  In 
latitude  09*00'  N.  plus  3,313.7  feet  and 
longitude  79*35'  W.  plus  3,795.3  feet; 

S.  33*35'00"  W.,  70.4  feet,  to  monument 
“A”  which  Is  a  3%  -Inch  Iron  pine  set  In 
concrete  located  at  the  corner  of  the  above 
mentioned  cyclone  fence; 

S.  57*00' 10"  E.,  1,133.4  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “B”, 
which  Is  a  3  <4 -Inch  Iron  plDe  set  in  concrete; 

S.  64*39*40"  E.,  187.3  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “C”, 
which  Is  a  2  >4  -Inch  Iron  Dine  set  In  concrete; 

S.  35*38'10"  E.,  279.7  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “D”, 
which  Is  a  2 >4 -Inch  Iron  olDe  set  In  concrete; 

S.  35°38'30"  E.,  676.0  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  "E”, 
which  Is  a  2  *4 -Inch  iron  pipe  set  In  concrete; 

S.  62*42'00”  E..  25.9  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  "F", 
which  Is  a  2  >4  -Inch  iron  nlpe  set  In  concrete; 

S.  35*38'20"  E„  1,239.8  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  *'Q”, 
which  Is  a  2% -Inch  Iron  ptoe  set  In  concrete; 

S.  35°39'00"  E.,  766.1  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “H”, 
which  is  a  2*4 -inch  Iron  nlpe  set  In  concrete; 

S.  35°39'00"  E.,  933.8  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  "I”, 
which  Is  a  2  V2 -Inch  iron  pipe  set  In  concrete; 

S.  34”14'10"  E.,  330.4  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  "J”, 
which  Is  a  214-inch  iron  pipe  set  In  concrete; 

8.  36*11'00"  E.,  407.9  feet,  to  monument 
"K",  which  Is  a  2 14 -Inch  Iron  pipe  set  in 
concrete,  located  at  the  corner  of  a  cyclone 
fence; 

S.  33*50  40"  E.,  210.7  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “L”, 
which  Is  a  2 4 -Inch  iron  pipe  set  In  concrete; 

8.  86*48'30"  E..  36.5  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  "M”, 
which  is  a  2 >4 -Inch  Iron  pipe  set  In  concrete; 

N.  71*23'40"  E..  24.3  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “N”, 
which  is  a  2 14 -inch  Iron  pipe  set  In  concrete, 
located  100  feet  from  the  centerline  of  the 
Galllard  Highway  pavement,  at  the  top  of 
the  right  bank  of  the  Rio  Cardenas; 

Southeasterly,  along  a  line  parallel  to,  and 
100  feet  from  the  centerline  of  the  Galllard 
Highway  pavement,  to  monument  No.  26-A, 
which  Is  a  brass  plug  In  an  8-lnch  square 
concrete  post,  the  geodetic  position  of  which 
is  In  latitude  08*69'  N.  plus  2,542.4  feet  and 
longitude  79*34'  W.  plus  4,995.3  feet; 

N.  47*17'10"  E.,  813.2  feet,  through  monu¬ 
ments  Nos.  26-1  and  26-2,  which  are  2-lnch 
Iron  pipes  set  In  concrete,  to  monument  No. 
27,  which  is  a  brass  plug  In  an  8-lnch  square 
concrete  post,  the  distances  being  236.1  feet, 
337.3  feet  and  239.8  feet,  successively,  from 
beginning  of  the  course; 


N.  28*48*60"  E„  1,883.7  feet,  through 
monuments  Nos.  27-1,  37-3,  27-3,  37-4,  37-6, 
27-6,  and  37-7,  which  are  2  >4 -Inch  pipes  set 
In  concrete,  to  monument  No.  27-8,  which  Is 
a  brass  plug  In  an  8-lnch  square  concrete 
post,  the  distances  being  140.4  feet,  368.5 
feet,  303.6  feet,  312.0  feet,  463.9  feet.  312.9 
feet,  160.3  feet,  and  103.1  feet  successively, 
from  beginning  of  the  course; 

N.  30*39*40"  E.,  1,006.4  feet,  through  mon¬ 
uments  Nos.  38,  28-1  and  26-2,  which  are 
2V4-lnch  Iron  pipes  set  In  concrete,  to  monu¬ 
ment  No.  39,  which  is  a  brass  plug  In  an  8- 
lnch  square  concrete  post,  the  distances 
being  348.1  feet.  306.0  feet.  151.2  feet  and 
200.1  feet,  successively,  from  beginning  of 
the  course; 

N.  20*03*20"  W.,  576.2  feet,  through  mon¬ 
ument  No.  29-1,  which  Is  a  3% -Inch  Iron 
pipe  set  In  concrete,  to  monument  No.  30, 
which  is  a  brass  plug  set  In  the  upstream 
curb,  near  the  southeast  corner  of  the  un¬ 
used  concerete  bridge  across  the  Rio  Car¬ 
denas,  the  distances  being  516.3  feet  ant>  59.9 
feet,  successively  from  beginning  of  the 
comes; 

Upstream,  along  the  left  bank  of  the  Rio 
Cardenas,  to  monument  No.  31,  which  Is  a 
2-lnch  Iron  pipe  set  In  concrete,  located  on 
the  right  bank  of  the  Rio  Doe  Bocas,  the 
geodetic  position  of  which  is  In  latitude 
09*00'  N.  plus  900.8  feet  and  longitude 
79*34'  W.  plus  3,399.0  feet; 

Upstream,  In  an  easterly  direction,  along 
the  right  bank  of  the  Rio  Dos  Bocas,  to  mon¬ 
ument  No.  32,  which  Is  a  2-lnch  Iron  pipe  set 
In  an  8-lnch  square  concrete  post,  located 
westerly  from  the  C-8  Road,  the  geodetic 
position  of  which  Is  In  latitude  09*00'  N.  plus 
958.7  feet  In  longitude  79*34'  W.,  plus  764.0 
feet; 

8.  36*09'30"  E„  78.0  feet,  to  monument  No. 
33,  which  is  a  2-lnch  Iron  pipe  set  In  an  8- 
lnch  square  concrete  post,  located  easterly 
from  the  C-8  Road,  on  the  right  bank  of  the 
Rio  Doe  Bocas; 

Upstream,  In  an  easterly  direction,  along 
the  right  bank  of  the  Rio  Dos  Bocas.  to  mon¬ 
ument  No.  34.  which  Is  a  2  y2 -inch  Iron  pipe 
set  In  an  8-lnch  square  concrete  post,  lo¬ 
cated  100  feet  southerly  from  the  centerline 
of  the  C-12  Road,  the  geodetic  position  of 
which  is  In  latitude  09*00'  N.  plus  1  507  6 
feet  and  In  longitude  79*33'  W.  plus  4,994.6 
feet; 

Southerly,  along  a  line  parallel  to,  and 
100  feet  westerly  from  the  centerline  of  the 
C-12  Road,  to  monument  No.  34-A,  which  Is 
a  2-lnch  iron  pipe  set  In  concrete,  the  ge¬ 
odetic  position  of  which  Is  In  latitude 
08*59'  N.  plus  6,777.0  feet  and  longitude 
79*33'  W.  plus  4,419.1  feet; 

8.  87*45'40”  W„  846.3  feet,  through  mon¬ 
ument  No.  34-B,  which  Is  a  1 14 -Inch  iron 
pipe  set  In  concrete,  and  monument  No. 
34— C,  which  is  a  2-lnch  Iron  pipe  set  In  con¬ 
crete,  to  monument  No.  34-D,  which  la  a 
2-lnch  Iron  pipe  set  In  concrete,  the  dis¬ 
tances  being  253.7  feet,  320.0  feet  and  272.6 
feet,  successively,  from  beginning  of  the 
course; 

8.  02*34*40"  W.,  174.3  feet,  to  monument 
No.  34— E,  which  is  a  2-lnch  iron  pipe  set  In 
concrete: 

8.  23*27*20"  E„  316.8  feet,  throueh  mon¬ 
ument  No.  34— F,  which  Is  a  2-lnch  Iron  nine 
set  In  concrete,  to  monument  No.  34— G, 
which  is  a  2-lnch  Iron  nine  set  In  concrete, 
the  distances  being  124.8  feet  and  192.0  feet, 
successively,  from  beginning  of  the  course; 

8.  42*03*60"  E.,  382.3  feet,  through  mon¬ 
ument  No.  34-H,  which  Is  a  2-lnch  Iron  Dice 
set  In  concrete,  to  monument  No.  34-t,  which 
Is  a  2-lnch  Iron  pipe  set  In  concrete,  the  dis¬ 
tances  being  138.5  feet  and  2*3.8  feet,  suc¬ 
cessively,  from  beginning  of  the  course; 

8.  54*22*40"  E.,  496.5  feet,  to  monument 
No.  34-J,  which  Is  a  2-lnch  iron  pipe  set  In 
concrete; 


N.  88 *56 ’40"  E.,  44.7  feet,  to  monument  No. 
34-K,  which  Is  a  2-lnch  iron  pipe  set  In 
concrete; 

N.  88*66*10"  E.,  266.1  feet,  to  monument 
No.  34-L,  which  Is  a  2-lnch  Iron  pipe  set  In 
concrete,  located  at  right  angles  and  100 
feet  southwesterly  from  the  centerline  of  the 
C-12  Road; 

8. 38*28*30"  E.,  152.2  feet,  to  monument  No. 
32— A,  which  Is  a  3-lnch  Iron  pipe  set  In 
concrete,  located  on  the  northerly  boundary 
of  Howard  Air  Force  Base,  Parcel  No.  2  (Al- 
brook)  at  right  angles  to,  and  100  feet  south¬ 
westerly  from  the  centerline  of  C-12  Road; 

N.  33*38*60"  E.,  61.7  feet,  to  monument  No. 
33,  which  Is  a  2 -Inch  Iron  pipe,  located  at 
right  angles  to,  and  60  feet  southwesterly 
from  the  centerline  of  the  C-12  Road,  and  Is 
the  most  northerly  point  on  the  boundary  of 
Howard  Air  Force  Base,  Parcel  No.  2  (Al¬ 
la  rook)  ; 

Southeasterly,  along  a  line  parallel  to,  and 
60  feet  southwesterly  from  the  centerline  of 
the  C-12  Road,  through  monument  No.  33-A, 
which  is  a  3-lnch  Iron  pipe  set  In  concrete, 
the  geodetic  position  of  which  Is  In  latitude 
08*69'  N.  pliis  4,317.7  feet  and  longitude 
79*33'  W.  plus  3,512.1  feet,  and  monument 
No.  33-D,  which  Is  a  3-lnch  iron  pipe  set  In 
concrete,  the  geodetic  position  of  which  Is  In 
latitude  08*59'  N.  plus  4,107.6  feet  and  longi¬ 
tude  79*33'  W.  plus  3,028.1  feet,  to  monument 
No.  34; 

8.  70*02*20"  W.,  70.1  feet,  to  monument  No. 
36  which  Is  a  2 14 -Inch  Iron  pipe,  located 
near  the  northeast  corner  of  the  Deer  Park; 

8.  16*28*20"  E.,  43.3  feet,  along  the  eastern 
fence  line  of  the  Deer  Park  to  an  unmarked 
point  called  36-1,  located  at  right  angles  to, 
and  86  feet  southeasterly  from  the  centerline 
of  Canfield  Avenue; 

Southwesterly,  along  a  line  parallel  to  and 
85  feet  southeasterly  from  the  centerline  of 
Canfield  Avenue,  to  an  unmarked  point 
called  35-2,  located  on  the  east  sidewall  of 
the  concrete  paved  ditch  leading  from  Flood 
Control  Dam  No.  2; 

Southerly,  1,870  feet,  more  or  less,  follow¬ 
ing  the  east  sidewall  of  the  above  mentioned 
paved  ditch,  to  an  unmarked  point  called 
36-3,  located  on  the  prolongation  of  the  east 
sidewall  of  an  Improved  drainage  ditch  on  the 
west  side  of  Taxiway  No.  1; 

Southerly,  790  feet,  more  or  less,  along  the 
prolongation  of,  and  along  the  east  sidewall 
of  the  Improved  drainage  ditch,  to  an  un¬ 
marked  point  called  36-4,  located  on  the  east¬ 
erly  sidewall  of  the  Improved  ditch  at  Its 
head; 

Southerly,  800  feet,  more  or  less,  to  an 
unmarked  point  called  35-6,  located  on  the 
south  sidewall  of  the  concrete  paved  channel 
of  the  Marla  Salas  River  where  the  said 
sidewall  meets  an  existing  headwall; 

Southwesterly,  900  feet,  more  or  less,  along 
the  south  sidewall  of  the  paved  channel  of 
the  Marla  Salas  River,  to  an  unmarked  point 
called  35-6,  located  where  the  sidewall  meets 
an  existing  concrete  headwall  approximately 
60  feet  north  of  Building  No.  444; 

Southwesterly,  100  feet,  more  or  less,  to  an 
unmarked  point  called  35-7,  located  at  the 
Intersection  of  the  prolongation  of  the  east 
edge  of  Canfield  Avenue  with  the  west  pro¬ 
longation  of  the  north  face  of  Building  No. 
444; 

Southwesterly,  2,850  feet,  more  or  less, 
along  the  prolongation  of,  and  along  the 
east  edge  of  Canfield  Avenue,  to  monument 
“H”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete,  located  at  the  corner  of  a  cyclone 
fence  on  the  northeasterly  side  of  Galllard 
Hlghwc  y; 

The  above  described  boundary  line  from 
monument  No.  34  to  monument  "H”,  in¬ 
clusive,  Is  common  with  the  easterly  bound¬ 
ary  of  Howard  Air  Force  Base  Parcel  No.  2 
(Alb rook). 
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Along  the  above  mentioned  cyclone  fence, 
with  the  following  courses,  to  monument 

"M”; 

8.  32°46'40"  E.,  607.7  feet,  to  monument 
“I”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete; 

8.  20*14*30"  E.,  791.0  feet,  to  monument 
“J”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete; 

8.  26°57'30"  E.,  300.2  feet,  to  monument 
“K”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete; 

8.  34°35'40"  E.,  306.1  feet,  to  monument 
••L’\  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete; 

8.  45°40'40"  E.,  2652  feet,  to  monument 
“M”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete,  the  geodetic  position  of  which  Is  In 
latitude  08*67'  N.  plus  4,887.1  feet  and  longi¬ 
tude  79*33'  W.  plus  4,153.0  feet; 

Easterly,  partllel  to,  and  1.5  feet  from  the 
face  of  the  above  mentioned  cyclone  fence, 
to  monument  “P”,  which  Is  a  3-lnch  Iron 
pipe  set  In  concrete,  located  1.6  feet  southerly 
from  the  above  mentioned  cyclone  fence,  the 
geodetic  position  of  which  Is  In  latitude 
08*57'  N.  plus  4,796.5  feet,  and  longitude 
79*33'  W.  plus  3,406.7  feet; 

Northeasterly,  along  a  line  parallel  to,  and 
30  feet  from  the  northwesterly  edge  of  Gall- 
lard  Highway,  passing  through  to  the  west¬ 
erly  side  of  the  above  mentioned  cyclone 
fence,  to  monument  “Q”,  which  Is  a  3-lnch 
Iron  pipe  set  In  concrete; 

N.  40*17'50"  E„  378.4  feet,  to  monument 
“R”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete; 

N.  05*12'40"  W„  20.4  feet,  to  monument 
‘S’’,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete; 

N.  39°04’60''  E.,  836.2  feet,  to  monument 
“T”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete; 

N.  85*23'00"  E„  57.4  feet,  to  monument 
“U”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete,  located  southwesterly  from  the  south¬ 
erly  corner  of  the  hangar  situated  south¬ 
westerly  from  the  Civil  Affairs  Building, 
Ancon,  C.  Z.,  and  outside  of  a  cyclone  fence; 

N.  49°14'20''  E„  164.6  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “V”, 
which  Is  a  3-lnch  iron  pipe  set  In  concrete; 

N.  54c  38' 10"  E..  66.7  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “W”, 
which  Is  a  3-lnch  Iron  pipe  set  In  concrete, 
located  near  the  southeast  corner  of  the 
above  mentioned  hangar; 

N.  67°02'00''  E„  308.7  feet,  to  monument 
"X”,  which  Is  a  2% -Inch  Iron  pipe  set  In  con¬ 
crete,  located  16.0  feet  northerly  from  the 
north  edge  of  the  Galllard  Highway  pave¬ 
ment; 

N.  20°18’10"  W.,  254.1  feet,  to  monument 
"Y”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete,  located  southwesterly  from  the  Civil 
Affairs  Building,  Ancon; 

N.  20*18'10"  W.,  187.1  feet  to  monument 
No.  76-3,  which  Is  a  1  >4 -Inch  Iron  pipe  set 
In  concrete; 

N.  39*46’25"  E.,  1,192.3  feet,  along  a  line 
parallel  to  and  250.0  feet  southeasterly  from 
the  above  mentioned  taxiway,  to  monument 
No.  75-^2,  which  Is  a  1  (4  -Inch  pipe  set  In  con¬ 
crete; 

N.  20*28'30"  E„  670.3  feet,  along  a  line 
parallel  to  and  250.0  feet  southeasterly  from 
the  above  mentioned  taxiway,  to  monument 
No.  76-1,  which  Is  a  1  Vi -Inch  Iron  pipe  set 
In  concrete,  located  at  the  corner  of  a  cyclone 
fence  on  the  westerly  side  of  Curundu  Road; 

8.  50*56'10"  E„  661.9  feet,  along  the  south¬ 
westerly  side  of  the  above  mentioned  cyclone 
fence,  to  monument  No.  75,  which  la  a  1%- 
lnch  Iron  pipe  set  In  concrete,  located  at  the 
corner  of  the  above  mentioned  cyclone  fence; 

8.  49*48'50"  E.,  445.3  feet,  to  monument 


No.  74,  which  Is  a  brass  plug  In  a  concrete 
road  pavement; 

8.  62*01 '20"  E.,  192.3  feet,  to  monument 
No.  73,  which  Is  a  1*4 -Inch  Iron  pipe  set  In 
concrete,  located  at  the  corner  of  a  cyclone 
fence  on  the  westerly  side  of  Curundu  Road; 

8.  34*63 '60"  E„  127.7  feet,  crossing  Curundu 
Road  to  monument  “C”,  which  Is  a  brass 
plug  set  In  the  head  wall  of  the  old  Rio 
Curundu  concrete  box  culvert; 

In  a  generally  northeasterly  direction, 
along  the  centerline  of  the  Rio  Curundu  and 
the  Canal  Zone-Republic  of  Panama  bound¬ 
ary,  to  an  unmarked  and  unnumbered  point, 
located  32  feet  northeasterly  from  the  center- 
line  of  the  road  to  Bella  Vista  near  Gate  No. 
12,  the  geodetic  position  of  which  Is  In  lati¬ 
tude  08*58'  N.  plus  4,057.3  feet  and  longi¬ 
tude  79*32'  W.  plus  3,082.6  feet.  The  above 
mentioned  unnumbered  point  Is  located  at 
the  southeast  corner  of  Howard  Air  Force 
Base  (Parcel  No.  2-A). 

N.  34*52’20"  W.,  77.1  feet,  along  a  line 
parallel  to,  and  32  feet  northeasterly  from  the 
centerline  of  the  road  to  Bella  Vista,  to 
monument  No.  1,  which  Is  a  2 -Inch  Iron  pipe 
set  in  concrete; 

Westerly,  along  a  line  parallel  to,  and  32 
feet  northerly  from  the  centerline  of  the 
road  to  Bella  Vista,  to  monument  "A”,  which 
is  a  brass  plug  set  In  a  concrete  monument, 
located  25  feet  easterly  from  the  centerline 
of  Curundu  Road,  the  geodetic  position  of 
which  is  In  latitude  08*68'  N.  plus  4,714.3 
feet  and  longitude  79*32'  W.  plus  4,797.3 
feet; 

Northerly,  along  a  line  parallel  to,  and 
25  feet  easterly  from  the  centerline  of  Cu¬ 
rundu  Road,  to  monument  “B",  which  Is  a 
2-lnch  Iron  pipe  set  In  concrete,  located  10 
feet  westerly  from  the  centerline  of  a  rail¬ 
road,  the  geodetic  position  of  which  Is  In 
latitude  08*58'  N.  plus  5,263.5  feet  and  longi¬ 
tude  79*32'  W.  plus  4,845.0  feet; 

N.  38*52'  E.,  185.4  feet  to  an  unmarked 
point  called  C~l,  whose  geodetic  position  Is  In 
latitude  08*58' +  5,460.8  feet  and  longitude 
79*32' +4,733.1  feet  and  Is  located  10  feet  off 
of  corner  of  cyclone  fence; 

N.  38*52'  E.,  10  feet  southwesterly  of  cy¬ 
clone  fence  for  a  distance  of  461.2  feet  to 
an  unmarked  point  called  D-l; 

N.  67*24'  E„  10  feet  southwesterly  of  cy¬ 
clone  fence  for  a  distance  of  615.7  feet  to  an 
unmarked  point  called  E-l; 

N.  01*23'  W.,  10  feet  westerly  of  cyclone 
fence  for  a  distance  of  493.7  feet  to  an  un¬ 
marked  point  called  F-l,  whose  geodetic  posi¬ 
tion  Is  In  latitude  08*59' +502.7  feet  and 
longitude  79*32' +3,888.4  feet; 

N.  65°59'30”  E.,  635.1  feet,  along  a  line  99 
feet  northerly  of  the  warehouse  building  line, 
through  monument  “G”,  which  Is  a  2-lnch 
Iron  pipe  set  In  concrete,  to  monument 
“H”,  which  Is  a  2-lnch  Iron  pipe  set  In  con¬ 
crete,  the  distances  being  278.9  feet  and  356.2 
feet,  successively,  from  beginning  of  the 
course; 

N.  65°59'00"  E.,  141.0  feet,  to  monument 
“I”,  which  Is  a  2-lnch  Iron  pipe  set  In  con¬ 
crete; 

N.  65°59’30"  E.,  199.2  feet,  to  monument 
"J”,  which  Is  a  2-lnch  Iron  pipe  set  In  con¬ 
crete; 

N.  85°59'40"  E„  140.7  feet,  through  monu¬ 
ment  “K”,  which  Is  a  2-lnch  Iron  pipe  set  In 
concrete,  located  on  the  right  bank  of  the 
Rio  Curundu,  to  an  unmarked  and  unnum¬ 
bered  point,  located  on  the  Canal  Zone-Re¬ 
public  of  Panama  boundary,  in  the  center  of 
the  Rio  Curundu,  the  geodetic  position  of 
which  Is  In  latitude  08*59'  N.  plus  956.7  feet 
and  longitude  79*32'  W.  plus  2,869.1  feet, 
the  distances  being  116.2  feet  and  24 A  feet, 
successively,  from  beginning  of  the  course; 

The  above  described  boundary  line,  from 
unnumbered  point  located  in  the  centerline 


of  the  Rio  Curundu  near  Gate  No.  12,  through 
monuments  No.  1,  and  “A”  to  "K’’  Inclusive, 
to  unnumbered  point  described  In  the  above 
paragraph,  Is  common  with  the  southerly, 
westerly  and  northerly  boundary  of  Howard 
Air  Force  Base,  Parcel  No.  2-A; 

Northerly,  along  the  centerline  of  the  Rio 
Curundu,  on  the  Canal  Zone -Republic  of 
Panama  boundary  to  monument  “E”,  which 
Is  a  brass  plug  set  In  a  10-inch  square  con¬ 
crete  post,  located  on  the  Canal  Zone-Re¬ 
public  of  Panama  boundary.  In  the  center 
of  the  Rio  Curundu,  the  geodetic  position  of 
which  Is  In  latitude  09*01'  N.  plus  1,046.6 
feet  and  longitude  79*32'  W.  plus  2,469.6  feet; 

N.  63°30'00"  E.,  6,611.7  feet,  along  the 
Canal  Zone-Republic  of  Panama  boundary, 
through  monuments  Nos.  E-l  to  E-16,  E-16- 
1,  E-15-2,  and  E-16  to  E-21  Inclusive  (monu¬ 
ments  E-l,  E-18  and  El-21  are  Iron  rails; 
monuments  E-2,  E-3,  E-4,  E  6,  E-7,  E-8, 
E-9,  El-10,  E— 12,  E-l 4,  E-15,  E-16-1,  E-15-2, 
E-16,  El-17,  E-19  and  E-20  are  2-lnch  Iron 
pipes  set  In  concrete;  E-5,  E-U  and  E-13  are 
square  concrete  posts)  to  monument  “F”, 
which  Is  a  square  concrete  post,  the  geodetic 
position  of  which  Is  in  latitude  09*01'  N.  plus 

3.996.4  feet  and  longitude  79*31'  W.  plus 

2.64.4  feet,  the  distances  being  179.2  feet,  99.6 
feet,  156.7  feet,  500.0  feet.  600.0  feet,  313.8 
feet,  500.0  feet,  500.0  feet,  500.0  feet,  150.0 
feet,  25.0  feet,  475.0  feet.  212.0  feet,  54.8  feet. 
74.0  feet.  2222  feet,  1992  feet,  200.7  feet, 
464.5  feet,  255.1  feet,  331.3  feet,  300.0  feet, 
160.0  feet  and  238.55  feet,  successively,  from 
beginning  of  the  course; 

N.  26*31'  W.,  412.1  feet,  to  Canal  ZOne- 
Republic  of  Panama  boundary  monument 
No.  90,  which  Is  a  4-lnch  Iron  pipe  with  a 
brass  cap; 

N.  26*32'  W.,  1,108.0  feet,  through  monu¬ 
ment  89-1,  a  2-lnch  Iron  pipe  In  concrete,  to 
Canal  Zone-Republic  of  Panama  boundary 
monument  No.  89  which  Is  a  4-lnch  Iron  pipe 
with  a  brass  cap,  the  distances  being  761.5 
feet  and  346.5  feet,  successively; 

N.  26*30'  W.,  766.0  feet,  to  monument  No. 
55,  the  point  of  beginning. 

Excluded  from  the  above  parcel  is  the 
isolated  area  described  as  Parcel  No.  2-A, 
Howard  Air  Force  Base. 

(d)  Parcel  No.  2-A. 

Beginning  at  monument  No.  19,  which  is  a 
2-lnch  Iron  pipe,  the  geodetic  position  of 
which  Is  in  latitude  08*59'  N.  plus  390.9  feet 
and  longitude  79*34'  W.  plus  580.9  feet. 
Monument  No.  19  Is  on  the  westerly  boun¬ 
dary  of  Howard  Air  Force  Base,  Parcel  No.  2 
(Alb  rook) . 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

N.  01*26'30"  W.,  1,5638  feet,  along  the 
westerly  boundary  of  Howard  Air  Force  Base, 
Parcel  No.  2  (Albrook),  through  monuments 
Nos.  20,  21,  and  22,  which  are  2-lnch  Iron 
pipes  to  monument  No.  23.  which  Is  an  8- 
lnch  square  concrete  post,  the  distances  be¬ 
ing  384.3  feet,  683.6  feet,  3602  feet  and  235.8 
feet  successively,  from  beginning  of  the 
course; 

S.  60°09'30"  W„  2,524.3  feet,  through 
monuments  Nos.  33-1  and  33-2,  which  are  2- 
lnch  Iron  pipes,  located  on  opposite  sides  of 
the  C-8  Road,  33-3  and  33-4  which  are  2V4* 
lnch  Iron  pipes  to  monument  No.  37,  which 
Is  an  8-lnch  square  concrete  post,  the  dis¬ 
tances  being  1,044.3  feet,  64.6  feet,  598.5  feet, 
3912  feet  and  426.1  feet,  successively,  from 
beginning  of  the  course; 

8.  47*68 '20"  W.,  1788  feet,  to  monument 
"A”,  which  Is  an  8-lnch  square  concrete 
monument; 

N.  43*04*30"  W.,  42.4  feet,  to  monument 
B-l,  which '  Is  a  brass  plug,  located  In  the 
south-westerly  curb  of  a  concrete  road; 

N.  76*19'20"  W.,  238  feet,  to  monument 
A-3,  which  Is  a  brass  plug  In  the  curb  on  the 
southeasterly  side  of  Hospital  Road; 
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8.  48*20'60"  W.,  189.9  feet,  to  monument 
A-2,  which  Is  a  brass  plug  In  the  south¬ 
easterly  curb  of  Hospital  Road; 

8.  09°01'60"  W„  65  feet,  to  monument  A-l, 
which  Is  a  brass  plug  In  the  easterly  curb  of 
Oalllard  Highway; 

8.  43°63'30"  E.,  70.8  feet,  to  monument 
“B”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete,  located  on  the  easterly  side  of  Oalllard 
Highway,  northwesterly  from  the  Army  Tele¬ 
phone  Exchange  building; 

8.  40*66'30"  E.,  307.9  feet,  along  the  east¬ 
erly  side  of  Oalllard  Highway  to  monument 
47-B,  which  Is  a  monel  metal  plug  In  a  re¬ 
taining  wall; 

N.  46*28'30"  E.,  390.1  feet,  to  monument 
47-C,  which  Is  a  3-lnch  Iron  pipe; 

N.  60°07'52”  E.,  1,179.4  feet,  to  monument 
47-D,  which  Is  a  3-lnch  Iron  pipe; 

8.  26*43’38"  E.,  215.9  feet,  to  monument 
47-7,  which  Is  a  3-lnch  Iron  pipe; 

8.  36°34'00"  E.,  145.2  feet,  to  monument 
47-0,  which  Is  a  3-lnch  Iron  pipe; 

N.  46°26'20''  E.,  26.0  feet,  to  monument  47- 
H,  which  Is  a  3-lnch  Iron  pipe  located  39.0 
feet  southwesterly  from  the  centerline  of  the 
concrete  pavement  of  a  26-foot  wide  street; 

Southeasterly  along  a  line  parallel  to,  and 
39.0  feet  southwesterly  from  the  centerline  of 
the  pavement  of  the  above  mentioned  street, 
to  monument  No.  17-A,  which  Is  a  3-lnch 
iron  pipe,  located  on  the  southerly  side  of  a 
cyclone  fence  on  the  westerly  boundary  of 
Howard  Air  Force  Base,  Parcel  No.  2  (Al- 
brook)  the  geodetic  position  of  which  is  In 
latitude  08*59'  N.  plus  247.0  feet  and  longi¬ 
tude  79°34'  W.  plus  838.6  feet; 

N.  73*61'30''  E„  61.8  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  No. 
18.  which  Is  a  brass  plug  In  a  concrete  road 
pavement; 

N.  58*02'30”  E.,  244.7  feet,  along  the  above 
mentioned  cyclone  fence  and  Its  prolonga¬ 
tion,  to  monument  No.  19,  the  point  of  begin¬ 
ning. 

(e)  Parcel  No.  2-B. 

Beginning  at  monument  "J”,  which  Is  a 
3-lnch  Iron  pipe  set  In  concrete,  located  on 
the  outside  of  a  cyclone  fence,  on  the  north¬ 
easterly  side  of  Oalllard  Highway  and  north¬ 
easterly  from  the  spur  railroad  track  leading 
to  the  Army  Quartermaster  Warehouse,  the 
geodetic  position  of  which  Is  in  latlude  08°  58' 
N.  plus  4,872.5  feet  and  longitude  79*34'  W. 
plus  1,925.2  feet  from  Greenwich. 

Thence  from  said  Initial  point  of  metes  and 
bounds: 

8.  60°03'00"  E.,  978.0  feet,  along  a  cyclone 
fence,  on  the  southerly  side  of  Los  Rios 
Townslte,  through  monument  “Z”,  which  Is 
a  2 -Inch  iron  pipe,  to  monument  "Y",  which 
Is  a  2-lnch  Iron  pipe,  the  distances  being 
810.7  feet  and  167.3  feet,  successively,  from 
beginning  of  the  course; 

N.  28°38'30"  E.,  41.4  feet,  to  monument 
“Y-l",  which  Is  a  monel  plug,  located  In  the 
concrete  pavement  at  the  northwesterly  edge 
of  the  prolongation  of  Anton  Street; 

N.  46*51'50''  2.,  236.2  feet,  along  the  south¬ 
easterly  side  of  a  16-lnch  water  main  to 
monument  "Y-2”,  which  Is  a  2-lnch  Iron 
pipe; 

N.  70*09'00"  E.,  437.8  feet,  to  monument 
No.  10,  which  Is  a  1  Vi -Inch  pipe,  located 
on  the  westerly  boundary  of  Howard  Air 
Force  Base,  Parcel  No.  2  (Albrook)  Inside  the 
cyclone  fence  surrounding  the  water  tanks 
on  Corozal  Hill; 

8.  09°44'20''  E..  1,883.2  feet,  along  the  above 
mentioned  Air  Force  Base  boundary,  through 
monuments  Noe.  9,  8,  7,  and  6,  which  are 
1  Vi  -Inch  Iron  pipes,  to  monument  No.  5, 
which  Is  a  1  Vi  -inch  Iron  pipe,  the  distances 
being  208.5  feet,  297.7  feet,  410.2  feet.  442.9 
feet,  and  523.9  feet,  successively,  from  be¬ 
ginning  of  the  course; 


8.  44*36*00"  W.,  102.3  feet,  along  the  above 
mentioned  Air  Force  Base  boundary  to  monu¬ 
ment  No.  4,  which  Is  a  1  Vi -Inch  Iron  pipe; 

N.  64°22'50"  W..  483.6  feet,  along  the 
above  mentioned  Air  Force  Base  boundary, 
through  monument  No.  3,  which  Is  a  lVi- 
lnch  Iron  pipe,  to  monument  No.  2,  which 
Is  a  1  Vi  -Inch  Iron  pipe,  located  on  the  out¬ 
side  of  a  cyclone  fence,  the  distances  being 
306.4  feet  and  177.2  feet,  successively,  from 
beginning  of  the  course; 

8.  67° 53 '30"  W„  39.1  feet,  along  the  above 
mentioned  Air  Force  Base  boundary,  to  mon¬ 
ument  “R”,  which  Is  a  monel  plug  set  In  the 
northeasterly  edge  of  Oalllard  Highway  pave¬ 
ment  widening  strip; 

N.  33°11'40"  W„  583.9  feet,  along  the 
northeasterly  side  of  Oalllard  Highway  to 
monument  "Q”,  which  Is  a  2-lnch  Iron  pipe, 
located  18  Inches  from  the  corner  of  a  cy¬ 
clone  fence; 

N.  36*02 '30”  W.,  351.9  feet,  crossing  the 
entrance  roads  to  the  Army  Quartermaster 
Warehouse,  to  monument  “P”,  which  Is  a 
3-lnch  Iron  pipe  set  In  concrete,  located  18 
Inches  from  the  corner  of  a  cyclone  fence; 

Northwesterly,  along  the  outside  of  the 
above  mentioned  cyclone  fence,  on  the  north¬ 
easterly  side  of  Oalllard  Highway,  along  the 
following  courses: 

N.  34*50'10"  W„  382.6  feet,  to  monument 
“O”,  which  Is  a  2 Vi -Inch  Iron  pipe  set  In 
concrete; 

N.  34*03'10"  W.,  312.7  feet,  to  monument 
“N”,  which  Is  a  3-lnch  Iron  pipe  set  In 
concrete; 

N.  33c02'50"  W.,  292.9  feet,  to  monument 
“M”,  which  Is  a  3-lnch  Iron  pipe  set  In 
concrete; 

N.  31*81  '30"  W.,  243.7  feet,  to  monument 
“L”,  which  Is  a  3-lnch  Iron  pipe  set  In 
concrete; 

N.  29*49'00"  W.,  77.2  feet,  to  monument 
“K”,  which  Is  a  3-lnch  Iron  pipe  set  In 
concrete; 

N.  46*17'00"  E.,  19.0  feet,  to  monument 
"J”,  the  point  of  beginning. 

(f)  Parcel  No.  2-C. 

Beginning  at  monument  “A”,  which  Is  a 
3-lnch  Iron  pipe  set  In  concrete,  located  on 
the  easterly  bank  of  the  Rio  Grande,  approx¬ 
imately  800  feet  southerly  from  the  junction 
of  the  Rio  Cardenas,  the  geodetic  position  of 
which  is  In  latitude  08*59'  N.  plus  2,363.3 
feet  and  longitude  79°34'  W.  plus  5,915.7  feet. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

East,  24.6  feet,  to  monument  "B”,  which 
Is  a  2-lnch  Iron  pipe  set  In  concrete; 

8.  64*11'30"  E.,  668.4  feet,  to  monument 
"E”.  which  Is  a  1  Vi  -Inch  Iron  pipe  set  In  con¬ 
crete,  located  at  the  northeasterly  side  of 
a  cyclone  fence; 

8.  49°68'30"  E.,  1,289.4  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  "G”, 
which  Is  a  3-lnch  iron  pipe  set  In  concrete; 

8.  23  *20 '30''  E.,  139  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “H”. 
which  Is  a  3-lnch  Iron  ptoe  set  In  concrete; 

8.  18*50'20"  E.,  173.1  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “I”, 
which  Is  a  3-lnch  Iron  pipe  set  In  concrete; 

N.  74°  18' 00"  E.,  20.9  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “J", 
which  Is  a  3-lnch  Iron  pipe  set  In  concrete; 

8.  23*00'30"  E„  83  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “K”, 
which  Is  a  brass  plug  set  In  a  concrete  plat¬ 
form; 

8.  29*02’00”  W.,  4.9  feet,  through  the  above 
mentioned  cyclone  fence,  to  monument  "h”, 
which  Is  a  3-lnch  Iron  ploe  set  In  concrete; 

8.  38*11'30"  E.,  149.9  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  "M”, 
which  Is  a  brass  plug  set  In  a  concrete  plat¬ 
form; 


8.  53°12'50"  E.,  145.3  feet,  to  monument 
“N”,  which  Is  a  3-lnch  Iron  pipe  set  in 
concrete; 

N.  37°55'30"  E.,  235.4  feet,  to  monument 
“O”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete,  located  on  the  northeasterly  side  of  a 
cyclone  fence,  on  the  southwesterly  side  of 
the  Panama  Railroad  tracks; 

8.  57*11'30"  E.,  231.7  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  "P”, 
which  Is  a  brass  plug  In  the  pavement  of  the 
north  entrance  road  to  the  Quartermaster 
Area; 

8.  53°23'00"  E.,  428.3  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “Q", 
which  Is  a  3-lnch  Iron  pipe  set  In  concrete; 

8.  49°42'30"  E„  250.3  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “R”, 
which  Is  a  3-lnch  Iron  pipe  set  In  concrete; 

8.  22*44'20”  E.,  74  feet,  to  monument  “8”, 
which  Is  a  3-lnch  Iron  pipe  set  In  concrete; 

8.  46°01'40"  E.,  161.5  feet,  along  the  above 
mentioned  cyclone  fence,  on  the  westerly 
side  of  Barth  Road,  to  monument  “T”, 
which  Is  a  3-lnch  Iron  pipe  set  In  concrete; 

8.  41°28'20"  E.,  200.2  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “U”, 
which  Is  a  3-lnch  Iron  pipe  set  In  concrete; 

8.  37*31*30"  E.,  261.9  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “V”, 
which  Is  a  3-lnch  Iron  pipe  set  In  concrete; 

8.  32*47*40"  E..  998.5  feet,  to  monument 
“W”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete,  located  on  the  easterly  side  of  a  cyclone 
fence,  on  the  westerly  side  of  Barth  Road; 

8.  34*02'20"  E.,  301.7  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  "X’\ 
which  Is  a  brass  plug  set  In  a  concrete  pave¬ 
ment; 

N.  68°08'10"  E.,  23.4  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  “Y”, 
which  is  a  brass  plug  set  In  a  concrete  pave¬ 
ment; 

8.  32°57'00"  E„  256.6  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  "Z", 
which  Is  a  brass  plug  set  In  the  westerly  curb 
of  Barth  Road; 

8.  31°46’00"  E.,  557.2  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument 
"Z-l”,  which  Is  a  3-lnch  Iron  pipe  set  In 
concrete; 

8.  30*08'20"  E.,  78  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument 
“Z-2”,  which  Is  a  3-lnch  Iron  pipe  set  In 
concrete; 

8.  30°08'21”  E.,  913.9  feet,  to  monument 
No.  1,  which  Is  a  1%-lnch  pipe  In  concrete; 

8.  20*49 '60"  E.,  89.3  feet,  to  monument 
No.  2,  which  Is  a  2-lnch  pipe  In  concrete; 

N.  64*21'10"  W„  175.9  feet,  to  monument 
No.  3,  which  Is  a  brass  plug  In  concrete  on 
the  fence  line  east  of  the  cold  storage  plant; 

8.  25*18'53"  W„  465.6  feet,  along  the  cy¬ 
clone  fence  to  an  unmarked  point  3-A, 
where  the  fence  crosses  a  1-foot  concrete 
ditch; 

8.  51*19'59"  W.,  171.8  feet,  to  an  unmarked 
point  called  No.  3-B  on  the  drawing; 

N.  88*12'04”  W  ,  4  feet,  more  or  less,  to 
an  unmarked  point  called  No.  3-C  on  the 
drawing; 

Southwesterly  and  northwesterly,  236.9 
feet  along  the  southerly  edge  of  the  con¬ 
crete  ditch,  to  monument  No.  4,  which  Is  a 
brass  plug  set  In  the  corner  of  the  ditch 
where  It  angles  to  the  left; 

N.  69*04'46"  W„  56.9  feet,  to  an  unmarked 
point  called  No.  5  on  the  drawing,  located 
In  the  center  of  a  9-foot  concrete  ditch,  mid¬ 
way  between  two  reference  brass  plugs  set 
In  both  sides  of  the  ditch  9.8  feet  apart,  and 
on  the  bearing  from  monument  No.  4  to 
No.  6; 

8. 19*34'34"  W.,  171.6  feet,  to  an  unmarked 
point  called  No.  6  on  the  drawing; 

8.  66*66'00"  W„  179.1  feet,  to  an  unmarked 
point  called  No.  7  on  the  drawing: 
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S.  24'56'06"  W.,  245  feet,  to  an  unmarked 
point  called  No.  8-B  on  the  drawing; 

S.  43  *33 '20”  W.,  1,550  feet,  to  an  unmarked 
point  called  No.  8-C  on  the  drawing; 

N.  46"39'24”  W.,  850  feet,  to  monument 
No.  9,  which  is  a  2% -Inch  pipe  In  ©oncrete; 

S.  66°56'00"  W„  80  feet,  to  monument  No. 
9— A,  which  Is  an  Iron  rod  In  concrete; 

N.  21*17'17''  W.,  2,418.8  feet,  through  mon¬ 
uments  9-B,  9— C,  9— D,  9-E,  9-P,  and  9-0 , 
which  are  Iron  rods  In  concrete,  to  monu¬ 
ment  9— H,  which  Is  a  2%  -Inch  galvanized 
Iron  pipe  In  concrete,  the  distances  being 
11.5  feet,  436  feet,  462.2  feet,  385.9  feet, 
454.3  feet,  474.9  feet,  and  194  feet,  succes¬ 
sively,  from  beginning  of  the  course; 

N.  89°59'16"  W„  42.1  feet,  to  an  unmarked 
and  unnumbered  point  on  the  4-  10-foot  con¬ 
tour  on  the  easterly  bank  of  the  Panama 
Canal,  the  geodetic  position  of  said  unmarked 
point  is  In  latitude  08°58'  N.  plus  3,880.6  feet 
and  longitude  79*34'  W.  plus  4,769.7  feet; 

In  a  northerly  direction,  following  the 
+  10-foot  contour  (except  where  drainage 
ditches  extend  Inland  from  the  shoreline) 
along  the  easterly  bank  of  the  Panama  Canal 
and  the  left  bank  of  the  Rio  Orande,  to 
monument  “A”,  the  point  of  beginning. 

(g)  Parcel  No.  2-D. 

Beginning  at  a  concrete  monument  marked 
“A”,  located  185.0  feet  more  or  less,  easterly 
from  the  centerline  of  Madden  Road,  the 
geodetic  position  of  which  monument  Is  In 
north  latitude  09*04'  plus  1,000.0  feet  and  In 
west  longitude  79*38’  plus  1,500.0  feet  from 
Greenwich. 

Prom  monument  “A”  the  bearing  and  dis¬ 
tance  to  trlangulatlon  station  “Gato”  Is  S. 
71°56'10"  E„  2,000.7  feet. 

Thence  from  said  Initial  point,  by  metes 
and  bounds: 

N.  26*34’00''  E.,  1,118.0  feet,  to  a  concrete 
monument  marked  “B”; 

N.  84°28'00"  E„  2,071.0  feet,  to  a  concrete 
monument  marked  “C”; 

S.  35*56'00"  E.,  2,470.0  feet,  to  a  concrete 
monument  marked  “D”; 

S.  16*40'00”  W.t  1,296.0  feet,  to  a  concrete 
monument  marked  “E”; 

S.  45°00'00"  W.,  1,245.0  feet,  to  a  concrete 
monument  marked  “P”; 

N.  73*43'00"  W„  609.4  feet,  to  a  concrete 
monument  marked  “G”; 

S.  34°54'10'*  W„  1,019.7  feet,  through  a  con¬ 
crete  monument  marked  '‘H”  to  a  concrete 
monument  marked  “I”,  the  distances  being 

298.2  feet  and  721.5  feet,  successively,  from 
beginning  of  the  course; 

S.  70°37'10"  W.,  426.6  feet,  to  a  concrete 
monument  marked  "J”; 

S.  0<j°03'30’'  E„  591.1  feet,  to  a  concrete 
monument  marked  “J-l”; 

S.  00°02'2Q”  E.,  84.5  feet,  to  a  concrete 
monument  marked  “K”; 

N.  88*10'20"  W,  1,313.5  feet,  through  a 
concrete  monument  marked  “L”  to  a  concrete 
monument  marked  “M”,  the  distances  being 
170.8  feet  and  1,142.7  feet,  successively,  from 
beginning  of  the  course; 

N.  77°57'20"  W„  996.3  feet,  through  a  con¬ 
crete  monument  marked  “N”  to  a  concrete 
monument  marked  “O”,  the  distances  being 

829.2  feet  and  167.1  feet,  successively,  from 
beginning  of  the  course; 

N.  69*49'30”  W.,  248.5  feet  to  a  concrete 
monument  marked  “P”; 

N.  12*46'50”  E.,  187.3  feet,  to  a  concrete 
monument  marked  “Q”; 

N.  44°33'20”  E.,  94.1  feet,  to  a  concrete 
monument  marked  “R”; 

N.  65*21'50"  E.,  93.6  feet,  to  a  concrete 
monument  marked  “S”; 

N.  41*37'40''  E.,  230.9  feet,  to  a  concrete 
monument  marked  “T”; 

N.  22°30'50"  E.,  761.7  feet,  to  a  concrete 
monument  marked  “U"; 


N.  36*63'10''  E.,  405.1  feet,  to  a  concrete 
monument  marked  “V”; 

N.  08°49'30"  W„  339.5  feet,  through  a  con¬ 
crete  monument  marked  “V-l”,  to  a  concrete 
monument  paarked  “X”,  the  distances  being 
188.0  feet  and  151.5  feet,  successively,  from 
beginning  of  the  course; 

N.  08 *43 '10''  E.,  869.5  feet,  through  2-lnch 
galvanized  Iron  pipe  monuments  marked 
"X-l”  and  ,‘X-2’\  to  a  2-lnch  galvanized  Iron 
pipe  monument  marked  “7”,  the  distances 
being  239.0  feet,  260.5  feet  and  370.0  feet, 
successively,  from  beginning  of  the  course; 

S.  81*47'20"  E.,  1,154.6  feet,  through  2-lnch 
galvanized  Iron  pipe  monuments  marked 
„Y— 1”  «T-2”,  and  to  a  2-lnch  gal¬ 

vanized  Iron  pipe  monument  marked  "Z",  the 
distances  being  400.0  feet,  162.0  feet,  281.0 
feet,  and  311.6  feet,  successively,  from  be¬ 
ginning  of  the  course; 

N.  26°05'20"  W.,  1,723.0  feet,  to  monument 
“A”  the  point  of  beginning. 

(h)  Parcel  No.  2-E. 

Beginning  at  a  concrete  monument  A,  the 
geodetic  position  of  which  Is  In  latitude 
09*07”  N.  plus  2,169.7  feet,  and  longitude 
79*42'  W.  plus  5,303.6  feet; 

Thence  from  said  point  of  beginning  by 
metes  and  bounds: 

Due  west,  108.0  feet  through  brass-plug 
markers  A-l  and  A-2  In  a  concrete  road  pave¬ 
ment,  to  a  concrete  monument,  marked  B, 
at  the  top  of  the  bank  of  a  pond;  plugs  A-l 
and  A-2  are  61.5  feet  and  77.9  feet,  respec¬ 
tively,  from  monument  A; 

N.  19*22'30”  W.,  528.8  feet  to  a  concrete 
monument  marked  C; 

N.  23°32'00”  W.,  4,986.4  feet,  through  pipe 
monuments  C-l,  C-2,  C-3  and  C-4,  to  a  con¬ 
crete  monument  marked  D;  monuments  C-l, 
C-2,  C-3  and  C-4  are  189.2  feet,  1,446.0  feet, 
3,118.7  feet  and  4,299.6  feet,  respectively,  from 
monument  C; 

8.  88°17'10”  E.,  4,100.4  feet,  through  pipe 
monuments  D-l  and  D-2,  to  a  concrete 
monument  E;  monuments  D-l  and  D-2  are 
approximately  862  feet  and  2,937  feet  re¬ 
spectively,  from  monument  D; 

S.  12*15'00”  W.,  4,600.0  feet,  through  pipe 
monuments  E-l,  E-2,  E-3,  E-4  and  El-5,  to  a 
concrete  monument  F;  monuments  E-l,  E-2, 
E-3,  E-4  and  E-5,  are  approximately  522  feet, 
1,767  feet.  2,643  feet,  3,719  feet  and  4,199  feet, 
respectively,  from  monument  E; 

The  concrete  boundary  monuments  are  12 
Inches  square,  reinforced  concrete  posts,  16 
feet  long  and  burled  3  feet  in  the  ground; 
the  center  Is  a  drill  hole  In  a  4-inch  diameter 
bronze  plate  fastened  Into  the  top  of  the  post 
and  marked  “CERRO  PELADO  AMMUNI¬ 
TION  DEPOT— BOUNDARY  MONUMENT”, 
and  with  the  significant  monument  letter. 

S.  59 ' 00  00' '  W.,  878.8  feet,  through  a  pipe 
monument  F-l,  and  a  concrete  monument  G 
on  the  bank  of  a  pond,  thence,  across  the 
pond  to  a  concrete  monument  H,  located  at 
the  top  of  the  bank  of  said  pond.  Monuments 
F-l  and  G  are  63.0  feet  and  319.0  feet,  respec¬ 
tively,  from  monument  F; 

Due  west,  96.0  feet  to  monument  A,  the 
point  of  beginning. 

The  pipe  monuments  are  3-lnch  diameter, 
galvanized  Iron  pipes,  3  feet  long,  filled  with 
concrete  and  projecting  about  1%  feet  above 
a  concrete  base  burled  In  the  ground. 

The  brass  markers  are  %  Inch  diameter 
plugs,  s/4  Inch  long,  grouted  In  the  concrete 
road  pavement.  The  center  Is  a  punched  hole. 

The  area  of  Parcel  No.  2  (Clayton)  Is 
7,762.3  acres,  more  or  le*s;  Parcel  No.  2-A  Is 
38.0  acres,  more  or  less;  Parcel  No.  2-B  Is  35  .3 
acres,  more  or  less;  Parcel  No.  2-C  Is  359.6 
acres,  more  or  less;  Parcel  No.  2-D  Is  397.2 
acres,  more  or  less  and  Parcel  No.  2-E  Is  278.6 
acres,  more  or  less  as  shown  on  Canal  Zone 


Government  Drawings:  X-6122-10,  entitled 
“Boundaries  of  U.S.  Army  and  US.  Air  Force 
Reservations”  dated  February  18,  1976,  scale 
1:10,000;  M-6120-57,  entitled  “Boundary  of 
Panama  Canal  Military  Reservation,  Parcel 
No.  2-D  (Clayton)",  dated  March  4,  1976, 
scale  1:4,000;  and  L-6119-38  entitled 
“Boundary  of  193rd  Infantry  Brigade  (C.  Z.) , 
Parcel  No.  2-E”,  dated  March  8,  1976,  scale 
1 : 10,000,  all  of  which  maps  are  on  file  In  the 
Office  of  the  Governor,  Balboa  Heights,  Canal 
Zone. 

(1)  Parcel  No.  3  (Kobbe) . 

Beginning  at  monument  No.  E-9,  which  Is 
a  12-lnch  square  concrete  monument,  lo¬ 
cated  on  the  westerly  boundary  of  the  Palo 
Seco  Hospital,  the  geodetic  position  of  which 
Is  in  latitude  08*64'  N.  plus  4,728.9  feet  and 
longitude  79*34'  W.  plus  2,002.3  feet,  from 
Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds : 

East,  373.3  feet,  along  the  above  mentioned 
boundary  to  monument  E-8,  which  Is  a  12- 
lnch  square  concrete  monument; 

S.  40*68'30”  E..  249.9  feet,  along  the  above 
mentioned  boundary  to  monument  E-7, 
which  Is  a  12-lnch  square  concrete  monu¬ 
ment. 

S.  28  *23 '40''  E„  628.7  feet,  along  the  above 
mentioned  boundary  to  monument  E-6, 
which  Is  a  2-lnch  Iron  pipe; 

S.  28*20'40”  E.,  156.7  feet,  along  the  above 
mentioned  boundary  to  monument  E-5, 
which  Is  a  12 -Inch -square  concrete  monu¬ 
ment; 

S.  29*33'50''  E  ,  337.4  feet,  along  the  above 
mentioned  boundary  through  monument 
E-4,  which  Is  a  2-lnch  Iron  plDe,  to  monu-  - 
ment  El-3,  which  Is  a  2-lnch  Iron  pipe,  the 
distances  being  92.9  feet  and  244.5  feet,  suc¬ 
cessively.  from  beginning  of  the  course; 

S.  29°33'10”  E.,  724.0  feet,  along  the  above 
mentioned  boundary  to  monument  El-2, 
which  Is  a  2-lnch  iron  pipe; 

8.  29 *34 ’00”  E  .  525.6  feet,  along  the  above 
mentioned  boundary  to  monument  E-l, 
which  Is  a  2-lnch  Iron  pipe,  located  above 
high  water  mark  on  the  shore  of  Panama 
Bay.  the  geodetic  position  of  which  is  In 
latitude  08*54'  N.  plus  2,468.2  feet  and  longi¬ 
tude  79*34'  W.  plus  308.9  feet; 

8.  29  *34 '00"  E.,  540  feet,  more  or  less,  to 
an  unmarked  Dolnt  called  “E”,  located  on  the 
mean  low  waterline  on  the  shore  of  Panama 
Bay; 

In  the  generally  southwesterly  direction 
along  the  mean  low  waterline  on  the  shore 
of  Panama  Bay  to  an  unmarked  point  called 
194-5.  the  geodetic  position  of  which  Is  In 
latitude  08*53'  N.  plus  2,436.3  feet  and  longi¬ 
tude  79*37'  W.  nlus  2.1  feet; 

N.  36*45'41”  W.,  3,297.8  feet,  more  or  less, 
along  the  Canal  Zone-Renubllc  of  Panama 
Five  Mile  Boundary,  through  monuments 
194-4,  194-3,  194-2  and  194-1  which  are  a 
2-lnch  Iron  pipe,  rail,  rail  and  3-lnch  iron 
nine,  resoectlvely,  to  monument  194,  which 
Is  a  4-lnch  Iron  pipe,  the  geodetic  position 
of  which  Is  In  latitude  08*53'  N.  plus  5,076.7 
feet,  and  longitude  79*37'  W.  plus  1,973.5 
feet; 

N.  26*29'58”  W.,  4,206.3  feet,  along  the 
Canal  Zone-Republic  of  Panama  Five-Mile 
Boundary  to  monument  193,  which  Is  a  4- 
lnch  Iron  pipe; 

N.  26*30'00”  W„  4,696.2  feet,  along  the 
Canal  Zone-Republc  of  Panama  Five -Mile 
Boundary  to  monument  192,  which  Is  a  4- 
lnch  Iron  pipe; 

N.  26*18'00”  W.,  1,373.4  feet,  along  the 
Canal  Zone-Republic  of  Panama  Five-Mile 
Boundary  to  monument  191,  which  is  a  4- 
lnch  iron  pipe; 

N.  26°36'00”  W.,  4,266.3  feet,  along  the 
Canal  Zone-Republic  of  Panama  Five-Mile 
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Boundary  to  monument  190,  which  is  a  4- 
lnch  Iron  pipe; 

N.  26°28'00"  W..  1,437.6' feet,  along  the 
Canal  Zone-Republic  of  Panama  Five-Mile 
Boundary  to  monument  189,  which  is  a  4- 
inch  iron  pipe; 

N.  26°32'00”  W.,  3,334.2  feet,  along  the 
Canal  Zone-Republic  of  Panama  Five-Mile 
Boundary  to  monument  188,  which  is  a  4- 
lnch  iron  pipe; 

N.  26*31  '00"  W.,  2,132.6  feet,  along  the 
Canal  Zone-Republic  of  Panama  Five-Mile 
Boundary  to  Monument  187,  which  is  a  4- 
lnch  iron  pipe; 

N.  62*21'00”  W.,  3,726.4  feet,  along  the 
Canal  Zone-Republic  of  Panama  Five-Mile 
Boundary  to  an  unmarked  point  186- A,  lo¬ 
cated  150  feet  south  of  the  centerline  of 
Thatcher  Highway; 

In  a  general  easterly  direction  12,970  feet 
more  or  less  along  a  line  which  is  southerly 
and  at  a  distance  of  150.0  feet  from  the 
centerline  of  the  pavement  of  Thatcher  High¬ 
way  to  monument  A.T.F.  48.  which  is  an  8- 
lnch  square  concrete  post  located  150.0  feet 
southerly  and  at  right  angles  from  the  center- 
line  of  the  concrete  pavement  of  the 
Thatcher  Highway; 

8.  00°02'00”  W„  183  9  feet,  to  monument 
A.T.F.  47  which  is  a  2  *4  -inch  galvanized  iron 
pipe  set  in  concrete; 

8.  00*01'00”  W.,  3,446.9  feet,  through 
monuments  A.T.F.  46  to  A.T.F.  41  inclusive, 
which  are  2% -Inch  galvanized  iron  pipes  set 
in  concrete,  to  monument  No.  A.T.F.  40, 
which  is  an  8-lnch  square  concrete  post,  the 
distances  being  423.5  feet,  589.3  feet,  695.6 
feet,  530.0  feet,  164.3  feet,  466.2  feet  and  577.9 
feet,  successively,  from  beginning  of  course; 

8.  89°59'30"  E.,  4,205.0  feet,  through  monu¬ 
ments  A.T.F.  39  to  A.T.F.  28  inclusive,  which 
are  2% -inch  galvanized  pipes  set  in  con¬ 
crete,  to  monument  A.T.F.  27-1,  which  is  a 
2-lnch  iron  pipe  located  on  the  southern 
boundary  of  Parcel  2-A,  Naval  8tatlon, 
Panama  Canal,  the  distances  being  372.5 
feet,  432.8  feet,  267.0  feet,  219.9  feet,  377.8 
feet,  386.4  feet.  320.6  feet,  60.5  feet,  244.3 
feet.  384.2  feet,  454.1  feet.  430.4  feet  and  254.5 
feet,  successively,  from  beginning  of  the 
course; 

The  above  described  boundary  line  from 
mounment  A.T.F.  48  through  monument  No. 
A.T.F.  27-1  is  common  with  the  eastern 
and  southern  boundary  of  Parcel  2-A,  Naval 
Station,  Panama  Canal. 

8.  00“04'40"  W.,  1,125.9  feet,  through  mon¬ 
uments  Nos.  72  and  71,  which  are  2-lnch 
iron  pipes  to  monument  No.  70,  which  is  a 
2-lnch  iron  pipe,  the  distances  being  408.4 
feet.  527.8  feet  and  189.7  feet,  successively, 
from  beginning  of  the  course; 

8.  00’04'30”  W.,  1,111.1  feet,  through  mon¬ 
uments  Nos.  69  and  68.  which  are  2-lnch 
iron  pipes,  monument  No.  67,  whl6h  is  a 
1  Vi  -inch  iron  pipe,  to  monument  No.  66 
which  is  a  1  Vi -inch  iron  pipe,  the  distances 
being  77.3  feet,  272.3  feet,  305.4  feet  and  456.1 
feet,  successively  from  beginning  of  the 
course; 

8.  00 *04 '20”  W.,  647.5  feet,  through  monu¬ 
ments  Nos.  65,  64  and  63,  which  are  1  Vi - 
inch  iron  pipes  to  monument  No.  62,  which 
is  a  1  Vi -inch  iron  pipe,  the  distances  being 
346.6  feet,  273.7  feet,  207.5  feet  and  119.8 
feet,  successively,  from  beginning  of  the 
course; 

8.  00“04'10”  W.,  1,073.9  feet,  through  monu¬ 
ment  No.  61,  which  is  a  1  Vi -Inch  iron  pipe, 
monument  No.  60,  which  is  a  2-inch  iron 
pipe,  monument  No.  "I”,  which  is  an  8- 
inch  square  concrete  post,  to  monument  No. 
34,  which  is  a  2  Vi  -inch  iron  pipe,  the  dis¬ 
tances  being  261.9  feet,  160.7  feet,  590.9  feet 
and  60.4  feet,  successively,  from  beginning  of 
the  course; 

8.  00*00 '40”  W.,  270.0  feet,  to  monument 
No.  33,  which  is  a  2  Vi -inch  iron  pipe; 


8.  00*00'50”  E.,  775.1  feet,  to  monument 
No.  32,  which  is  a  2  Vi -inch  iron  pipe;  <- 

8.  00*00'20”  E„  2,126.1  feet,  through  monu¬ 
ments  31,  30  and  29,  which  are  2  Vi -inch  iron 
pipes  to  monument  No.  28,  which  is  a  2V4- 
inch  iron  pipe,  the  distances  being  422.1  feet, 
580.0  feet,  640.0  feet  and  484.0  feet,  succes¬ 
sively,  from  beginning  of  the  course; 

8.  00*  00 '30”  E.,  978.0  feet,  to  monument 
No.  27,  which  is  a  2  Vi -inch  iron  pipe; 

8.  00*00'40”  E.,  600.0  feet,  to  monument 
No.  26,  which  is  a  2  Vi -inch  iron  pipe; 

8.  00*00'20”  E.,  966.1  feet,  through  monu¬ 
ment  No.  25,  which  is  a  2 Vi -inch  iron  pipe, 
to  monument  No.  24,  which  is  a  2  Vi -inch 
iron  pipe,  the  distances  being  486.0  feet  and 
480.1  feet,  successively,  from  beginning  of 
the  course; 

8.  00*01'10"  E.,  157.0  feet,  to  monument 
No.  23,  which  is  a  2  Vi -inch  iron  pipe; 

8.  00*01'00”  E.,  100.0  feet,  to  monument 
No.  22,  which  is  a  2  Vi -inch  iron  pipe; 

8.  00*00'40"  E.,  1,052.0  feet,  through  monu¬ 
ment  No.  21,  which  is  a  2Vi-lnch  iron  pipe, 
to  monument  No.  20,  which  Is  a  2  Vi -inch 
iron  pipe,  the  distances  being  532.0,1661  and 
520.0  feet,  successively,  from  beginning  of 
the  course; 

8.  00*01 '20”  E.,  705.0  feet,  to  monument 
No.  19,  which  is  a  2  Vi -inch  iron  pipe; 

8.  00°00'60"  W.,  185.0  feet,  to  monument 
No.  18.  which  is  a  2  Vi -inch  iron  pipe; 

8.  00°00'40"  W„  683.0  feet,  through  monu¬ 
ment  No.  17,  which  is  a  2Vi-lnch  iron  pipe, 
to  monument  No.  16.  which  is  a  2  Vi -inch 
iron  pipe,  the  distances  being  283.0  feet  and 
400.0  feet,  successively,  from  beginning  of  the 
course; 

8.  00*02'40"  E„  406.0  feet,  to  monument 
No.  15,  which  is  a  2Vi-lnch  iron  pipe; 

S.  00  *00'  10"  E.,  540.0  feet,  through  monu¬ 
ment  No.  14,  which  is  2  Vi -inch  iron  pipe; 
to  monument  No.  13,  which  is  a  2Vi-lnch 
iron  pipe,  the  distances  being  180.0  feet  and 
360.0  feet,  succesively,  from  beginning  of  the 
course; 

8.  00*00'40"  E.,  189.1  feet,  to  monument 
No.  12,  which  is  a  2  Vi -inch  iron  pipe; 

8.  00°00'10"  E.,  1,205.0  feet,  through  monu¬ 
ment  No.  11,  which  is  a  2Vi-lnch  iron  pipe, 
to  monument  No.  10,  which  is  a  2  Vi -inch 
iron  pipe,  the  distances  being  455.0  feet  and 
750.0  feet,  successively,  from  beginning  of 
the  course; 

8.  00*00'20”  W.,  647.0  feet,  to  monument 
No.  9,  which  is  a  2Vi-lnch  iron  pipe; 

8.  00*00' 10”  E.,  650.0  feet,  to  mopument 
••H”,  which  is  an  8-lnch  square  concrete 
monument,  the  geodetic  position  of  which 
is  in  latitude  08*54  N.  plus  0.0  feet  and  79°- 
36'  W.  plus  6,014.3  feet; 

8.  89°59'40"  E.,  3,270.2  feet,  through  mon¬ 
ument  No.  8,  which  is  a  2  Vi -inch  iron  pipe, 
monument  No.  7,  which  is  a  1  Vi -inch  iron 
pipe,  monument  No.  6,  which  is  a  2-lnch  iron 
pipe,  to  monument  No.  5,  which  is  a  2-inch 
iron  plDe,  the  distances  being  500.2  feet,  750.0 
feet,  1,000.0  feet  and  1,020.0  feet,  successively, 
from  beginning  of  the  course; 

8.  89°69'10”  E.,  435.0  feet,  to  monument 
No.  4,  which  is  a  1  Vi -inch  iron  pipe; 

N.  89°50'6O”  E„  95.0  feet,  to  monument 
No.  3,  which  is  a  1  Vi -inch  iron  pipe; 

N.  89“59'20”  E„  700.0  feet,  through  monu¬ 
ment  No.  2.  which  is  a  1  Vi  -inch  iron  pipe,  to 
monument  No.  1,  which  is  a  2-lnch  iron 
pipe,  the  distances  being  130.0  feet  and  670.0 
feet  successively  from  beginning  of  the 
course; 

8.  89°59'30”  E.,  1,304.9  feet,  to  an  un¬ 
marked  point  called  “R”,  located  on  the 
centerline  of  the  Rio  Venado; 

Northerly,  1,600  feet,  more  or  less,  along 
the  centerline  of  the  Rio  Venado  to  an  un¬ 
marked  point  called  “Q”,  located  on  the 
centerline  of  the  Rio  Venado,  on  the  parallel 
of  08*54'  N.  plus  1,300  feet; 


East,  3,100  feet,  more  or  lees,  to  an  un¬ 
marked  point  called  "P”.  located  20  feet 
southeasterly  from  the  centerline  of  Foggln 
Road  on  the  parallel  of  08*54'  N.  plus  1,300 
feet; 

Northeasterly  and  northerly,  1,000  feet, 
more  or  less,  along  an  offset  line  20  feet 
easterly  from  the  centerline  of  Foggln  Road, 
to  an  unmarked  point  called  “O”,  located 
on  the  northerly  projection  of  the  above 
mentioned  20-foot  offset  line  and  its  inter¬ 
section  with  a  line  parallel  to  and  30  feet 
northeasterly  and  easterly  from  the  center- 
line  of  Andrew’s  Boulevard; 

Northwesterly  and  northerly,  2,850  feet, 
more  or  less,  along  a  line  parallel  to  and  30 
feet  northeasterly  and  easterly  from  the  cen¬ 
terline  of  Andrew’s  Boulevard  to  an  un¬ 
marked  point  called  “N”,  located  20  feet 
southerly  from  the  centerline  of  Evans  Jones 
Street; 

Easterly,  1,743  feet,  more  or  less,  along  a 
line  parallel  to  and  20  feet  southerly  from 
the  centerline  of  Evans  Jones  Street  and  Big 
Row  Road  to  an  unmarked  point  called  M-4: 

8.  11*40'  W„  55.0  feet,  to  an  unmarked 
point  called  M-3; 

8.  78*20'  E.,  52.0  feet,  to  an  unmarked 
point  called  M-2; 

N.  11*40'  E„  56.0  feet,  to  an  unmarked 
point  called  M-l; 

Easterly,  705  feet,  more  or  less,  along  a  line 
parallel  to  and  20  feet  southerly  from  the 
centerline  of  Big  Row  Road  to  an  unmarked 
point  called  "M”,  located  on  the  intersection 
of  the  above  mentioned  offset  line  with  the 
meridian  79*35'  W.  plus  1,600  feet; 

Easterly,  1,600  feet,  to  an  unmarked  oolnt 
called  “L”.  located  on  parallel  of  latitude 
08*54'  N.  plus  4,328.9  feet  and  meridian  79*- 
35’  W.; 

North,  400  feet,  to  an  unmarked  point 
called  “K”; 

East,  4,011.8  feet,  to  E-9,  which  is  a  12-inch 
square  concrete  monument,  the  point  of 
beginning. 

The  above  described  boundary  from  Monu¬ 
ment  No.  A.T.F.  27-1  through  monument  Nos. 
72  to  1  inclusive,  through  points  “R’\  “Q”, 
"P”,  *'0”,  "N”,  "M”,  “L”  and  "K”,  to  monu¬ 
ment  E-9  is  common  with  the  westerly, 
southerly  and  easterlv  boundary  of  Howard 
Air  Force  Base  (Parcel  No.  1) . 

(J)  Parcel  No.  3-A. 

Beginning  at  an  unmarked  point  "A”,  lo¬ 
cated  northeasterly  75.0  feet  from  the  center- 
line  of  Thatcher  Highway  and  30  feet,  more 
or  less,  southeasterly  from  the  centerline  of 
Rio  Velasquez,  the  geodetic  position  of  which 
is  in  latitude  08*57'  N.  plus  2,754  feet,  more 
or  less,  and  in  longitude  79*36'  W.  plus  1,162 
feet,  more  or  less; 

Thence  from  said  initial  point  by  metes 
and  bounds: 

Westerly,  along  a  line  parallel  to  and  75.0 
feet  northerly  from  the  centerline  of  Thatcher 
Highway,  to  monument  N.AD.-1,  which  is  a 
1*4  -inch  iron  pipe,  the  geodetic  position  of 
which  is  in  latitude  08*57'  N.  plus  2,645.5 
feet  and  longitude  79*37'  W.  plus  2,894.2 
feet; 

8.  80*56'00”  W.,  691.1  feet,  through  monu¬ 
ment  No.  1-A,  which  is  an  iron  rod  in  con¬ 
crete,  to  monument  N.A.D.-2.  which  is  an 
iron  rod  in  concrete,  the  distances  being  301.9 
feet  and  389.2  feet,  successively,  from  begin¬ 
ning  of  the  course; 

N.  82°02'10"  W  ,  855.8  feet,  through  monu¬ 
ment  No.  2-A,  which  is  an  iron  rod  in  con¬ 
crete,  to  monument  N.A.D.-3,  which  is  an 
iron  rod  in  concrete,  the  distances  being 
365.7  feet  and  490.1  feet,  successively,  from 
beginning  of  the  course: 

N.  49*38'20”  W.,  351.3  feet,  through  monu¬ 
ment  No.  3-A,  which  is  an  iron  rod  in  con¬ 
crete,  to  monument  No.  3-B,  which  is  an 
iron  rod  in  concrete,  the  distances  being 
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126.3  feet  and  225.0  feet,  successively,  from 
beginning  of  the  course; 

S.  45*00'00"  W.,  1,807.5  feet,  to  monument 
“B”,  which  is  a  2 -Inch  iron  pipe  set  In  con¬ 
crete,  located  200.0  feet  northerly  and  at 
right  angles  from  the  centerline  of  Thatcher 
Highway,  the  geodetic  position  of  which  Is  In 
latitude  08*57'  N.  plus  1,958.1  feet  and  longi¬ 
tude  79*37'  W..  plus  5.616.2  feet; 

Southwesterly,  along  a  line  parallel  to  and 
200.0  feet  northwesterly  from  the  centerline 
of  Thatcher  Highway,  to  monument  “C”, 
which  Is  a  2 -inch  iron  pipe  set  In  concrete, 
located  northeasterly  from  the  Intersection 
of  Thatcher  Highway  and  military  K-6  Road 
and  is  200.0  feet  northerly  and  at  right  an¬ 
gles  from  the  centerline  of  Thatcher  High¬ 
way  and  50.0  feet  easterly  and  at  right  angles 
from  the  centerline  of  the  above  mentioned 
K-6  Road,  the  geodetic  position  of  which  Is 
In  latitude  08*57'  N.  plus  921.3  feet  and 
longitude  79*38'  W.  plus  920.3  feet; 

Northerly  and  northeasterly,  along  a  line 
parallel  to  and  50.0  feet  easterly  from  the 
centerline  of  the  military  K-6  Road,  and  50.0 
feet  southeasterly  from  the  centerline  of  the 
military  K-9  Road,  to  monument  "D”,  which 
Is  a  2-lnch  Iron  Dlpe  set  In  concrete,  which  Is 
In  latitude  08*59’  N.  plus  0.0  feet  and  longi¬ 
tude  79*37'  W.  plus  2,679.8  feet; 

East,  285.8  feet,  to  monument  “E”,  which 
Is  a  2-lnch  iron  pipe  set  In  concrete,  located 
50.0  feet  southwesterly  and  at  right  angles 
from  the  centerline  of  the  military  K-9 
Road.; 

Southwesterly,  along  a  line  parallel  to  and 
50.0  feet  southwesterly  from  the  centerline 
of  the  military  K-9  Road,  to  an  unmarked 
point  called  “F”,  located  In  the  centerline  of 
the  South  Branch  of  the  Rio  Cocoll,  which  Is 
In  latitude  08*58'  N.  plus  4,975  feet,  more 
or  less,  and  longitude  79*36'  W.  plus  6,775 
feet,  more  or  less; 

Southeasterly,  northeasterly  and  easterly 
along  a  line  parallel  to  and  50  feet  south¬ 
westerly,  southeasterly  and  southerly  (at 
right  angles)  from  the  centerline  of  the 
above  mentioned  K-9  Road  to  an  unmarked 
point  called  “J",  located  100  feet  south¬ 
westerly  (at  right  angles)  from  the  Panama 
Canal  Pacific  range  line  between  range 
lights  Nos.  1  and  2; 

S.  38°15'24”  E.,  along  a  line  parallel  to  and 
100  feet  southwesterly  (at  right  angles)  from 
the  above  mentioned  range  tine  to  an  un¬ 
marked  point  called  “I”,  located  400  feet 
westerly  (at  right  angles)  from  the  center- 
line  of  the  concrete  pavement  of  Brula  Road; 

Southerly  and  southeasterly,  along  a  line 
parallel  to  and  400  feet  westerly  and  south¬ 
westerly  (at  right  angles)  from  the  center¬ 
line  of  the  concrete  "pavement  of  Bruja  Road, 
to  an  unmarked  point  called  “H”; 

East,  325  feet,  more  or  less,  to  an  Iron  rod 
In  concrete  marked  A-19; 

S.  36*21 '62"  W  ,  458.12  feet,  to  an  Iron  rod 
In  concrete  marked  H— 1: 

N.  63*50'14"  W„  159.49  feet,  to  an  Iron  rod 
In  concrete  marked  H-2; 

S.  33*21'43"  W„  218.20  feet,  to  an  Iron  rod 
In  concrete  marked  H-3; 

S.  51*54'50"  W„  634.59  feet,  to  an  Iron  rod 
In  concrete  marked  H-4; 

S.  23*03'54"  W„  288.48  feet,  to  an  Iron  rod 
In  concrete  marked  H-5; 

S.  33*38'04"  W..  407.24  feet,  to  an  Iron  rod 
In  concrete  marked  H-6; 

S.  41*58'32"  E„  868.63  feet,  to  an  Iron  rod 
In  concrete  marked  H-7; 

S.  79*69'14"  E.,  136.69  feet,  to  an  Iron  rod 
In  concrete  marked  H-8; 

S.  18*26'04"  E„  323.17  feet,  to  an  Iron  rod 
In  concrete  marked  H-9; 

8.  14*02'40"  E.,  655.91  feet,  to  an  Iron  rod 
In  concrete  marked  H-10; 

S.  74 *55 '44"  E.,  267.12  feet,  to  an  Iron  rod 
In  concrete  marked  H-ll; 
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S.  06*45'33"  W.,  516.61  feet,  to  an  Iron  rod 
In  concrete  marked  H-12; 

S.  53°56'14"  E.,  73.70  feet,  to  a  standard  6 
cm.  IAOS  bronze  disc  marked  H-13,  located 
on  top  of  the  center  of  the  southwest  wall  of 
a  bridge  over  the  Rio  Velasquez; 

S.  00*55'21"  W.,  48383  feet,  more  or  less, 
to  an  unmarked  point  called  0-1; 

Southwesterly,  along  a  line  parallel  to  and 
30  feet  left  of  the  centerline  on  an  upstream 
direction  of  Rio  Velasquez,  to  point  “A”,  the 
point  of  beginning. 

(k)  Parcel  No.  3-B. 

Beginning  at  monument  “A”,  which  Is  an 
Iron  rod  In  concrete,  located  15  feet  and  8 
Inches  easterly  from  the  centerline  of  Bruja 
Road,  the  geodetic  position  of  which  Is  In 
latitude  08*58'  N.  plus  2894.3  feet  and  longi¬ 
tude  79*35'  W.  plus  4,056.2  feet  from  Green¬ 
wich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

Northerly,  along  a  line  parallel  to  and  15 
feet  and  8  Inches  easterly  from  the  center- 
line  of  Bruja  Road,  to  monument  “B”,  which 
Is  a  brass  plug  located  at  the  back  of  the 
easterly  curb,  above  the  southerly  side  of  a 
concrete  box  culvert  which  crosses  Bruja 
Road.  Monument  “B”  Is  In  latitude  08*58'  N. 
plus  5,623.1  feet  and  longitude  79°35'"W.  plus 
4,705.0  feet; 

S.  49°33'26"  E.,  4,200  feet,  more  or  less, 
through  monuments  B-l,  B-2  and  B-3,  which 
are  2-lnch  Iron  pipes  set  In  concrete,  to 
monument  “C”,  which  Is  a  4-lnch  Iron  pipe, 
the  distances  being  1,241  feet,  more  or  less. 
1,779  feet,  more  or  less,  325  feet,  more  or  less, 
and  855  feet,  more  or  less,  succeslvely,  from 
the  beginning  of  the  course.  Monument  “C” 
Is  located  on  the  northerly  boundary  of  Par¬ 
cel  2,  Naval  Station,  Panama  Canal  (Rod- 
man),  the  geodetic  position  of  which  Is  In 
latitude  08*58'  N.  plus  2,894.3  feet  and  In 
longitude  79*35'  W.  plus  1,504.4  feet  from 
Greenwich. 

S.  89°59'02"  W„  1,496  feet,  more  or  less, 
along  a  line  coincident  with  the  northerly 
boundary  of  Parcel  No.  2,  Naval  Station, 
Panama  Canal  (Rodman),  to  an  unmarked 
point  No.  13  which  is  In  latitude  08*58'  N. 
plus  2,8948  feet  and  79*35'  W.  plus  3,000.0 
feet. 

S.  68*00'  W.,  1,015  feet,  more  or  less,  to  an 
unmarked  point  No.  14,  located  75.0  feet 
easterly  from  the  centerline  of  Bruja  Road; 

Northwesterly,  383  feet,  more  or  less,  along 
a  line  parallel  to  and  75.0  feet  easterly  from 
the  centerline  of  the  above  mentioned  Bruja 
Road  to  an  unmarked  point  No.  15,  the  geo¬ 
detic  position  of  which  Is  In  latitude  08*58' 
N.  plus  2,894.3  feet  and  longitude  79*35'  W. 
plus  3,996.9  feet; 

Due  west,  59.3  feet,  to  monument  “A”,  the 
point  of  beginning. 

The  total  area  of  Parcel  3  (Kobbe)  Is 
5817.9  acres,  more  or  less,  4,8548  acres  above 
high  water  and  463.7  acres  below  high  water; 
Parcel  3-A  Is  2,977.3  acres,  more  or  less  and 
Parcel  3-B  Is  90.2  acres,  more  or  less,  as 
shown  on  Canal  Zone  Government  Drawings: 
X-6122-15  entitled  “Boundary  of  Howard  Air 
Force  Base  and  Panama  Canal  Military  Res¬ 
ervation,  scale  1:10,000  dated  March  24, 
1976;  X-6122-17  entitled  "Boundary  of  Pan¬ 
ama  Canal  Military  Reservation  and  Howard 
Air  Force  Base”,  scale  1 : 10,000,  dated  March 
19,  1976;  and  M -6 12 0-60  entitled  “Boundary 
of  Panama  Canal  Military  Reservation,  Parcel 
No.  3-B”,  scale  1:3,000  dated  March  29,  1976. 
The  above  maps  are  on  file  In  the  Office  of 
the  Governor,  Balboa  Heights,  Canal  Zone. 

(l)  The  Panama  Canal  Company  may 
continue  to  use  as  a  hydraulic  dump  that 
portion  of  Parcel  No.  3  (Kobbe),  as  de¬ 
scribed  in  paragraph  (i)  of  this  section, 


‘which  comprises  the  lowlands  adjacent 
to  the  Rio  Parfan  and  lies  generally  be¬ 
low  the  20-foot  contour.  Personnel  and 
equipment  of  the  Panama  Canal  Com¬ 
pany  shall  be  permitted  free  access  to 
such  fill  area  for  all  purposes  related  to 
its  use  and  maintenance  as  a  hydraulic 
dump. 

(m)  The  right  of  the  public  to  use  the 
access  roads  located  within  Parcel  No.  3 
(Kobbe)  as  described  in  paragraph  (1) 
of  this  section,  shall  be  preserved  for 
travel  to  and  from  the  village  of  Vera 
Cruz,  Republic  of  Panama.  If  the  Venado 
Beach  area  is  activated  by  the  Canal 
agencies  as  a  recreational  area  and  bath¬ 
ing  beach,  persons  eligible  to  utilize  such 
area  shall  be  permitted  access  thereto 
through  Parcel  No.  3  (Kobbe)  and  suit¬ 
able  provision  shall  be  made  to  enable 
the  Canal  agencies  to  construct  an  access 
road  connecting  Venado  Beach  with 
roads,  heretofore  or  hereafter  con¬ 
structed  within  said  parcel. 

(n)  Parcel  No.  4  (Davis). 

Beginning  at  monument  No.  13,  which  Is 
a  1  V& -Inch  galvanized  Iron  pipe  and  which 
Is  located  on  the  approximate  90-foot  con¬ 
tour  of  the  west  shore  of  the  Quebrada  Ancha 
-Arm  of  Gatun  Lake,  the  geodetic  position  of 
which  Is  In  latitude  09*17'  N..  plus  4,792.3 
feet  and  In  longitude  79*62'  W.,  plus  4,7578 
feet  from  Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

N.  89°57'00"  W.,  1,377.9  feet  through  man- 
uments  Nos.  13-A,  13-B,  N.F.C.,  13-C,  and 
13-D  (monuments  13-A,  13-C  and  13-D  are 
2-lnch  galvanized  Iron  pipes;  monuments 
13-B  and  N.F.C.  are  1-lnch  souare  concrete 
posts  to  monument  No.  14,  which  Is  a  lVi- 
lnch  galvanized  Iron  ploe,  the  distances  be¬ 
ing  176.7  feet.  116.8  feet,  444.0  feet.  164.8 
feet,  325.6  feet,  and  150.0  feet,  successively, 
from  beginning  of  the  course; 

N.  89*58'30"  W.,  1,396.0  feet,  through  mon¬ 
uments  Nos.  14-A,  14-B,  14-C,  and  14-^D 
(monuments  14-A,  14-B,  and  14-D  are  2- 
lnch  galvanized  Iron  pipes;  monument  14-C 
Is  a  1  Vi -Inch  galvanized  Iron  ploe)  to  monu¬ 
ment  No.  15j  which  Is  a  1  Vi -Inch  galvanized 
Iron  pipe,  the  distances  being  96.6  feet,  348.1 
feet,  168.9  feet,  656.3  feet  and  226.1  feet, 
successively,  from  beginning  of  the  course; 

S.  89*57*40"  W„  476.7  feet,  through  mon¬ 
uments  Nos.  15-A  and  15-B  which  are  2-lnch 
galvanized  Iron  ploes,  to  monument  No.  16-C, 
which  Is  a  2-lnch  galvanized  Iron  pipe,  the 
distances  being  87.0  feet,  126.5  feet,  and  263.2 
feet,  successively,  from  beginning  of  the 
course; 

N.  00*00'30"  E.,  1,159.1  feet  through  mon¬ 
uments  Nos.  G.F.  51,  G.F.  50,  G.F.  49,  which 
are  2-lnch  galvanized  iron  pipes,  G.F.  48, 
which  Is  a  1  Vi  -Inch  galvanized  Iron  pipe,  G.F. 
47  and  G.F.  46,  which  are  2-lnch  galvanized 
iron  pipes,  to  monument  No.  G.F.  45,  which 
Is  a  2-lnch  galvanized  Iron  pine,  the  distances 
being  162.9  feet,  155.2  feet,  255.8  feet,  107.7 
feet,  146.7  feet,  180.3  feet  and  150.5  feet,  suc¬ 
cessively,  from  beginning  of  the  course; 

N.  00*01 '00"  E.,  338.3  feet,  through  mon¬ 
ument  No.  G.F.  44,  to  monument  No.  G.F.  43, 
which  are  2-lnch  galvanized  Iron  pipes,  the 
distances  being  140.4  feet  and  197.9  feet,  suc¬ 
cessively,  from  beginning  of  the  course; 

N.  00*01 '30"  E.,  87.1  feet,  to  monument 
No.  GF.  42,  which  Is  a  2-lnch  galvanized  Iron 
pipe; 

N.  00*01 '00"  E.,  812.5  feet,  through  monu¬ 
ments  Nos.  G.F.  41,  which  Is  a  2-lnch  gal¬ 
vanized  Iron  pipe,  G.F.  40,  GF.  39,  which  are 
1  Vi  -Inch  galvanized  Iron  pipes,  to  monument 
No.  GF.  38,  which  Is  a  2-inch  galvanized 
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Iron  pipe,  the  distances  being  199.9  feet,  201.5 
feet,  140.7  feet,  and  270.4  feet,  successively, 
from  beginning  of  the  course;  < 

N.  00*01 '30”  E„  169.5  feet,  to  monument 
No.  G.F.  37,  which  Is  a  2-lnch  galvanized 
iron  pipe; 

N.  00*01 '00”  E.,  73.6  feet,  to  an  unmarked 
point  G.F.-36-A,  the  geodetic  position  of 
which  Is  In  latitude  09*18'  N.,  plus  1,385.6 
feet  and  longitude  79*53'  W.,  plus  1,999.4  feet 
from  Greenwich; 

N.  89*58'30"  W.,  2,033.1  feet,  through 
monuments  Nos.  G.C.  40,  G.C.  41,  G.C.  42, 
G.C.  43,  G.C.  44,  G.C.  45,  G.C.  46.  G.C.  47. 
G.C.  48  to  monument  No.  G.C.  49,  all  monu¬ 
ments  being  Iron  rods  Imbedded  in  concrete, 
the  distances  being  71.4  feet,  318.7  feet,  288.0 
feet,  167.2  feet,  191.4  feet,  267.0  feet,  231.6 
feet,  156.6  feet,  298.6  feet  and  42.6  feet,  suc¬ 
cessively,  from  beginning  of  the  course,  and 
the  geodetic  position  of  monument  No.  G.C. 
49  Is  in  latitude  09*18'  N.,  plus  1,386.5  feet, 
and  In  longitude  79*53'  W.,  plus  4,032.2  feet 
from  Greenwich; 

N.  00*01'30”  E.,  615.0  feet,  through  monu¬ 
ments  Nos.  G.C.  60,  G.C.  51  to  monument  No. 
GC  62  located  32.0  feet  south  of  the  center¬ 
line  of  Brazos  Road,  all  monuments  being 
Iron  rods  Imbedded  In  concrete,  the  distances 
being  160.0  feet,  325.4  feet  and  129.6  feet,  suc¬ 
cessively,  from  beginning  of  the  course,  and 
the  geodetic  position  of  monument  No.  G.C. 
52  being  In  latitude  09*18'  N.,  plus  2,001.5 
feet,  and  In  longitude  79*53'  W.,  plus  4,031.9 
feet  from  Greenwich; 

Westerly,  5,500  feet,  more  or  less,  along  a 
line  parallel  to  and  32.0  feet  southerly  from 
the  centerline  of  Brazos  Road,  to  monument 
No.  5-A,  an  Iron  rod  Imbedded  in  concrete, 
located  southerly  of  the  Intersection  of 
Bolivar  Highway  and  Brazos  Road,  and  75.0 
feet  southeasterly  from  the  centerline  of 
Bolivar  Highway; 

South-southwesterly,  2,910  feet,  more  or 
less,  along  a  line  parallel  to,  and  75.0  feet 
easterly  of  the  centerline  of  Bolivar  Highway, 
crossing  Andrews  Road,  to  monument  No.  6, 
which  Is  an  8-lnch  square  concrete  post,  lo¬ 
cated  75.0  feet  easterly  of  the  centerline  of 
Bolivar  Highway  and  80  feet,  more  or  less, 
westerly  of  the  centerline  of  Andrews  Road; 

S.  32*31 ’30"  W.,  1,870.9  feet,  parallel  to, 
and  75.0  feet  easterly  of  the  centerline  of 
Bolivar  Highway,  through  monuments  Nos. 
6-A,  6-B,  and  6-C,  which  are  8-lnch  square 
concrete  posts  to  monument  No.  7,  which  is 
an  8-inch  square  concrete  post,  the  distances 
being  608.4  feet,  304.1  feet,  253.7  feet,  and 
704.7  feet,  successively,  from  beginning  of 
the  course; 

On  a  curve  to  the  left,  parallel  to,  and  75.0 
feet  from,  the  centerline  of  Bolivar  Highway, 
through  monuments  Nos.  7-A,  7-B,  and  7-C 
(monument  No.  7-A  Is  a  %-lnch  brass  plug 
In  curb,  Nos.  7-B  and  7-C  are  8-lnch  square 
concrete  posts),  to  monument  No.  8,  which 
Is  an  8-inch  square  concrete  post,  the  chord 
distances  and  bearings  between  monuments 
being  241.9  feet  S.  29°12'40”  W„  521.0  feet 
S.  18°67'00”  W.,  71.9  feet  S.  11*01 '30”  W.,  and 

177.2  feet  8.  07°57'00”  W.,  successively,  from 
beginning  of  the  curve; 

S.  76°04'00"  W.,  191.1  feet  to  monument 
No.  9,  which  Is  an  8-lnch  square  concrete 
post,  located  50.0  feet  easterly  of  the  Panama 
Railroad  (Quebrancha  cut-off)  right-of-way 
(centerline  of  track  span  towers); 

8.  12°21'10"  E.,  2,027.0  feet,  parallel  to,  and 
50.0  feet  from  the  centerline  of  the  Panama 
Railroad  (Quebrancha  cut-off)  right-of-way, 
through  monuments  Nos.  9-A  and  9-B,  which 
are  8-lnch  square  concrete  posts,  to  monu¬ 
ment  No.  10,  which  Is  an  8-lnch  square  con¬ 
crete  poet,  the  distances  being  1,000.7  feet, 

500.3  feet,  and  526.0  feet,  successively,  from 
beginning  of  the  course; 

Along  a  curve  to  the  left,  parallel  to,  and 
50.0  feet  from,  the  centerline  of  the  Panama 
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Railroad  (Quebrancha  cut-off)  right-of-way 
to  monument  No.  11,  which  Is  an  8-lnch 
square  concrete  post  (the  chord  distance  and 
bearing  between  monuments  Noe.  10  and  11 
being  770.4  feet  (8.  17*02'20”  E.); 

N.  64°37'20”  E.,  57.7  feet,  to  monument  No. 
19-A,  which  Is  an  8-lnch  square  concrete 
post; 

8.  26°31'20”  E.(  100.9  feet,  to  monument 
No.  20- A,  which  Is  an  8-lnch  square  concrete 
post; 

8.  62*00'30”  W„  57.7  feet,  to  monument  No. 
21-A,  which  Is  an  8-inch  square  concrete 
post,  located  50.0  feet  easterly  of  the  center¬ 
line  of  the  Panama  Railroad  (Quebrancha 
cut-off)  right-of-way; 

8.  62’00'30”  W.,  198.3  feet,  to  monument 
No.  GT-1,  an  Iron  rod  imbedded  In  concrete; 

Southerly,  6,500  feet,  more  or  less,  along  a 
line  parallel  to,  and  50.0  feet  westerly  of  the 
centerline  of  R-l  Road,  to  monument  No. 
GT-2,  an  Iron  rod  Imbedded  In  concrete,  lo¬ 
cated  50.0  feet  west  of  the  centerline  of  R-l 
Road  and  north  of  the  “Y”  Intersection 
formed  by  a  gravel  access  road  Intersecting 
the  R-l  Road,  from  the  northwest; 

8.  03*51 '20”  W.,  540.4  feet,  to  monument 
No.  OT-3,  an  Iron  rod  Imbedded  In  concrete, 
located  100.0  feet  north  of  the  centerline  of 
the  Panama  Railroad  (main  line),  the  geo¬ 
detic  position  of  which  is  In  latitude  09*15' 
N.,  plus  5,443.1  feet,  and  In  longitude  79*54' 
W.,  plus  3,260.8  feet  from  Greenwich; 

Easterly  and  northeasterly,  2.6  miles,  more 
or  less,  along  a  line  parallel  to,  and  100.0  feet 
northerly  and  northwesterly  from  the  center- 
line  of  the  Panama  Railroad  (main  line) 
right-of-way,  to  monument  No.  33,  which  Is 
an  8-lnch  square  concrete  post,  located  100.0 
feet  northerly  from  the  centerline  of  the  Pan¬ 
ama  Railroad  (main  line)  right-of-way,  and 
120  feet  more  or  less,  easterly  of  Track  Soan 
Tower  10-20,  the  geodetic  position  of  which 
Is  09*17'  N.,  plus  1,019.9  feet  and  longitude 
79*52'  W.,  plus  4,627.9  feet  from  Greenwich; 

8.  88°20'30"  E.,  29  feet  more  or  less,  to  an 
unmarked  point  on  the  continuous  87-foot 
contour  of  the  west  shore  of  the  Quebrada 
Ancha  Arm  of  Gatun  Lake; 

In  a  general  northerly  direction,  3  miles, 
more  or  less,  along  the  meandering  shore¬ 
line  of  Gatun  Lake,  to  an  unmarked  point, 
which  Is  8.  89*57'00”  E.,  7  feet,  more  or  less, 
from  the  above  mentioned  monument  No.  13; 

N.  89*57'00”  W„  7  feet,  more  or  less,  to 
monument  No.  13,  the  point  of  beginning. 

(o)  Parcel  No.  4-A. 

Beginning  at  monument  “A”,  which  Is  an 
8-lnch  square  concrete  post,  and  which  Is 
located  30  feet  southerly  of  the  centerline 
of  the  Panama  Railroad  right-of-way  (cen¬ 
terline  of  old  track  span  tower  bases)  and 
160.0  feet  westerly  of  old  track  span  tower 
base  8-4,  the  geodetic  position  of  which  is 
In  latitude  09*15'  N.,  plus  5,315.7  feet  and  in 
longitude  79*54'  W.,  plus  2,731.5  feet  from 
Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

N.  85°20'15”  E„  1,141.3  feet,  parallel  to, 
and  30.0  feet  from,  the  centerline  of  the 
Panama  Railroad  right-of-way  to  an  un¬ 
marked  point  called  A-l  opposite  station 
201441.6  (point  of  spiral  of  the  Panama 
Railroad) . 

On  a  curve  to  the  left,  parallel  to,  and 
30.0  feet  from,  the  centerline  of  the  Panama 
Railroad  right-of-way  to  monument  “B", 
which  Is  an  8-lnch  square  concrete  post  op¬ 
posite  old  track  span  tower  8-11  (the  chord 
distance  between  A-l  and  monument  "B” 
being  1,123.6  feet  N.  78°00'10"  E.) ; 

8.  20  *44 '45”  E.,  18.0  feet  to  monument 
“C”  which  Is  a  1*4 -Inch  galvanized  Iron  pipe, 
located  12  feet  more  or  less  from  the  water’s 
edge  of  Gatun  Lake; 
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8.  20“44'45”  E.,  3.700  feet  more  ar  less  to 
an  unmarked  point  on  the  northerly  side 
of  the  Monte  Llrlo  Small  Boat  Channel  In 
Gatun  Lake; 

Northwesterly,  along  the  northerly  side  of 
the  Monte  Llrlo  Channel  3,400 'feet  more  or 
less,  to  an  unmarked  point  on  said  chan¬ 
nel’s  side; 

N.  04*39'46”  W.,  2,400  feet,  more  or  less 
to  monument  “D”  which  Is  a  1*4 -Inch  pipe 
located  22  feet  more  or  less  from  the  water’s 
edge  of  Gatun  Lake; 

N.  04*39'45”  W..  70.0  feet,  to  monument 
MA”,  the  point  of  beginning. 

(p)  Parcel  No.  4-B. 

Beginning  at  monument  No.  36,  which  is 
an  8-inch  square  concrete  post,  located  6 
feet  more  or  less,  from  the  water’s  edge  of 
the  East  bank  of  the  Panama  Canal,  the  geo¬ 
detic  position  of  which  Is  In  latitude  09*17' 
N.  plus  1.501.2  feet  and  in  longitude  79*55’ 
W..  plus  2,251.6  feet  from  Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

8.  75*17'30”  E..  201.1  feet  through  monu¬ 
ment  No.  36— A,  which  Is  a  2-lnch  galvanized 
Iron  pipe,  to  monument  No.  36-B,  which  Is  an 
Iron  rod  In  concrete,  the  distances  being  20.0 
feet  and  181.1  feet,  successively,  from  begin¬ 
ning  of  the  course; 

8.  75°27'30”  E.,  604.2  feet,  to  monument 
No.  37,  which  is  an  8-lnch  square  concrete 
post,  located  60.0  feet  westerly  of  the  center¬ 
line  of  Jadwln  Road; 

N.  07°39'00”  W.,  831.3  feet  parallel  to,  and 
50.0  feet  westerly  of  the  centerline  of  Jadwln 
Road,  to  monument  No.  38,  which  is  an  8- 
lnch  souare  concrete  post; 

N.  80°28'10"  E.,  365.3  feet,  to  monument 
No.  38-A,  which  Is  an  Iron  rod  In  concrete; 

N.  80*24*10”  E.,  195.6  feet,  to  monument 
No.  39,  which  Is  a  2-lnch  galvanized  iron 
pipe,  located  75.0  f«*et  westerly  of  the  Panama 
Railroad  (main  line)  right  of  way; 

Along  a  curve  to  the  right,  parallel  to,  and 
75.0  feet  from,  the  centerline  of  the  Panama 
Railroad  right-of-way,  to  monument  No.  40, 
which  is  a  2-lnch  galvanized  Iron  pipe,  the 
chord  distance  and  bearing  between  monu¬ 
ments  Nos.  39  and  40  Is  434.0  feet  N.  27’04'50” 
E.; 

N.  07°48'00"  W„  1,730.3  feet,  through  mon¬ 
uments  Nos.  40-A  and  40-B,  which  are  2-inch 
galvanized  Iron  pipes,  to  monument  No.  34, 
which  Is  an  8-lnch  square  concrete  post,  the 
distances  being  688.4  feet,  836.7  feet,  and 
205.2  feet,  successively,  from  beginning  of  the 
course; 

N.  85°69'20"  W„  793.5  feet,  through  monu¬ 
ments  Nos.  34-A,  34— B,  and  2,  all  of  which 
are  2-lnch  galvanized  Iron  pipes,  to  monu¬ 
ment  No.  35,  which  Is  a  2-lnch  galvanized 
Iron  pipe,  located  13  feet,  more  or  less,  from 
the  water’s  edge  of  the  East  bank  of  the 
Panama  Canal,  the  geodetic  position  of  which 
is  in  latitude  09*17'  N.  plus  4,372.5  feet,  and  In 
longitude  79*65'  W.,  plus  1,857.8  feet  from 
Greenwich; 

N.  85*59 '20”  W„  13  feet,  more  or  less,  to 
an  unmarked  point  on  the  water’s  edge  of 
the  East  bank  of  the  Panama  Canal; 

Southerly  along  the  water’s  edge  of  the 
East  bank  of  the  Panama  Canal,  to  an  un¬ 
marked  point,  which  is  N.  75*17'30”  W„  6 
feet,  more  or  less,  from  the  above  mentioned 
monument  No.  36; 

8.  75“17'30”  E.,  6  feet,  more  or  less,  to 
monument  No.  36,  the  point  of  beginning. 

The  area  of  Parcel  No.  4  (Davis)  Is  2,770.0 
acres,  more  or  less;  Parcel  No.  4-A  is  198.0 
acres,  more  or  less,  of  which  11  acres  is  land, 
and  187  acres  Is  water;  and  Parcel  No.  4-B 
Is  64.0  acres,  more  or  less.  These  parcels  are 
as  shown  on  Canal  Zone  Government  Draw¬ 
ing  No.  6122-18  entitled  "Boundary  of  Pan- 
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amt  Canal  Military  Reservation,  Parcels  No.  4 
(Davis),  4— A  and  4-B,”  scale  1:10,000,  dated 
March  5,  1976,  on  file  In  the  Office  of  the 
Governor,  Balboa  Heights,  Canal  Zone. 

(q)  Those  portions  of  Jadwin  and 
Keyes  roads  which  lie  within  Parcel  No.  4 
(Davis)  as  described  in  paragraph  (n)  of 
this  section,  shall  remain  open  to  public 
use  free  of  restrictions  other  than  those 
imposed  generally  upon  the  public  use  of 
highways  and  roads  in  the  Canal  Zone, 
and  shall  be  maintained  and  repaired  at 
the  expense  of  the  Canal  Zone  Govern¬ 
ment. 

(r)  Parcel  No.  5  (Gulick) . 

The  area  comprising  this  parcel  Is  situated 
southeasterly  of  Mount  Hope  on  the  western 
shore  of  the  Quebrada  Ancha  Arm  of  Gatun 
Lake,  and  Includes  Banana  Island  and  the 
Egronal  Islands  which  are  situated  In  Gatun 
Lake,  and  the  boundary  Is  more  particularly 
described  as  follows: 

Beginning  at  monument  No.  1,  which  Is  a 

1  ^ -Inch  galvanized  Iron  pipe  set  In  concrete, 
located  on  the  continuous  92-foot  contour  of 
the  west  shore  of  the  Quebrada  Ancha  Arm 
of  Gatun  Lake,  the  geodetic  position  of  which 
Is  In  latitude  09*18'  N..  plus  2,418.6  feet  and 
longitude  79°62'  W.,  plus  3,280.0  feet  from 
Greenwich; 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

N.  23*08*00"  W.,  350.9  feet,  to  monument 
No.  1A,  which  is  a  1  Vi -Inch  galvanized  iron 
pipe; 

N.  23*12’80”  W„  297.4  feet,  through  monu¬ 
ment  No.  IB,  which  1s  a  1  Vi -Inch  galvanized 
Iron  pipe,  to  monument  No.  2,  which  Is  a 

2  Vi -inch  galvanized  Iron  pipe,  the  distances 
being  202.7  feet  and  94.7  feet,  successively, 
from  the  beginning  of  the  course; 

N.  73*07'30"  W.,  369.8  feet,  to  monument 
No.  3,  which  Is  a  1  Vi -Inch  galvanized  Iron 
pipe; 

N.  72*66'30"  W.,  998.8  feet,  through  monu¬ 
ments  Nos.  4,  NF14  and  5  (monument  No.  4 
Is  a  2  Vi -inch  galvanized  iron  pipe;  monu-’ 
ment  No.  NF14  Is  a  concrete  post  8  Inches 
square;  monument  No.  5  Is  a  1  Vi -Inch  gal¬ 
vanized  iron  pipe)  to  monument  No.  6  which 
is  a  concrete  post  8  Inches  sauare,  the  dis¬ 
tances  being  284.8  feet,  453.6  feet,  114.1  feet, 
and  146.3  feet  successively,  from  beginning 
of  the  course; 

N.  45*58'00"  W„  118.2  feet,  to  monument 
No.  7,  which  Is  a  1  Vi -Inch  galvanized  Iron 
pipe; 

N.  46*13*30"  W.,  315.5  feet,  to  monument 
No.  8,  which  Is  a  2  Vi -inch  galvanized  Iron 
pipe; 

N.  46*01*00"  W„  456.1  feet,  to  monument 
No.  9,  which  is  a  2  Vi -inch  galvanized  Iron 
pipe; 

N.  46*02*00"  W.,  400.0  feet,  to  monument 
No.  10,  which  is  a  2  Vi  -inch  galvanized  Iron 
pipe; 

N.  46*01*00"  W.,  463.0  feet,  to  monument 
No.  11,  which  is  a  2  Vi  -inch  galvanized  Iron 
pipe; 

N.  46*01*30"  W.,  205.1  feet,  to  monument 
No.  12,  which  is  a  2  Vi -Inch  galvanized  Iron 
pipe; 

N.  46*01*00"  W.,  1,141.6  feet,  through  mon¬ 
uments  Nos.  13  and  14,  which  are  2  Vi -Inch 
galvanized  Iron  pipes,  to  monument  No.  15, 
which  Is  a  concrete  post,  8  Inches  square,  the 
distances  being  389 A  feet,  394.9  feet,  and 
356.9  feet,  successively,  from  beginning  of 
the  course; 

Prom  monument  NF-14  to  monument  No. 
15,  the  above  described  line  follows  the 
northeasterly  boundary  of  Parcel  4,  Naval 
Station,  Panama  Canal,  (Gatun) ; 

N.  00*01*00"  W.,  2,516.4  feet,  through  mon¬ 
uments  Nos.  16  to  21  Inclusive,  which  are 
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2  Vi -inch  galvanized  iron  pipes,  to  monu¬ 
ment  No.  22,  which  Is  a  1  Vi -Inch  galvanized 
Iron  pipe,  the  distances  being  249.8  feet, 
193.4  feet,  470.0  feet,  525.0  feet,  520.6  feet, 
406.0  feet,  and  150.6  feet,  successively,  from 
beginning  of  the  course; 

N.  54'57'00"  W„  470.7  feet,  to  monument 
No.  23,  which  is  a  1  Vi -Inch  galvanized  Iron 
pipe; 

N.  53*41*30"  E.,  52.9  feet,  to  monument 
No.  23-A,  which  is  a  2-inch  galvanized  iron 
pipe,  located  50  feet  southwesterly  from  the 
centerline  of  the  Port  Gulick  Road; 

N.  54*56*00"  W..  176.6  feet,  to  monument 
No.  23-X,  which  is  a  2-inch  galvanized  iron 
pipe,  located  50  feet,  southwesterly  from  the 
centerline  of  the  Fort  Gulick  Road; 

N.  35*04*00"  E.,  100.0  feet,  through  monu¬ 
ment  No.  23— Y,  which  is  a  Vi -Inch  brass 
plug,  located  on  the  centerline  of  the  Port 
Gulick  Road,  to  monument  23-D,  which  is  a 
1  Vi -Inch  galvanized  iron  pipe,  the  distances 
being  49.9  feet  and  60.1  feet,  successively, 
from  the  beginning  of  the  course; 

N.  89*06*30"  E.,  342.2  feet,  through  monu¬ 
ment  No.  23-E,  which  Is  a  2-lnch  galvanized 
iron  pipe,  to  monument  No.  24.  which  Is  a 
1  Vi -inch  galvanized  Iron  pipe,  the  distances 
being  186.1  feet  and  156.1  feet,  successively, 
from  the  beginning  of  the  course; 

N.  10*13*30"  W„  75.6  feet,  to  monument  No. 
24-A,  which  is  a  1  Vi -inch  galvanized  Iron 
pipe; 

N.  10*16*30"  W„  715.2  feet,  to  monument 
No.  24— B,  which  Is  a  1  Vi -Inch  galvanized  Iron 
pipe; 

N.  10*18*00"  W„  431.3  feet,  to  monument 
No.  24— C,  which  Is  a  1  Vi  -Inch  galvanized  Iron 

pipe; 

N.  10*12**00"  W.,  236.0  feet,  to  monument 
No.  24-D,  which  Is  a  1  Vi  -Inch  galvanized  Iron 
pipe; 

N.  10*15*30"  W.,  192.8  feet,  to  monument 
No.  24-E,  which  is  a  concrete  post  8  Inches 
square; 

Due  east,  239.4  feet,  to  monument  No.  24-F, 
which  Is  a  1  Vi -Inch  galvanized  Iron  pipe; 

N.  89*59*30"  E.,  140.8  feet,  to  monument 
No.  25,  which  is  a  2  Vi -Inch  galvanized  Iron 
pipe; 

N.  00*01*00"  W„  370.0  feet,  to  monument 
No.  26,  which  is  a  ooncrete  post  8  Inches 
square; 

S.  50*31*00"  E.,  1,522.2  feet,  through  monu¬ 
ments  Nos.  27  and  28,  which  are  2  Vi -inch 
galvanized  iron  pipes,  to  monument  No.  29, 
which  is  a  concrete  post  8  Inches  square,  the 
distances  being  501.6  feet,  563.0  feet,  and  457.6 
feet,  successively,  from  beginning  of  the 
course; 

N.  85*14*00"  E„  432.9  feet,  through  monu¬ 
ments  Nos.  30  and  31,  which  are  2  >4 -Inch 
galvanized  Iron  pipes,  to  monument  No.  32, 
which  Is  a  1  Vi -inch  galvanized  iron  pipe,  the 
distances  being  180.6  feet,  62.4  feet,  and  189.9 
feet,  successively,  from  beginning  of  the 
course; 

N.  43*47*30"  E..  1,037.4  feet,  parallel  to  and 
50  feet  southeasterly  of  the  centerline  of  the 
Port  Gulick -France  Field  Road,  to  monument 
No.  33,  which  is  a  1  Vi -Inch  galvanized  Iron 
pipe;  - 

On  a  curve  to  the  left,  with  a  radius  of 
1,011.3  feet,  422.3  feet  to  monument  No.  34, 
which  Is  a  1  Vi -Inch  galvanized  Iron  pipe  (the 
direct  bearing  and  distance  between  monu¬ 
ments  Nos.  33  and  34  Is  N.  31*49*30"  E„  419.4 
feet) ; 

N.  19*60*00"  E„  1,345.0  feet,  parallel  to 
and  50  feet  easterly  of  the  centerline  of  the 
Fort  Gul lck -France  Field  Road,  to  monu¬ 
ment  No.  35,  which  is  a  1  Vi -Inch  galvanized 
Iron  pipe; 

8.  24*59*30"  E.,  626.4  feet,  to  monument  No. 
36,  which  Is  a  1  Vi -Inch  galvanized  Iron  pipe; 

Due  east,  9,122.1  feet,  through  monuments 
Nos.  37  to  43  Inclusive,  which  are  1  Vi -inch 


galvanized  iron  pipes,  and  47  to  74  Inclusive, 
which  are  2  Vi -inch  galvanized  Iron  pipes,  to 
monument  No.  75,  which  is  a  concrete  post  8 
Inches  square,  located  on  the  continuous  100- 
foot  contour  of  the  west  shore  of  the  Que¬ 
brada  Ancha  Arm  of  Gatun  Lake,  the  dis¬ 
tances  being  374.3  feet,  125.1  feet,  264.1  feet, 
335.2  feet,  254.4  feet,  224.3  feet.  335.1  feet, 

156.6  feet.  325.0  feet,  161.0  feet,  400.0  feet, 

400  0  feet,  300.0  feet,  227.0  feet,  173.0  feet, 

264  0  feet,  517.4  feet,  307.0  feet,  134.0  feet. 

340.4  feet,  137.2  feet.  203.0  feet.  300.0  feet, 

332.0  feet,  92.0  feet.  342.0  feet.  180.0  feet,  73.0 
feet,  262.0  feet,  440.8  feet,  113.0  feet,  347.0  feet, 
334.0  feet,  126.0  feet,  125.0  feet,  and  107.2  feet, 
successively,  from  beginning  of  the  course; 

Due  east,  100  feet,  more  or  less,  to  an  un¬ 
marked  point  on  the  continuous  87-foot  con¬ 
tour  of  the  shoreline  of  Gatun  Lake; 

In  a  general  southwesterly  direction,  along 
the  87-foot  contour  of  the  shoreline  of  Gatun 
Lake,  as  it  meanders,  to  an  unmarked  point, 
from  which  the  bearing  and  distance  to  the 
above  mentioned  monument  No.  1,  Is  N. 
23*08’f»0"  W.,  15  feet,  more  or  less; 

N.  23*08*00"  W.,  15  feet,  more  or  less,  to 
the  point  of  beginning. 

In  addition  to  the  above  described  area, 
there  phall  be  Included  within  this  parcel  all 
land  above  the  87-foot  contour,  consisting  of 
islands  known  as  the  Egronal  Islands  and 
Banana  Island,  located  In  Gatun  Lake  within 
the  boundaries  described  as  follows: 

Beginning  at  an  unmarked  point  called 
"A”  on  the  drawing,  located  on  the  shore  of 
the  Quebrada  Ancha  Arm  of  Gatun  Lake 
where  longitude  79*51'  plus  4,975.0  feet  Inter¬ 
sects  the  87-foot  contour; 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

Due  south,  4,300  feet  more  or  less,  to  an  ln- 
terrectlon  with  latitude  09*17’  plus  4,200  feet, 
to  an  unmarked  point  called  "B”  on  the 
drawing; 

Due  west,  2,000  feet,  to  an  unmarked  point 
called  “C”  on  the  drawing; 

Northwesterly,  3,650  feet,  more  or  less,  to 
an  unmarked  point  called  “D”  on  the  draw¬ 
ing,  located  at  a  point  on  the  shore  of  Gatun 
Lake  where  longitude  79*52'  plus  2,200  feet 
intersects  the  87-foot  contour  on  the  shore 
of  Quebrada  Ancha  Arm  of  Gatun  Lake; 

In  a  general  northeasterly  and  southeast¬ 
erly  direction,  following  the  87-foot  contour 
of  the  shore  of  Gatun  Lake,  to  an  unmarked 
point  called  MA”  on  the  drawing,  the  point 
of  beginning. 

(s)  Parcel  No.  5- A. 

Beginning  at  monument  No.  10,  which  Is  a 
2-lnch  Iron  pipe  located  on  the  northerly  side 
of  Galeta  Road,  the  geodetic  position  of  which 
Is  In  latitude  09*22'  N.  plus  4,634.4  feet  and 
longitude  79*52'  W.  plus  6,532.6  feet  from 
Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

8.  14*02*10"  E„  60.0  feet,  more  or  less, 
to  an  unmarked  point  called  No.  10-A,  lo¬ 
cated  on  a  line  parallel  to  and  30  feet  south¬ 
erly  from  the  centerline  of  Galeta  Road; 

In  a  generally  easterly  and  northerly  di¬ 
rection,  following  a  line  parallel  to  and  30 
feet  southerly  from  the  centerline  of  Galeta 
Road  and  Road  R12-E  (old  100'  Hill  Road) 
to  an  unmarked  point  called  81-H,  located  on 
longitude  79*51'  W.  plus  3,607.6  feet  and  lati¬ 
tude  00*23'  N.  plus  882.99  feet; 

Due  east,  75.0  feet,  more  or  less,  to  monu¬ 
ment  No.  34,  which  Is  a  brass  plug  In  con¬ 
crete; 

N.  89*68*00"  E.,  3,926.6  feet,  through  monu¬ 
ment  No.  43,  which  Is  a  brass  plug  In  con¬ 
crete  monument,  to  an  unmarked  point 
called  43-A,  located  on  the  Canal  Zone-Re¬ 
public  of  Panama  boundary  line,  the  dis¬ 
tances  being  3,531.4  feet  and  395.2  feet,  suc¬ 
cessively.  from  beginning  of  the  course; 
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S.  00*32'00"  W„  747.8  feet,  »long  the  Canal 
Zone-Republic  of  Panama  boundary  line,  to 
monument  No.  1,  which  Is  a  4-lnch  Iron  pipe 
with  a  cap; 

3.  00*32  00"  W..  2,280.7  feet,  through  mon¬ 
ument  No.  1-1,  which  Is  a  1 V4  -Inch  iron  pipe, 
to  monument  No.  2,  which  Is  a  4-lnch  Iron 
pipe  with  a  cap,  the  distances  being  816.0 
feet  and  1,444.7  feet,  successively,  from  be¬ 
ginning  of  the  course; 

a  00*33'00"  W„  2,920.3  feet,  through 
monuments  Nos.  2-1  and  2-2,  which  are 
1^4 -Inch  Iron  pipes,  and  monument  No.  3, 
which  Is  a  4-lnch  Iron  pipe  with  a  cap,  to 
monument  No.  3-1,  which  Is  a  2-lnch  Iron 
pipe,  the  distances  being  4962  feet,  1,142.3 
feet,  835.1  feet,  and  446.7  feet,  successively, 
from  beginning  of  the  course; 

S.  89*52*32"  W.,  335.8  feet  to  monument 
No.  53,  which  Is  a  2% -inch  Iron  pipe; 

8.  89*58*08"  W.,  11,164.6  feet  to  monument 
No.  81-A,  which  Is  a  1*4 -Inch  Iron  pipe. 
Monument  81-A  Is  77.3  feet  easterly  of  the 
centerline  of  Randolph  Road; 

N.  03*34*00"  W.,  1,947.5  feet,  along  a  line 
parallel  to  and  77.3  feet  easterly  from  the 
centerline  of  the  30-foot  wide  pavement  of 
Randolph  Road,  along  the  westerly  side  of  a 
cyclone  fence,  to  monument  B-14,  which  Is 
a  2  %  -inch  Iron  pipe; 

Then  following  along  a  line  parallel  to  and 
approximately  1.5  feet  westerly  from  the 
above  mentioned  cyclone  fence,  on  the  east¬ 
erly  side  of  Randolph  Road,  to  monument 
B-16,  as  follows; 

N.  07*45*00"  W.,  254.4  feet,  to  monument 
B-15,  which  Is  a  2-lnch  Iron  pipe; 

N.  12*13*30"  W.,  849.6  feet,  to  monument 
B-16,  which  Is  a  2-lnch  iron  pipe; 

8.  86*46*30"  W.,  200.4  feet,  crossing  Ran¬ 
dolph  Road,  to  monument  B-17,  which  Is  a 
2-lnch  Iron  pipe; 

N.  87*51*45"  W.,  562.0  feet,  to  monument 
B-18,  which  Is  a  2-lnch  Iron  pipe,  located 
northeasterly  from  Quarters  No.  334; 

N.  14*14*00"  W.,  7632  feet,  more  or  less, 
through  monument  B-19,  which  is  a  brass 
plug  In  a  top  of  a  concrete  seawall,  to  an 
unmarked  point  called  B-20,  on  the  norther¬ 
ly  face  of  the  above  mentioned  seawall  at 
the  Intersection  of  the  mean  low  waterline  of 
Margarita  Bay,  the  distances  being  760.7 
feet  and  2.5  feet,  more  or  less,  successively, 
from  beginning  of  the  course; 

Easterly,  following  the  mean  low  water¬ 
line  of  Margarita  Bay,  along  the  northerly 
side  of  the  above  mentioned  concrete  seawall 
to  an  unmarked  point  called  No.  4,  located  N. 
12*13*20"  W.,  2  feet,  more  or  less,  from  mon¬ 
ument  No.  3,  which  is  a  brass  plug  in  the 
center  of  the  above  mentioned  seawall; 

Due  east,  9  feet,  more  or  less,  crossing  the 
mouth  of  the  above  mentioned  concrete 
drainage  ditch,  to  an  unmarked  point  called 
No.  6,  located  on  the  mean  low  waterline  of 
Margarita  Bay,  on  the  westerly  side  of  Ran¬ 
dolph  Road; 

In  a  general  northwesterly  direction,  fol¬ 
lowing  the  mean  low  waterline  of  Margarita 
Bay,  along  the  shore  of  Margarita  Island 
(except  where  drainage  ditches  extend  In¬ 
land  from  the  shoreline)  to  an  unmarked 
point  called  No.  6,  where  a  North -South  line 
crosses  the  East  Breakwater,  said  North- 
South  line  being  westerly  16.0  feet,  from  the 
most  westerly  point  of  the  concrete  seawall 
on  the  western  shore  of  Margarita  Island; 

Due  north,  450  feet,  more  or  less,  crossing 
the  Blast  Breakwater  to  an  unmarked  point 
called  No.  7,  located  on  the  mean  low  water¬ 
line  of  the  Caribbean  Sea; 

In  a  general  northerly,  easterly,  southerly, 
and  easterlv  direction,  following  the  mean 
low  waterline  of  the  Caribbean  Sea,  along 
the  shore  of  Margarita  Island,  and  the  left 
bank  of  the  Rio  Coco  Solo  (except  where 
drainage  ditches  extend  inland  from  the  shore 


line),  to  an  unmarked  point  called  No.  8, 
located  60  feet  northerly  from  the  center- 
line  of  the  Oaleta  Road,  the  geodetic  posi¬ 
tion  of  which  Is  In  latitude  09*22'  N.  plus 
4,817.0  feet  and  longitude  79*52'  W.  plus 
5,021.9  feet; 

S.  65*25*30"  W.,  284.3  feet,  to  monument 
No.  9,  which  Is  a  2-lnch  iron  pipe  located  on 
the  northerly  side  of  Oaleta  Road; 

8.  75*40*10"  W.,  2602  feet,  to  monument 
No.  10,  the  point  of  beginning. 

(t)  Parcel  No.  5-B. 

Beginning  at  monument  B-12,  which  Is  a 
monel  plug,  located  In  the  back  of  a  curb  on 
the  southwesterly  side  of  Johnston  Avenue, 
at  Its  Intersection  with  the  southwesterly 
prolongation  of  the  southeasterly  curb  of 
Pulton  Road,  near  the  southeasterly  corner 
of  Building  No.  5,  the  geodetic  position  of 
which  Is  In  latitude  09*22'  N.  plus  2,2912 
feet  and  longitude  79*53'  W.,  plus  6252  feet 
from  Greenwich; 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

S.  34*20*00"  E.,  179.6  feet,  along  the  back 
of  the  curb  on  the  southwesterly  side  of 
Johnston  Avenue  to  monument  B-12-1, 
which  Is  a  monel  plug; 

8.  11*30*30"  E.,  58.6  feet,  to  monument  B- 
12-2,  which  Is  a  monel  plug  In  the  pavement 
at  the  Intersection  of  Johnston  Avenue, 
Malle  Street,  and  Molten  Avenue; 

S.  11*18*45"  W.,  899.0  feet,  through  monu¬ 
ment  B-12-3,  which  Is  a  monel  plug,  located 
In  the  back  of  the  curb  on  the  northwesterly 
side  of  Molten  Avenue,  to  monument  B-12-4, 
which  Is  a  monel  plug  located  In  the  back 
of  the  curb  on  the  northwesterly  side  of 
Molten  Avenue,  the  distances  being  106.9  feet 
and  792.1  feet,  successively,  from  beginning 
of  the  course; 

S.  13*57*16"  W„  158.9  feet,  to  monument 
B-12— 6,  which  Is  a  monel  plug,  located  on 
the  southeasterly  side  of  an  Island  at  the 
Intersection  of  Molten  Avenue  and  Malle 
Street; 

S.  14*43*30"  W.,  252.3  feet,  to  monument 
B-12-6,  which  Is  a  monel  plug,  located  at  the 
back  of  the  curb  on  the  northwesterly  side 
of  Molten  Avenue  between  quarters  “E”  and 
"F”; 

Southwesterly,  following  the  back  of  the 
curb  on  the  northwesterly  side  of  Molten 
Avenue,  to  monument  B-12-7,  which  Is  a 
monel  plug,  located  between  quarters  “D” 
and  “E”  (the  direct  bearing  and  distance 
from  monument  B-12-6  to  B-12-7  Is  S. 
24*66*45"  W.,  223.4  feet); 

S.  20*08*30”  E.,  778.8  feet,  through  monu¬ 
ment  B— 12— 8,  which  Is  a  monel  plug  located 
In  the  back  of  the  curb  on  the  southwesterly 
side  of  Molten  Avenue  to  monument  B-12-9 
which  Is  a  monel  plug  located  In  the  back  of 
the  curb  on  the  southwesterly  side  of  Molten 
Avenue,  the  distances  being  474.1  feet  and 
304.7  feet,  successively,  from  beginning  of 
the  course; 

S.  20*51*30"  E.,  425.7  feet,  to  monument 
B-12-10,  which  Is  a  monel  plug,  located  In 
the  back  of  the  curb  on  the  southwesterly 
side  of  Molten  Avenue  opposite  the  south¬ 
westerly  prolongation  of  the  southeasterly 
curb  on  Conley  Street; 

N.  69*31*45"  E.,  117.5  feet,  to  monument 
B-12-1 1,  which  Is  a  monel  plug,  located  In 
the  back  of  the  curb  on  the  southeasterly  side 
of  Conley  Street  at  Its  Intersection  with 
Bernhard  Street; 

On  a  curve  to  the  right,  following  the  back 
of  the  curb  at  the  above  named  Intersection 
to  monument  B-12-12,  which  Is  a  monel  plug, 
located  In  the  back  of  the  curb  on  the  south¬ 
westerly  side  of  Bernhard  Street  (the  direct 
bearing  and  distance  from  monument  B- 
12-11  to  B-12-12  Is  S.  65*32*40"  E„  21.1  feet); 

S.  20*13*15"  E.,  332.2  feet,  following  the 


back  of  the  curb,  on  the  southwesterly  side 
of  Bernhard  Street  to  monument  B-12-13, 
which  Is  a  monel  plug  located  In  the  north¬ 
westerly  side  of  the  concrete  taxiway  to  land¬ 
ing  strip; 

N.  67*25*45"  E.,  252.3  feet,  along  the  north¬ 
westerly  side  of  the  above  mentioned  taxiway 
to  monument  B-12-14,  which  is  a  monel  plug, 
located  near  the  southwesterly  Intersection 
of  Malle  Street; 

N.  74*21*15"  E„  588.6  feet,  along  the  north¬ 
westerly  side  of  the  above  mentioned  taxiway 
to  monument  B-12-15,  which  Is  a  monel  plug, 
located  near  the  northeasterly  intersection 
with  McEwen  Street; 

N.  03*37*30"  W.,  413.8  feet,  along  the  pro¬ 
longation  of  and  the  back  of  the  curb  on  the 
easterly  side  of  McEwen  Street,  to  monument 
B-12-16,  which  Is  a  monel  plug,  located  In 
the  back  of  the  curb; 

N.  86*27*30"  E..  131.1  feet,  to  monument 
B-12-17,  which  Is  a  1  >4  -Inch  iron  pipe,  lo¬ 
cated  1.5  feet,  more  or  less,  easterly  from  a 
cyclone  fence  and  60.6  feet  westerly  from  the 
centerline  of  Randolph  Road; 

Southerly,  1,883.8  feet,  along  a  line  parallel 
to  and  60.6  feet  westerly  from  the  centerline 
of  Randolph  Road  and  along  the  easterly 
side  of  the  above  mentioned  cyclone  fence,  to 
monument  B-12-23,  which  Is  a  1% -Inch  Iron- 
pipe,  located  near  the  northwesterly  corner 
of  Building  No.  1119.  The  geodetic  position 
of  monument  B-12-23  Is  In  latitude  09*21'  N. 
plus  4,038.3  feet  and  longitude  79*52'  W.  plus 
5,103.5  feet; 

N.  88*08*00"  E.,  28.0  feet,  to  monument 
B-12-24,  which  Is  a  monel  plug  In  a  concrete 
pavement; 

S.  03*41*30"  E.,  114.1  feet,  to  monument 
B-12-25,  which  is  a  monel  plug  In  a  concrete 
pavement; 

S.  86*18*30"  W.,  30.3  feet,  to  an  unmarked 
point  called  B-12-26,  located  1.5  feet,  more 
or  less,  easterly  from  a  cyclone  fence,  the 
geodetic  position  of  which  Is  In  latitude 
09*21'  N.  plus  3,924.3  feet  and  79*62'  W.  plus 
5,098.4  feet; 

S.  03*36*00"  E.,  379.0  feet,  to  monument 
No.  A— 1,  which  is  a  1‘4-Inch  Iron  pipe,  lo¬ 
cated  41.5  feet  westerly  from  the  centerline 
of  the  30-foot  wide  concrete  pavement  of 
Randolph  Road  and  1.5  feet  easterly  from 
the  corner  of  a  cyclone  fence,  the  geodetic 
position  of  which  Is  In  latitude  09*21'  N.  plus 
3,529.9  feet  and  longitude  79*52'  W.  plus 
5,052.4  feet.  Monument  No.  A-l  Is  also  S.  31*- 
45*10"  E.,  18.93  feet  from  Precise  Bench  Mark 
“A". 

S.  03*31*20"  E„  139.7  feet,  along  the  out¬ 
side  of  the  above  mentioned  cyclone  fence 
and  parallel  to  and  41.5  feet  westerly  from 
the  centerline  of  the  above  mentioned  con¬ 
crete  pavement  of  Randolph  Road,  to  monu¬ 
ment  No.  2,  which  Is  a  1^4 -Inch  iron  pipe; 

S.  24*34*40"  E.,  15.8  feet,  along  the  outside 
of  the  above  mentioned  cyclone  fence  to 
monument  No.  3,  which  is  a  1%-inch  Iron 
pipe,  located  35.8  feet  westerly  from  the  cen¬ 
terline  of  the  above  mentioned  concrete 
pavement  of  Randolph  Road; 

S.  03*31*26"  E.,  37.6  feet,  along  the  outside 
of  the  above  mentioned  cyclone  fence,  along 
a  line  parallel  to  and  36.8  feet  westerly  from 
the  centerline  of  the  above  mentioned  con¬ 
crete  pavement  of  Randolph  Road,  to  monu¬ 
ment  No.  4,  which  Is  a  1  >4 -Inch  Iron  pipe; 

S.  05*23*45"  W„  20.5  feet,  along  the  out¬ 
side  of  the  above  mentioned  cyclone  fence 
to  monument  No.  5,  which  Is  a  1 V4  -Inch  Iron 
pipe,  located  39.1  feet  westerly  from  the  cen¬ 
terline  of  the  above  mentioned  concrete 
pavement  of  Randolph  Road; 

3.  03*32*20"  E..  1,184.0  feet,  along  the  out¬ 
side  of  the  above  mentioned  fence,  along  a 
line  parallel  to  and  39.1  feet  westerly  from 
the  centerline  of  the  above  mentioned  con¬ 
crete  pavement  of  Randolph  Road  to  mon- 
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ument  No.  6,  which  Is  a  monel  plug  located 
In  the  northwesterly  edge  of  the  concrete 
pavement  of  a  taxi  way; 

S.  44*20'05"  W.,  148.5  feet,  along  the 
northwesterly  edge  of  the  above  mentioned 
concrete  taxiway,  to  monument  No.  7,  which 
is  a  monel  plug  located  In  the  edge  of  the 
above  mentioned  taxiway,  at  the  easterly 
prolongation  of  the  southerly  curb  of  a 
parking  lot; 

S.  75*08'20"  W.,  133.7  feet,  along  the 
prolongation  of  and  the  back  of  a  curb  on 
the  southerly  side  of  a  parking  area  to 
monument  No.  8  which  Is  a  monel  plug 
located  at  the  end  of  the  curb  at  the  south¬ 
westerly  corner  of  the  above  mentioned 
parking  area; 

N.  15*44'65"  W.,  31.5  feet,  along  the  edge 
of  the  pavement  on  the  westerly  side  of  the 
above  mentioned  parking  area  to  monument 
No.  0,  which  Is  a  monel  plug,  located  In  the_ 
edge  of  the  pavement  on  the  southeasterly 
side  of  Smith  Road; 

S.  75*04’35"  W.,  621.9  feet,  following  the 
back  of  the  curb  on  the  southerly  side  of 
Smith  Road  to  monument  No.  10,  which  is  a 
monel  plug,  located  In  the  easterly  edge  of 
the  pavement  extending  In  a  southerly 
direction; 

8.  02*40'55"  E.,  163.4  feet,  along  the  east¬ 
erly  edge  of  the  above  mentioned  pavement, 
to  monument  No.  11,  which  Is  a  monel  plug, 
located  at  the  easterly  edge  of  the  above 
mentioned  pavement; 

S.  79*57'35''  W.,  1,160.3  feet,  through  mon¬ 
ument  No.  12,  which  is  an  Iron  rod  In  con¬ 
crete,  located  In  the  center  of  a  wind  compass, 
to  an  unmarked  point  called  No.  12-1,  the 
distances  being  1,110.3  feet  and  50.0  feet, 
successively,  from  the  beginning  of  the 
course.  The  geodetic  position  of  point  12-1 
Is  In  latitude  09*21'  N.,  plus  1,500.5  feet,  and 
longitude  79*53'  W„  plus  934.3  feet; 

N.  10*02'25"  W.,  460  feet,  more  or  less,  to 
an  unmarked  point  called  No.  H-2,  located 
at  the  mean  low  waterline  on  the  shore  of 
Manzanillo  Bay; 

In  a  general  easterly  and  northerly  direc¬ 
tion,  following  the  mean  low  waterline  along 
the  shore  of  Manzanillo  Bay  to  an  unmarked 
point  called  B-l,  located  on  the  mean  low 
waterline  of  Manzanillo  Bay; 

Due  north,  23  feet,  more  or  less,  to  an  un¬ 
marked  point  called  B-la,  located  on  the  face 
jof  a  concrete  seawall  at  the  mean  low 
waterline  of  Manzanillo  Bay; 

In  a  general  northerly  direction,  follow¬ 
ing  the  mean  low  waterline  of  Manzanillo 
Bay  (except  where  drainage  ditches  extend 
Inland  from  the  shore  line)  to  an  unmarked, 
point  called  B-7?-2b,  located  on  the  north¬ 
westerly  side  of  Pier  No.  2  beneath  the  eave 
line  on  the  southwesterly  side  of  Building 
No.  7  and  N.  34*16'15"  W.,  2.0  feet,  from 
monument  B-7-3  (not  on  boundary),  which 
Is  a  monel  plug  In  the  concrete  pavement  of 
the  above  mentioned  Pier  No.  2.  The  geo¬ 
detic  position  of  unmarked  point  called 
B-7-2b  is  in  latitude  09*22'  N.,  plus  2,714.1 
feet  and  longitude  79*52'  W.,  plus  1.064.7  feet; 

N.  34*16’15”  W.,  320.3  feet,  following  the 
eave  line  on  the  southwesterly  side  of  Build¬ 
ing  No.  7,  to  monument  B-7-2,  which  Is  a 
monel  plug,  located  In  the  pavement  of  Pier 
No.  1  and  7.3  feet  northwesterly  from  Its 
southeasterly  face; 

N.  55*37'00"  E.,  207.3  feet,  along  the  north¬ 
westerly  sides  of  Buildings  No.  7  and  No.  4, 
to  monument  B-7— 1,  which  Is  a  monel  plug 
located  In  the  pavement  near  the  north¬ 
easterly  corner  of  Building  No.  4; 

8.  34*17'16"  E.,  541.2  feet,  along  the  pro¬ 
longation  of  and  the  back  of  the  curb  on  the 
southwesterly  side  of  Johnston  Avenue  to 
monument  B-8,  which  is  a  monel  plug  lo¬ 
cated  In  the  concrete  pavement  on  the  south¬ 
westerly  side  of  Johnston  Avenue; 


8.  55 *40 '45"  w„  102.6  feet,  along  the 
northwesterly  side  of  Building  No.  3  to 
monument  B-9,  which  Is  an  Iron  rod  set 
In  concrete,  located  near  the  northwesterly 
corner  of  the  above  mentioned  Building  No. 
3; 

S.  34°33'00"  E„  185.4  feet,  along  the  south¬ 
westerly  side  of  the  above  mentioned  Build¬ 
ing  No.  3,  to  monument  B-10  which  Is  a  1%- 
lnch  pipe,  located  near  the  southwesterly 
corner  of  the  above  mentioned  Building  No. 
3; 

N.  55°34'16"  E„  101.8  feet,  along  the  south¬ 
easterly  side  of  the  above  mentioned  Build¬ 
ing  No.  3,  to  monument  B-ll,  which  is  a 
monel  plug,  located  In  the  back  of  the  curb 
on  the  southwesterly  side  of  Johnston  Ave¬ 
nue; 

S.  34*17'15"  E.,  247.8  feet,  along  the  back 
of  the  curb  on  the  southwesterly  side  of 
Johnston  Avenue,  to  monument  B-12,  the 
point  of  beginning. 

The  area  of  Parcel  No.  5  (Oullck)  Is  1,841.1 
acres,  more  or  less,  of  which  1,755.8  acres  is 
mainland  and  85.3  acres  Island;  Parcel  No. 
5-A  is  1,633.4  acres  above  mean  low  water, 
more  or  less;  and  Parcel  No.  5  B  is  182.3 
acres  above  mean  low  water,  more  or  less 
as  shown  on  Canal  Zone  Government  Draw¬ 
ings:  M-6120-64  entitled  ‘‘Boundary  of  Pan¬ 
ama  Canal  Military  Reservation,  Parcel  No.  5 
(Gulick)”,  scale  1:10,000  dated  March  1976; 
and  6122-11  entitled  “Boundaries  of  U.S. 
Army  and  U.S.  Navy  Reservations",  scale 
1:10,000,  dated  February  26,  1976,  both  of 
which  maps  are  on  file  In  the  Office  of  the 
Governor,  Balboa  Heights,  Canal  Zone. 

(u)  There  shall  also  be  included  with¬ 
in  Parcel  No.  5-B  as  described  in  para¬ 
graph  (t)  of  this  section,  all  land  and 
water  within  a  zone  extending  a  distance 
of  100  yards  out  from  the  mean  low 
waterline  on  all  shores  of  the  parcel 
lying  west  of  longitude  79°52'  W.  plus 
5,780.0  feet.  In  any  area  where  such  100 
yard  zone  would  overlap  any  similar  zone 
included  within  Naval  Station,  Panama 
Canal,  Parcel  No.  5  (Galeta) ,  the  dividing 
line  between  the  respective  zones  shall  be 
midway  between  the  mean  low  waterlines 
of  the  respective  reservations. 

(v)  No  sanitary  sewage  originating 
within  the  developed  sections  of  Parcel 
No.  5-A  as  described  in  paragraph  (s)  of 
this  section,  shall  be  permitted  to  dis¬ 
charge  into  the  drainage  basin  of  the 
Gatun  Lake. 

(w)  Parcel  No.  6  (Sherman) . 

Beginning  at  monument  No.  1,  which  Is  an 
8-lnch  square  concrete  post,  located  at  the 
southwest  end  of  the  West  Breakwater,  the 
geodetic  po«ltlon  of  which  Is  In  latitude 
09*22'  N.  plus  2,649.8  feet  and  longitude 
79*57’  W„  plus  649.7  feet  from  Greenwich; 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

East,  800  feet,  more  or  less,  to  an  unmarked 
point  on  the  low  waterline  of  Llmon  Bay; 

In  a  southerly  direction  along  the  low 
waterline  of  Llmon  Bay  to  concrete  monu¬ 
ment  No.  2,  located  on  the  right  bank  of  the 
mouth  of  the  Rio  Petltple,  the  geodetic  posi¬ 
tion  of  which  Is  in  latitude  09*19'  N.  plus 
1,560.2  feet  and  longitude  79*57'  W.,  plus 
1,449.8  feet: 

S.  49 *16 '00''  W.,  12,300  feet,  more  or  less, 
to  concrete  monument  No.  8.  located  on  the 
left  bank  of  the  mouth  of  the  Rio  Mojlnga. 

S.  51  *48'26"  W„  8,451  feet,  more  or  less, 
to  concrete  monument  No.  4  ( formerly  Canal 
Zone  boundary  monument  109) ; 

8.  07°48'  W.,  582  feet,  more  or  less,  to 
concrete  monument  No.  5,  located  on  the 


right  hand  bank  of  the  north  branch  of 
the  Rio  Pina; 

Westerly  and  downstream  along  the  right- 
hand  bank  of  the  north  branch  of  the  Rio 
Pina  to  concrete  monument  No.  6,  located 
opposite  the  mouth  of  the  Quebrada  Muni; 

N.  52*36'00”  W.,  3,668.0  feet,  through 
monuments  6—1,  6-2,  6-3,  6— 3A  and  6— 3B, 
which  are  2-lnch  pipes  set  In  concrete,  to 
concrete  monument  No.  7,  the  distances 
being  795.0  feet,  796.0  feet,  657.0  feet,  1,329.0 
feet,  35.5  feet  and  55.6  feet,  successively,  from 
beginning  of  the  course.  The  geodetic  posi¬ 
tion  of  monument  No.  7  Is  In  latitude  09*17' 
N.  plus  902.0  feet  and  longitude  80*02'  W. 
plus  5,197.6  feet; 

N.  52*36'00"  W.,  500  feet,  more  or  less,  to 
an  unmarked  point  on  the  low  waterline  of 
the  Caribbean  Sea; 

Northeastward  along  the  low  waterline  of 
the  Caribbean  Sea  to  the  mouth  of  the  Rio 
Chagres; 

Northwesterly,  northerly  and  northeast¬ 
erly,  along  the  low  waterline  of  the  Carib¬ 
bean  Sea  to  an  unmarked  point  which  Is 
north  of  monument  No.  1; 

South,  600  feet,  more  or  less,  to  monument 
No.  1,  the  point  of  beginning. 

(x)  All  of  the  lands  and  water  for  a 
distance  of  100  yards  out  to  sea  from  the 
high-water  line  on  all  shores  of  the  res¬ 
ervation  provided  for  by  paragraph  (w) 
of  this  section  are  included  in  the  area 
described  in  that  paragraph;  but  the 
right  to  navigate  and  control  the  flow  of 
the  Chagres  River  is  reserved  to  the 
Canal  Zone  Government  and  the  Pan¬ 
ama  Canal  Company.  Parcel  No.  6  (Sher¬ 
man)  contains  an  area  of  12,440  acres, 
more  or  less,  and  is  as  shown  on  Canal 
Zone  Government  Drawing  No.  6122-16 
entitled  “Boundaries  of  Panama  Canal 
Military  Reservation,  Parcel  No.  6  (Sher¬ 
man)’’,  scale  1:20,000,  dated  March  4, 
1976,  on  file  in  the  Office  of  the  Governor, 
Balboa  Heights,  Canal  Zone. 

§  5.31  Naval  Station,  Panama  Canal. 

The  following  described  areas. of  land, 
situated  in  the  Canal  Zone  and  desig¬ 
nated  as  the  Naval  Station,  Panama 
Canal,  are  reserved  and  set  apart  as, 
and  assigned  to  the  uses  and  purposes 
of  a  Navy  reservation,  under  the  juris¬ 
diction  and  control  of  the  Secretary  of 
the  Navy,  but  subject  to  §  5.62. 

(a)  Parcel  No.  1  (Balboa). 

Beginning  at  monument  “V”,  which  Is  an 
Iron  rail  set  In  concrete,  located  on  the 
northwesterly  side  of  a  cyclone  fence,  on 
the  northwesterly  boundary  of  Parcel  1 
(Amador),  Panama  Canal  Military  Reserva¬ 
tion.  The  geodetic  position  of  monument 
“V”  Is  In  latitude  08*56'  N.  plus  3,602.80 
feet  and  longitude  79*33’  W.,  plus  1,556.90 
feet  from  Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

S.  37*39'10"  W.,  1,248.81  feet,  along  the 
northwesterly  boundary  of  Parcel  No.  1 
(Amador),  Panama  Canal  Military  Reserva¬ 
tion  through  monument  “Z“,  which  Is  an 
Iron  rail  set  In  concrete,  to  a  galvanized 
fence  post  corner,  which  Is  the  southernmost 
point  of  the  parcel,  the  distances  being  765.02 
feet  and  483.79  feet,  successively  from  the 
beginning  of  the  course; 

N.  52*25'38”  W„  434.06  feet,  to  a  galvanized 
fence  post; 

S.  37*10'57"  W..  66-27  feet,  to  a  galvanized 
fence  post; 

N.  51*18'38"  W.,  52.35  feet,  to  a  galvanized 
fence  post; 
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8.  36*26'50"  W.,  19.91  feet,  to  a  galvanized 
fence  post; 

N.  52°09'01"  W„  167.33  feet,  to  a  galvanized 
fence  post; 

8.  37*29' 12”  W.,  through  a  galvanized  post, 
concrete  monument  1-A,  to  unmarked  point 
”C”  located  at  the  extreme  high-water  mark 
on  the  shore  of  Balboa  Harbor,  the  distances 
being  27.40  feet.  13.1  feet  and  28  feet,  more  or 
less,  successively,  from  beginning  of  the 
course; 

Northwesterly,  1,246  feet  more  or  less,  fol¬ 
lowing  the  extreme  high-water  mark  along 
the  shore  of  Balboa  Harbor,  to  an  unmarked 
point  called  “D”.  located  S.  47*02'30”  W.,  6.0 
feet,  more  or  less  from  monument  “El”; 

N.  47*02'30”  E.,  68.8  feet,  more  or  less, 
through  monu’-'.ent  “E”,  which  Is  a  2-lnch 
Iron  pipe,  to  monument  "F”,  which  Is  a  2- 
lnch  Iron  pipe  located  2.0  feet  southwesterly 
from  the  face  of  Balboa  Tank  Farm  cyclone 
fence,  the  distances  being  6.0  feet,  more  or 
less,  and  62.79  feet,  successively,  from  begin¬ 
ning  of  the  course. 

Southeasterly,  northeasterly,  and  north- 
westerlv.  along  the  outside  of  the  Balboa 
Tank  Farm  cyclone  fence,  through  monu¬ 
ments  "G”  to  “P”,  Inclusive,  as  follows: 

8.  69*21'45”  E.,  605.16  feet,  through  monu¬ 
ment  “O”,  which  Is  a  2-lnch  Iron  pipe,  to 
monument  “H”,  which  Is  a  2-lnch  Iron  pipe, 
the  distances  being  86.42  feet  and  418.74  feet, 
successively,  from  beginning  of  the  course, 

N.  45*62  00' '  E.,  380.60  feet,  to  monument 
"I”,  which  Is  a  2-lnch  Iron  pipe; 

N.  62°06'30”  E.,  91.53  feet,  to  monument 
“J”,  which  Is  a  2-lnch  Iron  pipe; 

N.  33*11'30”  E.,  107.28  feet,  to  monument 
“K”,  which  is  a  2-inch  Iron  pipe; 

N,  11*09’30''  E.,  387.33  feet,  to  monument 
“L”,  which  Is  a  brass  plug  In  a  concrete 
monument; 

N.  46°45'30”  E„  98.67  feet,  to  monument 
“M”,  which  Is  a  2-lnch  Iron  pipe; 

N.  21*26'30”  W„  1,083.69  feet,  through  mon¬ 
ument  “N”,  which  Is  a  bronze  plug  In  a  con¬ 
crete  monument,  monument  “O”,  which  Is  a 
2-lnch  Iron  pipe,  to  monument  “P”,  which  Is 
.a  1*4 -inch  Iron  pipe,  located  on  the  north¬ 
westerly  side  of  the  Navy  cyclone  fence,  the 
distances  being  333.41  feet,  370.00  feet,  and 
380.28  feet,  successively,  from  beginning  of 
the  course; 

N.  68°34'30”  E„  400.00  feet,  along  the 
northwesterly  side  of  the  Navy  cyclone  fence 
to  monument  "Q”,  which  Is  a  brass  plug  In  a 
concrete  monument,  located  11.9  feet  south¬ 
westerly  and  at  right  angles  from  the  face  of 
the  southwesterly  curb  of  Amador  Road; 

8.  21*25 '30”  E.,  1,120.33  feet,  along  the 
southwesterly  side  of  Amador  Road,  to  mon¬ 
ument  “R”,  which  Is  a  brass  plug  In  a  con¬ 
crete  monument,  located  12.2  feet  southwest¬ 
erly  and  at  right  angles  from  the  face  of  the 
southwesterly  curb  of  Amador  Road; 

N.  68° 34 '00"  E.,  388.2  feet,  more  or  less, 
through  monument  “8”,  which  Is  an  Iron 
rail  set  In  concrete,  located  on  the  north¬ 
westerly  side  of  the  Navy  cvclone  fence,  to 
an  unmarked  point  called  “T”,  located  at  the 
extreme  high-water  mark  on  the  shore  of 
Panama  Bay,  the  distances  being  353.18  feet 
and  36.0  feet,  more  or  less,  from  beginning 
of  the  course; 

8.  34*58'40”  E.,  1,080  feet,  more  or  less, 
to  an  unmarked  point  called  “U”,  located  at 
the  extreme  high-water  mark  on  the  shore 
of  Panama  Bay  and  N.  37*39' 10"  E.,  63.8  feet, 
more  or  less,  from  monument  “V”; 

8.  37*39’10"  W.,  63.8  feet,  more  or  less,  to 
monument  “V”,  the  point  of  beginning. 

The  above  described  tract  contains  an  area 
of  59.47  acres,  more  or  less,  and  Is  as  shown 
on  Canal  Zone  Government  drawing  M-6120- 
58,  entitled  “Boundary  of  Naval  Station, 
Panama  Canal.  Parcel  No.  1  (Balboa),”  scale 
1:2,000,  dated  March  5,  1976,  on  file  In  the 
Office  of  the  Governor,  Balboa  Heights,  Canal 
Zone. 


(b)  Parcel  No.  2  (Rodman) . 

Beginning  at  an  unmarked  point  called 
“R”  on  the  drawing,  located  east  301  feet, 
more  or  less,  from  the  centerline  of  Bruta 
Road  and  on  the  boundary  line  of  Parcel  No. 
3-B,  Panama  Canal  Military  Reservation,  the 
geodetic  position  of  which  In  In  latitude 
08*58’  N.  plus  2,606.03  feet  and  longitude 
79*36'  W.  plus  3,714.69  feet  from  Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds : 

N.  68*00'  E„  772  feet,  more  or  less,  to  an 
unmarked  point  No.  13,  located  at  the 
southerly  boundary  of  Parcel  No.  3-B,  Pan¬ 
ama  Canal  Military  Reservation,  the  geodetic 
position  of  which  Is  In  latitude  08*58'  N. 
plus  2,894.3  feet  and  In  longitude  79*36'  W. 
plus  3,000  feet; 

N.  89*59'02”  E.,  1,496  feet,  more  or  less,  to 
monument  “C”  which  Is  a  4-lnch  iron  pipe; 

East,  1,188  feet,  more  or  less,  to  an  un¬ 
marked  point  No.  4,  the  geodetic  position  of 
which  Is  In  latitude  08*58'  N.  plus  2,894.2 
feet  and  In  longitude  79*35'  W.  plus  316.4 
feet; 

8.  19°24'40"  E.,  5,280.0  feet,  along  a  line 
parallel  to  and  1,000.0  feet  westerly  from  the 
west  prism  line  of  the  Panama  Canal,  to  an 
unmarked  point  No.  6,  the  geodetic  position 
of  which  is  In  latitude  08*57'  N.  plus  3,961.6 
feet  and  In  longitude  79*34'  W.  plus  4,575.0 
feet; 

Due  east,  1,080.3  feet,  to  an  unmarked 
point  No.  6,  located  on  the  west  prism  line 
of  the  Panama  Canal,  the  geodetic  position 
of  which  Is  In  latitude  08*57'  N.  plus  3,961.6 
feet  and  longitude  79*34'  W.  plus  3,514.7 
feet; 

8.  19*24'40”  E.,  4,155.8  feet,  along  a  line 
coincident  with  the  above  mentioned  west 
prism  line  of  the  Panama  Canal,  to  an  un¬ 
marked  point  No.  7,  tbe  geodetic  position  of 
which  Is  In  latitude  08*57'  N.  plus  42.1  feet 
and  longitude  79*34'  W.  plus  2,133.6  feet; 

3.  38°16'30"  E.,  1,752.1  feet,  along  a  line 
coincident  with  the  above  mentioned  west 
prism  line  of  the  Panama  Canal,  to  an  un¬ 
marked  point  No.  8,  the  geodetic  position  of 
which  is  In  latitude  08*56'  N.  plus  4,713.7 
feet  and  longitude  79*34'  W.  plus  1,048.7 
f  0Ct* 

n!  89°30'00"  W.,  4,665.5  feet,  through  mon¬ 
ument  No.  9,  which  Is  a  concrete  monument, 
to  monument  No.  1,  which  Is  an  8 -Inch 
square  concrete  monument,  located  300  feet, 
more  or  less,  westerly  from  the  entrance  to 
Parcel  No.  2  (Rodman)  Naval  Station,  Pan¬ 
ama  Canal  and  Is  75  feet  northerly  from  the 
centerline  of  Thatcher  Highway,  the  distances 
being  3,760.7  feet  and  904.8  feet,  successively, 
from  beginning  of  the  course.  The  geodetic 
position  of  monument  No.  1  Is  In  latitude 
08*66'  N.  plus  4,754.4  feet  and  longitude 
79*34'  W.  plus  5,713.9  feet; 

Westerly  and  northwesterly,  4,650  feet, 
more  or  less,  along  a  line  parallel  to  and 
75.0  feet  northerly  from  the  centerline  of  the 
concrete  pavement  of  Thatcher  Highway  to 
an  unmarked  point  No.  15  which  Is  located 
75  feet  from  the  centerline  of  Bruja  Road; 

Northerly,  3,310  feet,  more  or  less,  along  a 
line  parallel  to  and  75  feet  easterly  from  the 
30-foot-wlde  concrete  pavement  of  Bruja 
Road,  to  an  unmarked  point  No.  14-1; 

Northerly,  3,690  feet,  more  or  less,  along  a 
line  parallel  to  and  75  feet  easterly  from  the 
centerline  of  the  30-foot-wlde  concrete  pave¬ 
ment  of  Bruja  Road  to  unmarked  point 
No.  14; 

N.  68*00'  E.,  243.0  feet,  to  unmarked  point 
“R”,  the  point  of  beginning. 

(c)  The  Panama  Canal  Company  may 
continue  to  use  as  a  hydraulic  dump  that 
portion  of  Parcel  No.  2  (Rodman),  de¬ 
scribed  in  paragraph  (b)  of  this  section, 
which  comprises  the  lands  adjacent  to 
the  Rio  Velasquez  and  which  lies  gen¬ 


erally  below  the  30 -foot  contour.  Person¬ 
nel  and  equipment  of  the  Panama  Canal 
Company  shall  be  permitted  free  access 
to  such  area  for  all  purposes  related  to 
its  use  and  maintenance  as  a  hydraulic 
dump.  The  Panama  Canal  Company  shall 
be  responsible  for  taking  all  pest  control, 
sanitation,  health,  and  safety  measures 
that  are  necessary  to  protect  public 
health  and  safety  on  the  reservation, 
both  Inside  and  outside  the  fill  area,  from 
any  hazards  or  conditions  that  might 
arise  as  a  consequence  of  the  Company’s 
use  of  the  said  area. 

(d)  Parcel  No.  2-A. 

Beginning  at  monument  No.  A.TJ.  1,  which 
Is  an  8-lnch  square  concrete  post,  located 
near  the  left  bank  of  Rio  Velasquez,  160.0 
feet,  southwesterly  and  at  right  angles  from 
the  centerline  of  the  concrete  pavement  of 
Thatcher  Highway,  the  geodetic  position  of 
which  monument.  Is  In  latitude  08*67'  N., 
plus  2,772.7  feet  and  longitude  79*36'  W.,  plus 
2,100.1  feet  from  Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

Due  South.  4,420.1  feet,  through  monu¬ 
ments  Nos.  A.T.F.  2  to  A.T.F.  13,  Inclusive, 
which  are  2 Vi  -Inch  galvanized  iron  pipes  set 
In  concrete,  to  monument  No.  A.T.F.  14, 
which  Is  an  8-lnch  square  concrete  post, 
the  distances  being  161.1  feet,  335.4  feet. 

202.4  feet,  274.0  feet,  312.4  feet,  433.1  feet, 

280.4  feet,  268.3  feet.  120.7  feet,  637.7  feet, 

530.5  feet,  574.0  feet  and  390.1  feet,  succes¬ 
sively,  from  beginning  of  course; 

N.  89*59'30”  W.  8,113.5  feet  through  mon¬ 
uments  Nos.  A.T.F.  15  to  A.T.F.  39,  Inclusive, 
whloh  are  2% -Inch  galvanized  Iron  pipes  set 
In  concrete,  to  monument  No.  A.TJ.  40, 
which  Is  an  8-lnch  square  concrete  post,  the 
distances  being  217.9  feet,  346.0  feet,  2332 

feet.  261.0  feet.  534.9  feet.  160.0  feet.  248.1 

feet,  498.7  feet.  310.2  feet,  123.4  feet,  1602 

feet.  194.9  feet,  297.5  feet,  577.0  feet,  430.4 

feet.  454.1  feet,  384.2  feet,  244.3  feet,  60.6  feet, 

320.6  feet,  386.4  feet,  377.8  feet,  219.9  feet, 
267.0  feet,  432.8  feet  and  372.5  feet,  succes¬ 
sively  from  beginning  of  course; 

N.  00*01'00"  E„  3,446.9  feet,  through  mon¬ 
uments  Nos.  A.T.F.  41  to  A.T.F.  46,  Inclusive, 
which  are  2(4  -Inch  galvanized  Iron  pipes  set 
In  ooncrete,  to  monument  No.  A.TJ.  47, 
which  Is  a  2 >4 -inch  galvanized  iron  pipe  set 
In  concrete,  the  distances  being  577.9  feet, 
4662  feet,  164.3  feet,  530.0  feet,  695.6  feet, 
589.3  feet  and  423.5  feet,  successively,  from 
beginning  of  the  course; 

N.  00* 02' 00"  E„  183.9  feet  to  monument 
No.  A.T.F.  48,  which  Is  an  8-lnch  square  con¬ 
crete  post  located  150.0  feet  southerly  and  at 
right  angles  from  the  centerline  of  the  con¬ 
crete  pavement  of  Thatcher  Highway; 

In  a  general  easterly  direction,  8,700  feet 
more  or  less,  along  a  line  which  Is  southerly 
and  at  a  distance  of  150.0  feet  from  the  cen¬ 
terline  of  the  pavement  of  Thatcher  High¬ 
way,  to  monument  No.  A.T.F.  1,  which  Is  the 
point  of  beginning. 

(e)  Parcel  No.  2-B. 

Beginning  at  monument  “J”,  which  Is  a 
concrete  post  8  Inches  square,  located  on  the 
easterly  side  of  Bruja  Road  and  on  the  east¬ 
erly  boundary  of  Howard  Air  Force  Base  (Par¬ 
cel  No.  1),  the  geodetic  position  of  which  Is 
In  latitude  08*56'  N.  plus  200.6  feet  and 
longitude  79*35'  W.  plus  3,  637.1  feet  from 
Greenwich. 

From  monument  “J”  to  Army  triangulation 
station  “North  Base”  the  bearing  and  dis¬ 
tance  Is  S.  56*27’10"  W.,  584.9  feet. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

North,  2,079.4  feet,  through  monuments 
N-l  and  N-2,  whloh  are  2(4  -Inch  galvanized 
Iron  pipes,  to  an  unmarked  point  called  N-3, 
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the  distances  being  687.7  feet,  767.7  feet,  and 
624  feet,  successively,  from  beginning  of  the 
course; 

East,  1,837.0  feet,  to  an  unmarked  point 
called  N-4; 

North,  920.7  feet,  to  an  unmarked  point 
called  N-5; 

East,  1,799.1  feet,  through  monuments 
N-8,  N-9,  N-10,  and  N-10-A,  which  are  2%- 
lnch  galvanized  Iron  pipes,  to  monument 
N.B.,  which  Is  an  8-lnch  sauare  concrete 
post,  the  distances  being  395.2  feet,  231.7 
feet,  324.9  feet,  213.0  feet,  and  634.3  feet, 
successively,  from  beeinning  of  the  course; 

8.  58°07'15"  E.,  2,077.4  feet,  through  monu¬ 
ment  NBX,  which  Is  a  2% -inch  galvanized 
Iron  pipe,  to  monument  N.C.,  which  Is  an 
8-lnch  square  concrete  post,  the  distances 
being  1,050.0  feet  and  1,027.4  feet,  successive¬ 
ly,  from  beginning  of  the  course; 

South,  5,999.3  feet,  through  monuments 
N— 11,  N-12,  N-13,  N-14,  and  N-15,  which  are 
2  Yt  -Inch  galvanized  Iron  pipes,  to  an  un¬ 
marked  point,  located  in  a  swamp,  referred 
to  as  N.D.  on  the  map,  the  distances  being 
275.8  feet,  800.1  feet,  699.9  feet,  244.6  feet. 
435.5  feet,  and  3,543.4  feet,  successively,  from 
beginning  of  the  course; 

West,  3,464.0  feet,  to  monument  N-24-N, 
which  Is  an  8-lnch  square  concrete  post; 

N.  52°07'00"  W.,  2,452.1  feet,  through  mon¬ 
uments  N-25N  and  N-25A,  which  are  2 Vt- 
lnch  galvanized  Iron  pipes,  to  monument  N- 
26N,  which  Is  an  8-lnch  sauare  concrete  post, 
the  distances  being  1,489.1  feet,  463.0  feet, 
and  500.0  feet,  successively,  from  beginning 
of  the  course; 

North,  2,591 .5  feet,  through  monuments  55, 
54,  53,  52,  and  51,  which  are  2 y,  -Inch  gal¬ 
vanized  Iron  pipes,  to  monument  "J”,  the 
point  of  beginning,  the  distances  being  78.5 
feet,  600.0  feet,  303.0  feet.  530.0  feet.  580.0 
feet,  and  500.0  feet,  successively,  from  begin¬ 
ning  of  the  course; 

(f)  The  Panama  Canal  Comnanv  may 
continue  to  use  as  a  hydraulic  dump  that 
portion  of  Parcel  No.  2-B,  described  in 
paragraph  (e)  of  this  section,  which  com¬ 
prises  the  lowlands  adjacent  to  the  Rio 
Farfan  and  which  lies  generallv  below 
the  20-foot  contour.  Personnel  and  equip¬ 
ment  of  the  Panal  Canal  Comnanv  shall 
be  permitted  free  access  to  such  area  for 
all  purposes  related  to  its  use  and  main¬ 
tenance  as  a  hydraulic  dump.  Adequate 
diking  will  be  provided  and  maintained 
by  the  Panama  Canal  Company  to  pro¬ 
tect  the  Navy’s  facilities  in  the  area  from 
flooding  and  silting  due  to  dredge  dis¬ 
charge. 

(g)  Parcel  No.  2-C. 

Beginning  at  monument  "I”,  which  Is  a 
2 -Inch  Iron  pipe  set  In  concrete,  located 
northwesterly  from  the  Intersection  of 
Thatcher  Highway  and  Bruja  Road  and  75.0 
feet  northeasterly  and  at  right  angles  from 
the  centerline  of  the  18- foot- wide  concrete 
pavement  of  Thatcher  Highway,  the  geodetic 
position  of  which  Is  In  latitude  08°  57'  N. 
plus  1,879.0  feet  and  longitude  79°35'  W.  plus 
3,399.5  feet; 

Thence  from  said  Initial  point  by  metes 
and  bounds; 

Westerly,  4,100  feet,  more  or  less,  along  a 
line  parallel  to  and  75.0  feet  northerly  from 
the  centerline  of  the  generally  18-foot-wlde 
concrete  pavement  of  Thatcher  Highway,  to 
an  unmarked  point  "A”,  located  75.0  feet 
northerly  from  the  centerline  of  the  18-foot- 
wlde  pavement  of  Thatcher  Highway  and  30 
feet,  more  or  less,  easterly  from  the  center- 
line  of  the  Rio  Velasquez,  the  geodetic  posi¬ 
tion  of  point  “A”  being  In  latitude  08°67’  N. 
plus  2,754  feet,  more  or  less,  and  longitude 
79°  36'  W.  plus  1,162  feet,  more  or  less; 


Easterly  and  northeasterly,  4,200  feet,  more 
or  less,  along  a  line  parallel  to  and  30  feet 
southeasterly  from  the  centerline  of  the 
above  mentioned  Rio  Velasquez  to  an  un¬ 
marked  point  “O-l.” 

S.  73°30'  E.,  864  feet,  more  or  less,  to  point 
“G”,  located  140  feet,  more  or  less,  southerly 
from  the  centerline  of  the  Old  Bruja  Road, 
the  geodetic  position  of  which  Is  In  latitude 
08°57'  N.  plus  4,500  feet,  more  or  less,  and  In 
longitude  79°35'  W.  plus  3,464  feet,  more  or 
less; 

Southerly,  2,600  feet,  more  or  less,  along 
a  line  parallel  to  and  75.0  feet  westerly  from 
the  centerline  of  the  30-foot-wide  concrete 
pavement  of  Bruja  Road,  to  monument  “H”, 
which  Is  a  2-inch  iron  pipe  set  in  concrete, 
located  northwesterly  from  the  Intersection 
of  Thatcher  Highway  and  Bruja  Road,  the 
geodetic  position  of  which  Is  In  latitude 
08°57'  N.  plus  1,910.1  feet  and  longitude 
79°35'  W.  plus  3,329.9  feet; 

S.  66°H'00”  W.,  77.0  feet,  to  monument 
“I”,  the  point  of  beginning. 

(h)  In  Parcel  No.  2-C,  described  in 
paragraph  (g)  of  this  section,  no  addi¬ 
tional  permanent  structures  or  facilities 
shall  be  constructed  or  installed  within 
a  distance  of  100.0  feet  northerly  from 
the  centerline  of  the  concrete  pavement 
of  Thatcher  Highway  (in  its  present  lo¬ 
cation)  between  monument  “A”  and 
monument  “I.” 

(i)  The  area  of  Parcel  No.  2  (Rod- 
man)  is  1144.8  acres,  more  or  less;  Par¬ 
cel  No.  2-A  is  807.2  acres,  more  or  less; 
Parcel  No.  2-B  is  785.7  acres,  more  or 
less;  and  Parcel  No.  2-C  is  133.7  acres, 
more  or  less.  These  parcels  are  as  shown 
on  Canal  Zone  Government  Drawings: 
M-6120-56  entitled  “Boundary  of  Naval 
Station,  Panama  Canal,  Parcels  No.  2 
(Rodman)  and  2-C”,  scale  1:10,000, 
dated  March  1,  1976;  6122-12,  entitled 
“Boundary  of  Naval  Station,  Panama 
Canal,  Parcel  No.  2-A”,  scale  1:3,000, 
dated  March  1976;  and  M-6120-55  en¬ 
titled  “Boundary  of  Naval  Station, 
Panama  Canal,  Parcel  No.  2-B”,  scale 
1:5,000  dated  March  1,  1976.  The  above 
maps  are  on  file  in  the  Office  of  the  Gov¬ 
ernor,  Balboa  Heights,  Canal  Zone. 

(j)  Parcel  No.  3  (Summit) . 

Beginning  at  monument  No.  23.  the  south¬ 
easterly  corner  of  the  tract,  which  Is  an 
Iron- rod  In  concrete,  located  75  feet  westerly 
from  the  centerline  of  Qalllard  Highway  and 
N.  26°19'10”  W..  399.41  feet  from  control 
point  O.H.  115.  The  geodetic  position  of 
monument  23  Is  In  latitude  09°  02'  N.  plus 
4.386.77  feet  and  longitude  79°38’  W.  plus 
1,799.98  feet  from  Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds : 

N.  54°39'20"  W„  3,506.1  feet,  to  monu¬ 
ment  No.  24,  which  Is  a  corner  post  of  a 
woven  wire  fence; 

N.  54°39'20''  W,  1,321.9  feet,  to  monu¬ 
ment  No.  25,  which  is  a  corner  post  of  a  wire 
fence; 

N.  37°11'10"  W.,  49.7  feet,  to  monument 
No.  26,  which  Is  a  corner  post  of  a  wire  fence; 

N.  74°38'60''  W„  43.8  feet,  to  monument 
No.  27,  which  Is  a  corner  poet  of  a  wire  fence; 

N.  54°39'20''  W.,  1,109.9  feet,  to  monument 
No.  28,  which  Is  a  corner  post  of  a  wire  fence; 

N.  31°10'30"  W..  417.9  feet,  to  monument 
No.  29,  which  Is  a  corner  post  of  a  wire  fence; 

S.  81°12'30''  W„  12.4  feet,  to  monument 
No.  30,  which  Is  a  corner  post  of  a  wire  fence; 

N.  08°03'40”  W.,  138.4  feet,  to  monument 
No.  31,  which  Is  a  corner  po6t  of  a  wire 
fence; 


N.  07*04 '40''  E.,  60.2  feet,  to  monument 
No.  32,  which  Is  a  corner  post  of  a  wire  fence; 

N.  07°09'20''  W.,  69.8  feet,  to  monument 
No.  33,  which  Is  a  corner  post  of  a  wire  fence; 

N.  64°34'20”  W.,  198.4  feet,  to  monument 
No.  34,  which  Is  a  corner  post  of  a  wire  fence; 

N.  43°26'00”  W„  1,108.8  feet,  to  monument 
No.  35,  which  Is  a  corner  post  of  a  wire  fence; 

N.  86°08'50''  W.,  340.2  feet,  to  monument 
No.  36,  which  Is  a  corner  post  of  a  wire  fence; 

N.  58°57'20”  W.,  526.6  feet,  to  monument 
No.  37,  which  Is  a  corner  post  of  a  wire  fence; 

N.  24°34'50"  W.,  214.6  feet,  to  monument 
No.  38,  which  Is  a  corner  post  of  a  wire  fence; 

N.  20°55'40”  W.,  218.2  feet,  to  monument 
No.  39,  which  Is  a  corner  post  of  a  wire  fence; 

N.  49°17'00''  W„  261.4  feet,  to  monument 
No.  40,  which  is  a  corner  post  of  a  wire  fence; 

N.  68°35'00“  W.,  229.3  feet,  to  iftonument 
No.  41,  which  Is  a  comer  post  of  a  wire  fence; 

N.  61°36'00''  W.,  273.8  feet,  to  monument 
No.  42,  which  Is  a  corner  post  of  a  wire  fence; 

N.  66°18'20"  W„  430.3  feet,  to  monument 
No.  43,  which  Is  a  corner  post  of  a  wire  fence: 

N.  49°36'50''  W.,  304.3  feet,  to  monument 
No.  44,  which  Is  a  2%  -Inch  galvanized  iron 
pipe; 

N.  49°37'40"  W„  1,746.1  feet,  through  mon¬ 
ument  No.  44-1,  which  Is  a  2%  -Inch  gal¬ 
vanized  Iron  pipe,  to  monument  No.  45. 
which  Is  a  concrete  post,  the  distances  being 
740.3  feet  and  1,006.8  feet,  successively,  from 
beginning  of  the  course; 

N.  45°58'30”  W.,  199.7  feet,  to  monument 
No.  46.  which  Is  a  2%  -Inch  galvanized  Iron 
pipe; 

N.  45°59'20"  W.,  297.1  feet,  through  mon¬ 
ument  No.  46-1,  which  Is  a  2% -Inch  gal¬ 
vanized  Iron  pipe,  to  monument  No.  47, 
which  Is  an  8-lnch  square  concrete  post,  the 
distances  being  148.5  feet  and  148.6  feet, 
successively,  from  beginning  of  the  course; 

N.  76°17'10''  W.,  574  feet,  to  monument 
No.  48,  which  Is  a  concrete  post  8  Inches 
square; 

N.  33°14'20"  W.,  607.1  feet,  through  mon¬ 
ument  No.  48-1,  which  Is  a  2%  -Inch  gal¬ 
vanized  Iron  pipe,  to  monument  No.  49, 
which  Is  a  concrete  post  8  Inches  sauare,  the 
distances  being  155.3  feet  and  461.8  feet, 
successively,  from  beginning  of  the  course; 

N.  21°04'20''  E.,  606.7  feet,  to  monument 
No.  60,  which  Is  a  concrete  post  8  Inches 
square; 

N.  38°00'00''  E.,  1,868.34  feet,  to  monument 
No.  61,  which  Is  an  Iron  rod  In  concrete; 

8.  62°29'00''  E.,  3,763.38  feet,  to  monument 
No.  62,  which  Is  an  Iron  rod  In  concrete, 
located  76  feet  southwesterly  from  the  cen¬ 
terline  of  the  Panama  Railroad  main  line; 

8.  47°49'46’*  W.,  797.03  feet,  to  monument 
No.  63,  which  Is  an  Iron  rod  In  concrete; 

8.  69°43'16"  E.,  203.86  feet,  to  monument 
No.  64,  which  Is  an  Iron  rod  In  concrete; 

8.  54°68'16''  E.  326.18  feet,  to  monument 
No.  56.  which  Is  an  Iron  rod  In  concrete; 

N.  48°07'46''  E„  723.72  feet,  to  monument 
No.  56,  which  Is  an  Iron  rod  In  concrete, 
located  75  feet  southwesterly  from  the  cen¬ 
terline  of  the  Panama  Railroad  main  line; 

Thence  southeasterly,  along  a  line  parallel 
to  and  75  feet  southwesterly  from  the 
Panama  Railroad  main  line,  5,870  feet,  more 
or  less,  to  monument  No.  57,  which  Is  an 
Iron  rod  In  concrete,  located  75  feet  south¬ 
westerly  from  the  Panama  Railroad  main 
line  and  76  feet  westerly  from  the  centerline 
of  Galllard  Highway; 

Thence  In  a  generally  southerly  direction, 
parallel  to  and  75  feet  westerly  from  the 
centerline  of  Galllard  Highway,  5,030  feet, 
more  or  less,  to  monument  No.  23,  the  point 
of  beginning. 

The  above  described  tract  contains  an  area 
of  710.0  acres,  more  or  less,  and  Is  as  shown 
on  Canal  Zone  Government  Drawing  No.  X- 
6122-14,  entitled  “Boundary  of  Naval  Station, 
Panama  Canal,  Parcel  No.  3  (Summit)”, 
scale  1:6,000,  dated  March  1.  1976,  on  file  In 


FEDERAL  REGISTER,  VOL.  41,  NO.  123 — THURSDAY,  JUNE  24,  1976 


RULES  AND  REGULATIONS 


26161 


the  Office  of  the  Governor,  Balboa  Heights, 
Canal  Zone. 

(k)  In  Parcel  No.  3  (Summit),  de¬ 
scribed  in  paragraph  (j)  of  this  section, 
the  members,  guests,  and  employees  of 
the  Los  Caballeros  Riding  Club  shall  be 
permitted,  subject  to  necessary  security 
measures,  to  use  La  Pita  Road  as  a  means 
of  access  to  the  area  licensed  to  the  Club 
under  Canal  Zone  Government  Land 
License  No.  1441. 

(l)  Parcel  Uo.  4  (Gatun) . 

Beginning  at  monument  No.  N.F.  14,  which 
Is  an  8-lnch  square  concrete  post,  located  on 
the  southerly  boundary  of  Parcel  No.  5 
(Gullck),  Panama  Canal  Military  Reserva¬ 
tion,  the  geodetic  position  of  which  monu¬ 
ment  Is  In  latitude  09*18'  N.  plus  3,348.8  feet 
and  longitude  79*52  'W.,  plus  4,598.4  feet  from 
Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

8.  00*01'30"  W..  837.6  feet  through  monu¬ 
ments  Nos.  N.P.  15  and  N.P.  16,  which  are 
1*6 -Inch  galvanized  Iron  pipes,  to  monu- 
%  ment  No.  G.P.  16,  which  Is  an  8-inch  square 
concrete  post,  located  at  the  northeast  corner 
of  Panama  Canal  portion  of  the  Gatun  Tank 
Farm,  the  distances  being  3°3.5  feet,  278.9 
feet  and  165.2  feet,  successively,  from  begin¬ 
ning  of  the  course; 

Due  west,  224.0  feet,  along  the  boundary 
of  the  Panama  Canal  portion  of  the  Gatun 
Tank  Farm  to  monument  No.  G.F.  17,  which 
Is  a  1^4  -Inch  galvanized  Iron  pipe; 

S.  89"59'00"  W  ,  291.4  feet,  along  the  above 
mentioned  boundary  to  monument  No.  G.F. 

18,  which  Is  a  2-lnch  galvanized  Iron  pipe; 
N.  89°59'30"  W.,  72.8  feet,  along  the  above 

mentioned  boundary,  to  monument  No.  G.F. 

19,  which  Is  a  2-lnch  galvanized  Iron  pipe; 
S.  89*59'30"  W.,  617.3  feet,  along  the  above 

mentioned  boundary,  through  monument  No. 
G.F.  20,  which  Is  a  2-lnch  galvanized  Iron 
pipe,  to  monument  No.  G.F.  21,  which  Is  an 
8-lnch  square  concrete  post,  the  distances 
being  404.1  feet  and  213.2  feet,  successively, 
from  beginning  of  the  course; 

Due  south,  509.0  feet,  along  the  above  men¬ 
tioned  boundary,  through  monument  No. 
G.F.  22,  which  Is  an  8-lnch  square  concrete 
post,  to  monument  No.  G.F.  22-A,  which  Is 
an  8-lnch  square  concrete  post,  the  distances 
being  260.0  feet  and  249.0  feet,  successively, 
from  beginning  of  the  course; 

N.  89°59'30''  W.,  1001.9  feet,  along  the 
above  mentioned  boundary,  through  monu¬ 
ments  Nos.  G.F.  2-1,  G.F.  22-2,  G.F.  22-3  and 
GF.  22-4,  which  are  2-lnch  galvanized  Iron 
pipes,  to  monument  No.  C.F.  27,  which  Is  an 
8-lncb  square  concrete  post,  the  distances 
being  218.1  feet,  399.8  feet,  282.1  feet,  73.2 
feet  and  28.7  feet,  successively,  from  begin¬ 
ning  of  the  course; 

S.  00°00'30''  E..  150.5  feet  along  the  above 
mentioned  boundary,  to  monument  No.  G.F. 
28,  which  1b  a  2-lnch  galvanized  Iron  pipe; 

S.  00*01 '00''  W.,  1099.6  feet  along  the  above 
mentioned  boundary,  through  monuments 
Nos.  G.F.  29,  G.F.  29-1,  G.F.  29-2,  and  G.F. 
29-3,  which  are  2-inch  galvanized  Iron  pipes, 
to  monument  No.  N.F.A.,  which  Is  an  8-lnch 
square  concrete  post,  the  distances  being 
150.5  feet,  154.7  feet,  280.7  feet,  135.8  feet 
and  377.9  feet,  successively,  from  beginning 
of  the  course; 

S.  89*69'00”  E.,  1312.0  feet,  along  the  above 
mentioned  boundary,  through  monuments 
Nos.  N.F.  A— 1,  N.F.  A-2,  N.F.  A-3,  N.F.  A-4 
and  N.F.  A-5,  which  are  2-lnch  galvanized 
iron  pipes,  to  monument  No.  N.F.  B.  which 
Is  an  8-lnch  square  concrete  post,  the  dis¬ 
tances  being  290.7  feet.  357.0  feet,  141.7 


feet,  86.2  feet,  296.6  feet  and  141.0  feet,  suc¬ 
cessively,  from  beginning  of  the  course; 

8. 00®01'00"  W.,  2004.0  feet,  along  the  above 
mentioned  boundary,  through  monuments 
Nos.  N.F.  B-l,  N.F.  B-2,  N.F.  B-3,  NF.  B-4, 
NF.  B-5  and  NF.  B  6.  which  are  2-lnch 
galvanized  Iron  pipes,  to  monument  No.  NF. 

C,  which  Is  an  8-lnch  square  concrete  post 
located  on  the  northern  boundary  of  Parcel 
No.  4  (Davis),  Panama  Canal  Military  Reser¬ 
vation,  the  distances  being  187.6  feet,  474.4 
feet,  106.6  feet,  459.9  feet.  239.9  feet.  360.8 
feet  and  174.8  feet,  successively,  from  begin¬ 
ning  of  the  course; 

N.  89*57'00''  W„  640.4  feet,  along  the 
northern  boundary  of  Parcel  No.  4  (Davis), 
Panama  Canal  Military  Reservation,  through 
monuments  Nos.  M.R.  13-C  and  M.R.  13-D, 
which  are  2-lnch  galvanized  Iron  pipes,  to 
monument  No.  M.R.  14,  which  Is  a  1  *4  -Inch 
galvanized  Iron  pipe,  the  distances  being 
164.8  feet,  325.6  feet  and  150.0  feet,  succes¬ 
sively,  from  beginning  of  the  course; 

N.  89°58'30"  W..  1396.0  feet,  along  the 
above  mentioned  boundary,  through  monu¬ 
ments  Nos.  M.R.  14-A,  M  R.  14-B,  M.R.  14-C, 
which  are  iy£-lnch  galvanized  Iron  pipes, 
and  monument  No  M.R.  14-D,  which  Is  a 
2-lnch  galvanized  Iron  pipe,  to  monument 
No.  MR.  15,  which  Is  a  1%  -Inch  galvanized 
Iron  pipe,  the  distances  being  96.6  feet, 
348.1  feet,  168.9  feet,  556.3  feet  and  226.1  feet, 
successively,  frem  beginning  of  the  course; 

8.  89°57'30"  W„  476.7  feet,  along  the  above 
mentioned  boundary,  through  monuments 
Nos.  M.R.  15- A  and  MR.  15-B,  which  are 
2-lnch  galvanized  Iron  pipes,  to  monument 
No.  M.R.  16-C,  which  Is  a  2-lnch  galvanized 
Iron  pipe,  the  distances  being  87.0  feet, 

126.5  feet  and  263.2  feet,  successively,  from 
beginning  of  the  course; 

N.  00*00'30"  E.,  1159.1  feet,  through  monu¬ 
ments  Nos.  G.F.  51,  G.F.  50,  G.F.  49,  which  are 
2-lnch  galvanized  Iron  pipes,  G.F.  48,  which  Is 
a  1 >6  -Inch  galvanized  Iron  pipe,  GF.  47  and 
G.F.  46,  which  are  2-lnch  galvanized  Iron 
pipes,  to  monument  No.  GF.  45,  which  Is  a 
a  2-inch  galvanized  Iron  pipe,  the  distances 
being  162.9  feet,  155.2  feet.  255.8  feet.  107.7 
feet,  146.7  feet,  180.3  feet  and  150.5  feet, 
successively,  from  beginning  of  the  course; 

N.  00*01’00"  E.,  338.3  feet,  through  monu¬ 
ment  No.  G.F.  44,  which  Is  a  2-lnch  gal¬ 
vanized  Iron  pipe,  to  monument  No.  G.F.  43, 
which  Is  a  2-lnch  galvanized  Iron  pipe,  the 
distances  being  140.4  feet,  and  197.9  feet,  suc¬ 
cessively,  from  beginning  of  the  course. 

N.  00*01 '30"  E„  87.1  feet,  to  monument 
No.  G.F.  42,  which  Is  a  2-lnch  galvanized 
Iron  pipe; 

N.  00*01  '00"  E.,  812.5  feet,  through  monu¬ 
ments  Nos.  G.F.  41,  which  Is  a  2-lnch  gal¬ 
vanized  Iron  pipe,  G.F.  40,  G.F.  39,  which 
are  1  >4 -inch  galvanized  Iron  pipes,  to  monu¬ 
ment  No.  G.F.  38,  which  Is  a  2-lnch  galva¬ 
nized  Iron  pipe,  the  distances  being  199.9  feet, 

201.5  feet,  140.7  feet  and  270.4  feet,  succes¬ 
sively,  from  beginning  of  the  course; 

N.  00*01 '30”  E.,  169.5  feet,  to  monument 
No.  G.F.  37,  which  Is  a  2-lnch  galvanized 
Iron  pipe; 

N.  00"01'00"  E.,  179.9  feet,  to  monument 
No.  G.F.  36,  which  Is  a  2*6 -Inch  galvaflteed 
iron  pipe; 

N.  00*01'30”  E  ,  609.6  feet,  through  monu¬ 
ment  No.  G.F.  35,  which  Is  a  2-lnch  galva¬ 
nized  Iron  pipe,  to  monument  No.  N.F.  1, 
which  Is  an  8-lnch  square  concrete  post,  the 
distances  being  207.7  feet  and  401.9  feet,  suc¬ 
cessively,  from  beginning  of  the  course; 

N.  32*31'00"  E.,  2252.2  feet  through  monu¬ 
ments  Nos.  NF.  2,  NF.  3,  N.F.  4,  N.F.  5  and 
N.F.  6,  which  are  1  *6 -Inch  galvanized  Iron 
pipes,  to  monument  No.  NF.  7,  which  Is  a 
%-lnch  reinforcing  Iron  In  concrete  below 
road  surface,  the  distances  being  242.1  feet. 


279.2  feet,  272.7  feet,  616.6  feet,  330.8  feet 
and  510.9  feet,  successively,  from  beginning  of 
the  course; 

N.  31*12'30"  W.,  544.1  feet  through  monu¬ 
ments  Nos.  NF.  8  and  N.F.  9,  which  are  1  *6  - 
inch  galvanized  Iron  pipes,  to  monument 
No.  NF.  10,  which  Is  an  8-inch  square  con¬ 
crete  post,  the  distances  being  106.8  feet,  66.3 
feet  and  372.0  feet,  successively,  from  begin¬ 
ning  of  the  course; 

Due  north,  1,108.5  feet  through  monu¬ 
ments  Nos.  N.F.  11,  NF.  12  and  NF.  13,  which 
are  1  *6  -Inch  galvanized  Iron  pipes,  to  monu¬ 
ment  No.  15,  which  Is  an  8-lnch  square  con¬ 
crete  post  located  on  the  southerly  boundary 
of  Parcel  No.  5  (Gullck),  Panama  Canal  Mili¬ 
tary  Reservation,  the  distances  being  162.1 
feet,  627.9  feet,  40.8  feet  and  277.7  feet,  suc¬ 
cessively,  from  beginning  of  the  course; 

8.  46*01'00"  E.,  1,141.6  feet  along  the  above 
mentioned  boundary  through  monuments 
Nos.  MR.  14  and  MR.  13,  which  are  2*6  - 
Inch  galvanized  Iron  pipes,  to  monument 
No.  MR.  12.  which  Is  a  2  *6  -inch  galvanized 
Iron  pipe,  the  distances  being  356.9  feet,  394.9 
feet  and  389.8  feet,  successively,  from  be¬ 
ginning  of  the  course; 

8.  46 "01 '30"  E..  205.1  feet,  along  the  above 
mentioned  boundary,  to  monument  No.  MR. 
11,  which  is  a  2  *6 -Inch  galvanized  Iron  pipe; 

8.  46*01 '00  E.,  463.0  feet,  along  the  above 
mentioned  boundary,  to  monument  No.  M.R. 
10,  which  Is  a  2  %  -Inch  galvanized  iron  pipe; 

8.  46°02'00"  E.,  400.0  feet,  along  the  above 
mentioned  boundary,  to  monument  No.  MR. 
9,  which  Is  a  2*6  -Inch  galvanized  Iron  pipe; 

S.  46*01'00”  E.,  456.1  feet,  along  the  above 
mentioned  boundary,  to  monument  No. 
MR.  8,  which  Is  a  2*6 -inch  galvanized  Iron 
pipe; 

8.  46°13'30"  E.,  315.4  feet,  along  the  above 
mentioned  boundary,  to  monument  No.  7, 
which  Is  a  1*6  -Inch  galvanized  iron  pipe; 

8.  45°58'00"  E.,  118.2  feet,  along  the  above 
mentioned  boundary,  to  monument  No.  6, 
which  Is  an  8-lnch  square  concrete  post; 

8.  72"56'30”  E  ,  269.4  feet,  along  the  above 
mentioned  boundary,  through  monument 
No.  5,  which  is  a  1*6 -Inch  galvanized  Iron 
pipe,  to  monument  No.  N.F.  14,  the  point  of 
beginning,  the  distances  being  146.3  feet  and 
114.1  feet,  successively,  from  beginning  of  the 
course. 

(m)  Parcel  No.  4-A. 

Beginning  at  monument  "A”,  which  Is  a 
%  Inch  Iron  rod,  driven  below  the  surface  of 
the  gravel  access  road,  the  geodetic  position 
of  which  monument  Is  In  latitude  09*18'  N., 
plus  4,269  feet  and  longitude  79*53'  W., 
1,267.6  feet.  The  bearing  and  distance  from 
monument  “A”  to  monument  N.F.  10  on  Par¬ 
cel  No.  4  (Gatun)  Is  N.  46°05'25"  E.,  278.1 
feet. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

8.  24 °04'30"  E..  214.2  feet  to  monument 
"B”,  which  Is  a  %-lnch  Iron  rod; 

8.  26*02' 10"  W.,  32.6  feet  to  monument 
“C”,  which  Is  a  2-lnch  galvanized  Iron  pipe; 

N.  63°57'60"  W.,  338.0  feet  to  monument 
“D”,  which  Is  a  2-lnch  galvanized  Iron  pipe; 

N.  24°04'30"  W.,  187.1  feet  to  monument 
"E”,  which  Is  a  2-lnch  galvanized  Iron  pipe; 

N.  26*02'10"  E.,  50.0  feet  to  monument 
“F”,  which  Is  a  %-lnch  Iron  rod; 

8.  63*67'60"  E.,  317.2  feet  to  monument 
"A’*,  which  Is  a  %-lnch  Iron  rod,  the  point  of 
beginning. 

The  area  of  Parcel  No.  4  (Gatun)  Is  288.5 
acres,  more  or  less;  and  Parcel  No.  4-A  Is 
1.4  acres,  more  or  less,  as  shown  on  Pan¬ 
ama  Canal  Drawing  No.  6122-13  entitled 
“Boundary  of  Naval  Station,  Panama  Canal, 
Parcels  No.  4  (Gatun)  and  4-A,  scale  1:3,000, 
dated  March  1,  1976,  on  file  In  the  Office  of 
the  Governor,  Balboa  Heights,  Canal  Zone. 
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(n)  The  services  and  facilities  which 
are  within  or  which  traverse  Parcels  No. 
4  (Gatun)  and  4-A  and  which  hereto¬ 
fore  have  been  used  jointly  by  the  Navy 
and  the  Panama  Canal  Company  or  the 
Canal  Zone  Government,  as  the  case  may 
be,  including  roads,  waterlines,  power  and 

•  communication  lines,  shall  continue  to  be 
available  to  the  Panama  Canal  Company 
and  the  Canal  Zone  Government,  under 
such  conditions  as  may  be  agreed  upon 
by  the  Commanding  Officer,  U.S.  Naval 
Station,  Panama  Canal,  and  the  Govern¬ 
or. 

(o)  Sanitary  sewage  originating  within 
developed  sections  of  Parcels  No.  4  (Ga¬ 
tun)  and  4-A  may  not  permitted  to  dis¬ 
charge  into  the  drainage  basin  of  Gatun 
Lake. 

(p)  Parcel  No.  5  (Galeta) . 

Beginning  at  monument  No.  10,  which  Is 
a  2-lnch  Iron  pipe,  located  on  the  northerly 
side  of  Galeta  Road,  the  geodetic  position  of 
which  Is  In  latitude  09*22'  N.  plus  4,634.4 
feet  and  longitude  79°52'  W.  plus  5,632.6  feet 
from  Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

N.  75°40'10"  E.,  260.2  feet,  to  monument 
No.  9.  which  is  a  2-lnch  Iron  pipe,  located  on 
the  northerly  side  of  Galeta  Road; 

N.  65*26'30"  E.,  284.3  feet,  to  an  unmarked 
point  called  No.  8,  located  50  feet  northerly 
from  the  centerline  of  Galeta  Road,  on  the 
mean  low  waterline  of  the  Caribbean  Sea  on 
the  left  bank  of  the  Rio  Coco  Solo; 

In  a  general  westerly  and  northerly  direc¬ 
tion,  foUowlng  the  mean  low  waterline  of  the 
Caribbean  Sea,  along  the  left  bank  of  the 
Rio  Coco  Solo  and  the  shore  of  Margarita  Is¬ 
land  (except  where  drainage  ditches  extend 
inland  from  the  shoreline)  to  an  unmarked 
point  called  No.  7-A,  located  on  longitude 
79*62'  W.  plus  5,780  feet; 

Due  north,  130  feet  more  or  less,  to  an 
unmarked  point  called  No.  7-B,  located  on 
the  mean  low  waterline  of  the  Caribbean  Sea, 
on  the  southerly  side  of  an  unnamed  Island 
southeast  from  Palma  Media  Island; 

In  a  general  northerly  and  easterly  direc¬ 
tion,  following  the  mean  low  waterline  of  the 
Caribbean  Sea,  along  the  seaward  side  of  all 
mainland  and  Island  (two  unnamed  Islands 
south  of  Palma  Media  Island.  Palma  Media 
Island,  Galeta  Islands,  Pena  Guapa  Islands, 
an  unnamed  Island  east  of  Pena  Guapa 
Island,  and  the  western  part  of  Largo  Remo 
Island)  to  an  unmarked  point  called  No.  7-1, 
located  on  the  northerly  side  of  Largo  Remo 
Island  and  N.  00° 32 '00''  E.,  850  feet,  or  more 
or  less,  from  monument  No.  0,  of  the  original 
Canal  Zone-Republic  of  Panama  Five  MUe 
Boundary  Line; 

N.  00*14'50''  E.,  100  feet,  more  or  less,  to 
an  unmarked  point  called  No.  7-J,  located 
on  the  Canal  Zone-Republic  of  Panama 
boundary  and  the  extreme  low  waterline  of 
the  Caribbean  Sea; 

In  a  general  easterly,  southerly  and  west¬ 
erly  direction  following  the  Canal  Zone-Re¬ 
public  of  Panama  boundary  line  along  the 
extreme  low  waterline  of  the  Caribbean  Sea, 
along  the  shoreline  of  the  Largo  Remo  Island, 
Droque  Island,  and  two  small  Islands  to  the 
north  and  adjacent  to  Droque  Island,  to  an 
unmarked  point  called  No.  7-K,  located  on 
the  Canal  Zone-Republic  of  Panama  bound¬ 
ary  and  the  extreme  low  waterline  of  the 
Caribbean  Sea  at  the  southerly  side  of  Largo 
Remo  Island; 

S.  00 *32 '00"  W.,  2,602.2  feet,  more  or  less, 
along  the  Canal  Zone-Republic  of  Panama 
boundary  line  to  an  unmarked  point 
43-A; 
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S.  89*58  00"  W.,  3,926.6  feet,  through 
monument  No.  43,  which  Is  a  brass  plug  in 
concrete,  to  monument  No.  34.  which  Is  a 
brass  plug  In  concrete; 

Due  west,  76.0  feet,  more  or  less,  to  an  un¬ 
marked  point  called  81-H,  located  on  lati¬ 
tude  09°23'  N.  plus  882.99  feet  and  longitude 
79*51'  W.  plus  3,607.6  feet; 

In  a  general  westerly  and  southerly  direc¬ 
tion,  following  a  line  parallel  to  and  30  feet 
southerly  from  the  centerline  of  Road  R12-E 
(old  100'  Hill  Road)  and  Galeta  Road  to  an 
unmarked  point  called  No.  10-A,  located  on  a 
line  parallel  to  and  30  feet  southerly  from 
the  centerline  of  Galeta  Road; 

N.  14*02'10"  W.,  50.0  feet,  more  or  less, 
crossing  Galeta  Road  to  monument  No.  10, 
the  point  of  beginning. 

(q)  There  shall  also  be  included  within 
the  above  described  Parcel  No.  5  (Gale¬ 
ta)  ,  all  land  and  water  within  a  zone  ex¬ 
tending  a  distance  of  100  yards  out  from 
the  mean  low  waterline  on  all  shores  of 
Parcel  No.  5  (Galeta)  lying  west  of  a  line 
extended  through  unmarked  points 
called  7-J  and  7-K.  In  any  area  where 
such  100-yard  zone  would  overlap  any 
similar  zone  included  within  Parcel  No. 
5-A,  Panama  Canal  Military  Reservation, 
the  dividing  line  between  the  respective 
zones  shall  be  midway  between  the  mean 
low  waterlines  of  the  respective  parcels. 

The  above  described  boundary  from  monu¬ 
ment  No.  43-A  to  monument  No.  10,  the 
point  of  beginning,  Is  common  with  that  part 
of  the  northern  boundary  of  Parcel  No.  5-A 
(Gullck  of  the  Panama  Canal  MUltary  Res¬ 
ervation.  The  total  area  of  the  parcel,  above 
the  mean  low  waterline  or  above  the  extreme 
low  waterline.  Is  2,566.0  acres,  more  or  less, 
and  Is  as  shown  on  Canal  Zone  Government 
Drawing  No.  6122-11,  entitled  "Boundaries 
of  U.S.  Army  and  U.S.  Navy  Reservations,” 
scale  1:10,000  dated  February  26,  1976,  on 
file  In  the  Office  of  the  Governor,  Balboa 
Heights,  Canal  Zone. 

§  5.41  Howard  Air  Force  Base. 

The  following  described  areas  of  land, 
situated  in  the  Canal  Zone  and  desig¬ 
nated  as  Howard  Air  Force  Base,  are  re¬ 
served  and  set  apart  as,  and  assigned  to 
the  uses  and  purposes  of,  an  Air  Force 
Reservation,  under  the  jurisdiction  and 
control  of  the  Secretary  of  the  Air  Force, 
but  subject  to  §  5.62 : 

(a)  Parcel  No.  1  (Howard). 

Beginning  at  monument  A.T.F.  2,  which  Is 
&  2  Vi -Inch  Iron  pipe  set  In  concrete,  located 
on  the  eastern  boundary  of  Parcel  No.  2-A, 
Naval  Station,  Panama  Canal  and  on  the 
right  bank  of  the  Rio  Velasquez,  the  geodetic 
position  of  which  Is  In  latitude  08*57'  N.  plus 
2,611.6  feet  and  longitude  79*36'  W.  plus 
2,100.1  feet  from  Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

N»  65°27'30"  E.,  125.1  feet,  to  monument 
No.  33,  which  Is  a  2  Vi -Inch  Iron  pipe; 

N.  15*10'10"  E..  150.2  feet,  to  monument 
No.  34,  which  is  a  2-lnch  Iron  pipe,  located  50 
feet  southerly  from  the  centerline  of  the 
pavement  of  Thatcher  Highway; 

Easterly,  along  a  line  parallel  to  and  50 
feet  southerly  from  the  centerline  of  Thatcher 
Highway  pavement  to  monument  No.  35, 
which  Is  a  3-lnch  Iron  pipe,  the  geodetic  posi¬ 
tion  of  which  Is  In  latitude  08*57'  N.  plus 
2,651.5  feet  and  longitude  79*36'  W.  plus 
1,504.0  feet; 

S.  00“04'50"  E„  152.3  feet,  to  monument 
No.  36,  which  Is  a  10-inch  square  concrete 
monument; 


S.  82 ' 23'20”  E.,  493.2  feet,  to  monument 
No.  36-1,  which  Is  a  2-lnch  Iron  pipe; 

S.  82°20'10"  E„  238.9  feet,  to  monument 
No.  36-2,  which  Is  a  2-lnch  Iron  pipe  set  In 
concrete; 

S.  82°20'00"  E.,  119.4  feet,  to  monument 
No.  36-3,  which  Is  a  2-lnch  Iron  pipe  set  In 
concrete; 

S.  82°22'30"  E„  662.1  feet,  to  monument 
No.  37,  which  Is  a  10-inch-square  concrete 
monument; 

N.  00*02'19"  W„  39.4  feet,  to  monument 
No.  N-17-A,  which  Is  a  lV4-lnch  Iron  pipe 
set  In  concrete,  located  200.0  feet  southerly 
from  the  centerline  of  the  present  Thatcher 
Highway  pavement,  the  geodetic  position  of 
which  Is  In  latitude  08*57'  N.  plus  2,337.7  feet, 
more  or  less,  and  longitude  79*36'  W„  plus 
3.4  feet,  more  or  less; 

Southeasterly,  along  a  line  parallel  to  and 
200  feet  southerly  from  the  centerline  of  the 
present  Thatcher  Highway  pavement,  to 
monument  No.  40- A,  which  Is  a  1  Vi  -inch  Iron 
pipe  set  In  concrete,  located  200.0  feet  south¬ 
westerly  from  the  centerline  of  the  present 
Thatcher  Highway  pavement  and  50  feet 
westerly  from  the  centerline  of  the  Bruja 
Road  pavement; 

Northeasterly,  along  a  line  parallel  to  and 
50  feet  westerly  from  the  centerline  of  Bruja 
Road  pavement  to  an  unmarked  point  called 
No.  40,  located  50  feet  southwesterly  from  the 
centerline  of  Thatcher  Highway  pavement, 
the  geodetic  position  of  which  is  In  latitude 
08*57'  N.  plus  1,969.6  feet  and  longitude 
79*35'  W.  plus  2.871.9  feet; 

S.  49*42’40"  E„  103.3  feet,  crossing  Brula 
Road,  to  monument  No.  41,  which  Is  a  2-lnch 
Iron  pipe,  located  50  feet  southeasterly  from 
the  centerline  of  Brula  Road  pavement  and 
50  feet  southwesterly  from  the  centerline  of 
Thatcher  Highway  pavement; 

In  a  general  southeasterly  direction  3,755.0 
feet,  more  or  less  along  a  line  which  Is  south¬ 
westerly  and  at  a  distance  of  60  feet  from  the 
centerline  of  the  pavement  of  the  Thatcher 
Highway  to  an  unmarked  point  called  45-A, 
which  Is  50.0  feet  southwesterly  and  at  right 
angles  from  the  centerline  of  Thatcher  High¬ 
way  pavement.  „ 

S.  11°37'00"  W„  6.8  feet  to  monument  No. 
46.  which  Is  a  10-lnch  square  concrete  monu¬ 
ment.  located  56.8  feet,  southwesterly  from 
the  centerline  of  Thatcher  Highway  pave¬ 
ment  and  20.7  feet  northwesterly  from  the 
centerline  of  K-2D  road  pavement; 

South,  822.9  feet,  to  monument  No.  47, 
which  Is  a  10-lnch  square  concrete  monu¬ 
ment; 

S.  00*03 '00"  W.,  721.3  feet,  to  monument 
N.B.  which  Is  an  8-lnch  souare  concrete  post, 
located  on  the  northerly  boundary  of  Parcel 
No.  2-B,  Naval  Station.  Panama  Canal; 

West,  1,799.1  feet,  along  the  above  men¬ 
tioned  Naval  boundary  through  monuments 
N-10A,  N-10,  N-9,  and  N-8,  which  are  2  Vi  - 
Inch  Iron  pipes,  to  an  unmarked  point  called 
N-5,  the  distances  being  634.3  feet,  213.0 
feet.  324.9  feet.  231.7  feet,  and  395.2  feet, 
successively,  from  beginning  of  the  course; 

South,  920.7  feet,  along  the  above  men¬ 
tioned  Naval  boundary  to  an  unmarked  point 
called  N-4; 

West  1.837.0  feet,  along  the  above  men¬ 
tioned  Naval  boundary,  to  an  unmarked 
point  called  N-3,  which  Is  100  feet  north  of 
the  centerline  of  Polnclana  Drive; 

South,  4,670.9  feet,  along  the  westerly 
boundary  of  the  above  mentioned  Naval  Sta¬ 
tion,  through  monuments  N-2  and  N-l, 
which  are  2  Vi -Inch  Iron  pipes,  monument 
“J”,  which  is  an  8-lnch  square  concrete  post, 
monuments  Nos.  51,  52,  53,  54  and  65,  which 
are  2  Vi -Inch  Iron  pipes,  to  monument  N-26N, 
which  Is  an  8-lnch  square  concrete  post,  the 
distances  being  624.0  feet,  767.7  feet,  687.7 
feet,  500.0  feet,  580.0  feet.  530.0  feet.  303.0 
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feet,  600.0  feet,  and  78.5  feet,  successively, 
from  beginning  of  the  course; 

8.  52*07'00"  E.,  2,452.1  feet,  along  the 
southwesterly  boundary  of  the  above  men¬ 
tioned  Naval  Station,  through  monuments 
N-26A  and  N-25N,  which  are  2 Vi -Inch  Iron 
pipes,  to  monument  N-24N,  which  Is  an  8- 
lnch  square  concrete  post,  the  distances 
being  600.0  feet.  463.0  feet,  and  1,489.1  feet, 
successively,  from  beginning  of  the  course; 

East,  3,464.0  feet,  along  the  southerly 
boundary  of  the  above  mentioned  Naval  Sta¬ 
tion.  to  an  unmarked  point  called  N.D., 
located  In  the  swamp  on  the  southerly  side 
of  the  Rio  Par  fan; 

S.  71°29’20''  E.,  1,413.2  feet,  to  monument 
“A”,  which  Is  a  12-lnch  by  10-inch  concrete 
post,  located  at  the  northwest  corner  of  Palo 
Seco  Hospital; 

S.  13*27'50”  W.,  408.3  feet,  along  the  west¬ 
erly  boundary  of  the  Palo  Seco  Hospital,  to 
monument  B-2,  which  Is  a  2-lnch  Iron  pipe; 

S.  13®28’50”  W„  1,342.3  feet,  along  the 
above  mentioned  boundary,  through  monu¬ 
ment  B-l,  which  Is  a  2-lnch  Iron  pipe,  to 
monument  "B”,  which  Is  a  12-lnch  square 
concrete  post,  the  distances  being  510.2  feet 
and  832.1  feet,  successively,  from  beginning 
of  the  course; 

S.  44°59'60/'  E..  1,398.2  feet,  along  the 
above  mentioned  boundary,  through  monu¬ 
ment  E-12,  which  Is  a  2-lnch  Iron  pipe,  to 
monument  E-ll,  which  Is  a  2-lnch  iron  pipe, 
the  distances  being  759.7  feet  and  638.6  feet, 
successively,  from  beginning  of  the  course; 

S.  44*59*40”  E„  164.0  feet,  along  the  above 
mentioned  boundary,  to  monument  E-10, 
which  Is  a  2-lnch  Iron  pipe; 

S.  44“69'30”  E..  300.0  feet,  along  the  above 
mentioned  boundary,  to  monument  E-9, 
which  Is  a  12-lnch  square  concrete  monu¬ 
ment,  located  on  the  westerly  boundary  of 
the  Palo  Seco  Hospital,  the  geodetic  position 
of  which  Is  In  latitude  08°54'  N.  plus  4,728.9 
feet  and  longitude  79° 34'  W.  plus  2,002.3 
feet; 

West,  4,011.8  feet,  to  an  unmarked  point 
called  “K”,  located  on  the  meridian  79*35' 
W.  plus  0.0  feet; 

South,  400.0  feet,  to  an  unmarked  point 
called  "L”; 

Westerly,  1,600  feet,  more  or  less,  to  an 
unmarked  point  called  “M’\  located  on  the 
meridian  79*35”  W.  plus  1,600.0  feet  and 
20  feet  southerly  from  the  centerline  of  Big 
Row  Road; 

Westerly,  705  feet,  more  or  less,  along  a 
line  parallel  to  and  20  feet  southerly  from 
the  centerline  of  Big  Row  Road,  to  an  un¬ 
marked  point  called  M-l; 

S.  11*40'  W„  65.0  feet,  to  an  unmarked 
point  called  M-2; 

N.  78*20’  W.,  52.0  feet,  to  an  unmarked 
point  called  M-3; 

N.  11*40'  E.,  55.0  feet,  to  an  unmarked 
point  called  M-4; 

Westerly,  1,743  feet,  more  or  less,  along  a 
line  parallel  to  and  20  feet  southerly  from 
the  centerlines  of  Big  Row  Road  and  Evans 
Jones  Street,  to  an  unmarked  point  called 
“N”,  located  30  feet  easterly  from  the  center¬ 
line  of  Andrews  Boulevard; 

Southerly  and  southeasterly,  2,850  feet, 
more  or  less,  along  a  line  parallel  to  and  30 
feet  easterly  and  northeasterly  from  the 
centerline  of  Andrews  Boulevard,  to  an  un¬ 
marked  point  called  “O”,  located  opposite 
Foggln  Road,  at  an  Intersection  with  the 
northerly  projection  of  the  20-foot  offset 
line,  along  the  easterly  side  of  Foggln  Road; 

Southerly  and  southwesterly,  1,000  feet, 
more  or  less,  along  the  above  mentioned  20- 
foot  offset  line,  from  the  centerline  of  Foggln 
Road,  to  an  unmarked  point  called  "P”,  lo¬ 
cated  on  the  parallel  of  latitude  08*54'  N. 
plus  1,300.0  feet; 


West.  3,100  feet,  more  or  less,  to  an  un¬ 
marked  point  called  "Q”,  located  on  the 
centerline  of  the  Rio  Venado; 

Southerly,  1,600  feet,  more  or  less,  along 
the  centerline  of  the  Rio  Venado,  to  an  un¬ 
marked  point  called  “R”; 

N.  89 *69*30' '  W„  1,304.9  feet,  to  monument 
No.  1,  which  Is  a  2-inch  Iron  pipe; 

S.  89*59'20”W.,  700.0  feet,  through  monu¬ 
ment  No.  2,  which  Is  a  1  Vi -Inch  iron  pipe,  to 
monument  No.  3,  which  Is  a  1  Vi -inch  Iron 
pipe,  the  distances  being  670  feet  and  130.0 
feet,  successively  from  beginning  of  the 
course; 

S.  89°59'50”W.,  95.0  feet,  to  monument  No. 
4,  which  Is  a  1  Vi -Inch  Iron  pipe; 

N.  89'59'10”W.,  435.0  feet,  to  monument 
No.  5,  which  Is  a  2-lnch  Iron  pipe; 

N.  89°69'40''W„  3,270.2  feet,  through 

monument  No.  6,  which  Is  a  2-lnch  iron  pipe. 
No.' 7,  which  Is  a  1  Vi -Inch  Iron  pipe,  and  No. 
8,  which  Is  a  2Vi-lnch  iron  pipe,  to  monu¬ 
ment  “H”,  which  Is  an  8-lnch  square  con¬ 
crete  monument,  the  geodetic  position  of 
which  Is  In  latitude  08*54'  N.  plus  0.0  feet 
and  79*36'W.  plus  6,014.3  feet,  the  distances 
being  1,020.0  feet,  1,000.0  feet,  750.0  feet,  and 
500.2  feet,  successively,  from  beginning  of 
the  course; 

N.  00°00'10”  W.,  650.0  feet,  to  monument 
No.  9,  which  Is  a  2  Vi -Inch  iron  pipe; 

N.  00*00'20”  E.,  647.0  feet,  to  monument 
No.  10,  which  Is  a  2  Vi -inch  Iron  pipe; 

N.  00  *00'  10”  W.,  1,205.0  feet,  through  mon¬ 
ument  No.  11,  which  Is  a  2Vi-lnch  Iron  pipe, 
to  monument  No.  12,  which  Is  a  2  Vi -Inch 
Iron  pipe,  the  distances  being  750.0  feet  and 
455.0  feet,  successively  from  beginning  of  the 
course; 

N.  00*00*40"  W.,  189.1  feet,  to  monument 
No.  13,  which  Is  a  2  Vi -Inch  Iron  pipe; 

N.  00°00'10"  W.,  540.0  feet,  through  monu¬ 
ment  No.  14,  which  Is  a  2  Vi -Inch  Iron  pipe, 
to  monument  No.  15,  which  Is  a  2  Vi -Inch  Iron 
pipe,  the  distances  being  360.0  feet  and  180.0 
feet,  successively,  from  beginning  of  the 
course; 

N.  00*02*40”  W.,  406.0  feet,  to  monument 
No.  16,  which  Is  a  2  Vi -Inch  Iron  pipe; 

N.  00°00'40”  E.,  683.0  feet,  through  monu¬ 
ment  No.  17,  which  Is  a  2  Vi -Inch  Iron  pipe, 
to  monument  No.  18,  which  Is  a  2  Vi -Inch  iron 
pipe,  the  distances  being  400.0  feet  and  283.0 
feet,  successively,  from  beginning  of  the 
course; 

N.  00*00*50”  E.,  185.9  feet,  to  monument 
No.  19,  which  Is  a  2  Vi -Inch  Iron  pipe; 

N.  00°01'20”  W.,  706.0  feet,  to  monument 
No.  20,  which  Is  a  2^ -inch  Iron  pipe; 

N.  00°09'40"  W.,  1,062.0  feet,  through  mon¬ 
ument  No.  21,  which  Is  a  2  >4 -Inch  Iron  pipe, 
to  monument  No.  22,  which  Is  a  2  Vi -Inch 
Iron  pipe,  the  distances  being  520.0  feet  and 
532.0  feet,  successively,  from  beginning  of  the 
course; 

N.  OO'Ol'OO”  W.,  100.0  feet,  to  monument 
No.  23,  which  Is  a  2  -inch  iron  pipe; 

N.  00*01 '10"  W.,  157.0  feet,  to  monument 
No.  24,  which  Is  a  2  Vi -Inch  Iron  pipe; 

N.  00*00'20”  W.,  966.1  feet,  through  monu¬ 
ment  No.  25,  which  Is  a  2  Vi -Inch  Iron  pipe, 
to  monument  No.  26,  which  Is  a  2  Vi -Inch  Iron 
pipe,  the  distances  being  480.1  feet  and  486.0 
feet,  successively,  from  beginning  of  the 
course; 

N.  00°00'40”  W.,  600.0  feet,  to  monument 
No.  27,  which  Is  a  2  Vi -Inch  Iron  pipe; 

N.  00"00’30"  W.,  978.0  feet,  to  monument 
No.  28,  which  Is  a  2  Vi -inch  Iron  pipe; 

N.  00*00*20”  W„  2,126.1  feet,  through 
monuments  Nos.  29,  30,  and  31,  which  are 
2  Vi -Inch  Iron  pipes,  to  monument  No.  32, 
which  Is  a  2  Vi -Inch  Iron  pipe,  the  distances 
being  484.0  feet,  640.0  feet,  580.0  feet,  and 
422.1  feet,  successively,  from  beginning  of 
the  course; 


N.  00*00'50”  W„  775.1  feet,  to  monument 
No.  33,  which  Is  a  2  Vi -Inch  Iron  pipe; 

N.  00°00'40”  E„  270.0  feet,  to  monument 
No.  34  which  Is  a  2  Vi -Inch  Iron  pipe; 

N.  00*04'10"  E.,  1,073.9  feet,  through 
monument  "I”,  which  Is  an  8-lnch  square 
concrete  post,  monument  No.  60,  which  Is  a 
2-lnch  Iron  pipe,  and  monument  No.  61, 
which  Is  a  1  Vi -Inch  Iron  plpe,vto  monument 
No.  62,  which  Is  a  1  Vi  -inch  Iron  pipe,  the  dis¬ 
tances  being  60.4  feet,  590.9  feet,  160.7  feet, 
and  261.9  feet,  successively,  from  beginning 
of  the  course; 

N.  00°04'20"  E.,  947.5  feet,  through  mon¬ 
uments  Nos.  63,  64,  and  65,  which  are  1  Vi  - 
Inch  Iron  pipes,  to  monument  No.  66,  which 
Is  a  1  Vi -Inch  Iron  pipe,  the  distances  being 

119.8  feet,  207.5  feet,  273.7  feet,  and  346.5 
feet,  successively,  from  beginning  of  the 
course: 

N.  00*04*30”  E„  1, 111.1  feet,  through  mon¬ 
ument  No.  67,  which  Is  a  1  Vi -Inch  Iron  pipe, 
monuments  Nos.  68  and  69,  which  are  2-lnch 
Iron  pipes,  to  monument  No.  70,  which  is  a 
2-lnch  Iron  pipe,  the  distances  being  456.1 
feet,  305.4  feet.  272.3  feet,  and  77.3  feet,  suc¬ 
cessively,  from  beginning  of  the  course; 

N.  00°04'40"  E.,  1,125.9  feet,  through  mon¬ 
uments  Nos.  71  and  72,  which  are  2-lnch  Iron 
pipes,  to  monument  No.  A.T.F.  27-1,  which 
Is  a  2-lnch  Iron  pipe,  located  on  the  southern 
boundary  of  Parcel  No.  2-A,  Naval  Station, 
Panama  Canal,  the  distances  being  189.7  feet, 

527.8  feet,  and  408.4  feet,  successively,  from 
beginning  of  the  course. 

The  above  described  boundary  line  from 
monument  E-9  through  points  K,  L,  M,  M-l, 
M-2,  M-3,  M-4.  N,  O,  P,  Q,  and  R,  through 
monuments  No.  1  to  72  Inclusive,  to  monu¬ 
ment  A.T.F.  27-1,  Is  common  with  the 
northern,  western  and  eastern  boundaries  of 
Parcel  No.  3  (Kobbe),  Panama  Canal  Mili¬ 
tary  Reservation. 

S.  89°59'30”  E.,  3.908.5  feet,  along  the 
southern  boundary  of  Parcel  No.  2-A,  Naval 
Station,  Panama  Canal,  through  monuments 
Nos.  A.T.F.  27  to  A.T.F.  15  Inclusive,  which 
are  2  Vi -Inch  Iron  pipes  set  In  concrete,  to 
monument  A.T.F.  14,  which  Is  an  8-lnch 
square  concrete  post,  the  distances  being 

322.5  feet,  297.6  feet.  194.9  feet,  160.2  feet. 

123.4  feet,  310.2  feet.  498.7  feet,  248.1  feet. 

160.0  feet,  534.9  feet.  261.0  feet,  233.2  feet, 

346.0  feet  and  217.9  feet,  successively,  from 
beginning  of  the  course; 

North,  4,259  feet,  along  the  easterly  bound¬ 
ary  of  Parcel  No.  2-A,  Naval  Station,  Panama 
Canal,  through  monuments  Nos.  A.T.F.  13  to 
A.T.F.  3  inclusive,  which  are  2  Vi -inch  Iron 
pipes  set  In  concrete,  to  monument  No. 
A.T.F.  2,  the  point  of  beginning,  the  dis¬ 
tances  being  390.1  feet,  574.0  feet,  530.5  feet, 
537.7  feet.  120.7  feet,  268.3  feet,  280.4  feet, 
433.1  feet.  312.4  feet,  274.0  feet,  202.4  and 

335.4  feet,  successively,  from  beginning  of 
the  course. 

(b)  Parcel  No.  1-A. 

Beginning  at  monument  “A-19”,  which  Is 
an  Iron  rod  In  concrete  located  75.0  feet  west¬ 
erly  from  the  centerline  of  the  30-foot  wide 
concrete  pavement  of  Bruja  Road  and  Is  In 
latitude  08*58’  N.  plus  2.894.3  feet  and  longi¬ 
tude  79*35'  W.  plus  4,147.0  feet  from  Green¬ 
wich. 

Thence  from  said  Initial  point  by  metes 
and  bounds; 

S.  36*21'62"  W.,  458.12  feet,  to  an  Iron  rod 
In  concrete  marked  “H-l”; 

N.  63*60'14"  W..  159.49  feet,  to  an  Iron  rod 
In  concrete  marked  “H-2”; 

S.  33*21 '43"  W.,  218.20  feet,  to  an  Iron  rod 
In  concrete  marked  “H-3”; 

S.  51*54'60"  W.,  634.59  feet,  to  an  Iron  rod 
In  concrete  marked  “H-4”; 

S.  23*03'54”  W.,  288.48  feet,  to  an  iron  rod 
In  concrete  marked  "H-6”; 
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8.  33*3804”  W  ,  407.24  feet,  to  an  Iron  rod 
In  concrete  marked 

8.  41*58'32”  E.,  868.63  feet,  to  an  Iron  rod 
in  concrete  marked 

8.  79*69'14"  E.,  136.69  feet,  to  an  Iron  rod 
in  concrete  marked  “H-8”; 

8.  18*26'04”  E„  323.17  feet,  to  an  iron  rod 
in  concrete  marked  "H-9”; 

8.  14*02'40"  E„  656.91  feet,  to  an  iron  rod 
in  concrete  marked  “H-10”; 

8.  74*55’44"  E.,  267.12  feet,  to  an  iron  rod 
In  concrete  marked  “H-ll”; 

8.  06*45'33"  W.,  516.51  feet,  to  an  iron  rod 
in  concrete  marked  “H-12”; 

8.  53*56'14"  E.,  73.70  feet,  to  a  standard 
6  cm.  IA.G.S.  (Inter  American  Geodetic  Sur¬ 
vey)  bronze  disc  marked  "H-13”,  located  on 
top  of  the  center  of  the  southwest  wall  of  a 
bridge  over  the  Rio  Velasquez; 

8.  00*55'21"  W..  483.83  feet,  to  an  un¬ 
marked  point  called  “G-l”; 

8.  73*30'  E.,  864  feet,  more  or  less,  to  an 
unmarked  point  called  “G”  which  is  75.0 
feet  westerly  from  the  centerline  of  the  30- 
foot  wide  concrete  pavement  of  Bruja  Road; 

N.  08*44'30”  W„  4,494  feet,  more  or  less, 
to  an  iron  rod  in  concrete  marked  “A-19”, 
the  point  of  beginning. 

The  total  area  of  Parcel  No.  1  (Howard)  Is 
4.383.9  acres,  more  or  less;  and  Parcel  No. 

1— A  contains  an  area  of  91.2  acres,  more  or 
less.  These  parcels  are  as  shown  on  Canal 
Zone  Government  Drawings;  X -6122-15  en¬ 
titled  “Boundary  of  Howard  Air  Force  Base 
and  Panama  Canal  Military  Reservation”, 
scale  1:10,000,  dated  March  24,  1976;  and 
X-6122-17,  entitled  “Boundaries  of  Panama 
Canal  Military  Reservation  and  Howard  Air 
Force  Base”,  scale  1:10,000,  dated  March  19, 
1976.  The  above  maps  are  on  file  in  the  Of¬ 
fice  of  the  Governor,  Balboa  Heights,  Canal 
Zone. 

(c)  The  Panama  Canal  Company  may 
continue  to  use  as  a  hydraulic  dump  that 
portion  of  Parcel  No.  1  (Howard)  de¬ 
scribed  in  paragraph  (a)  of  this  section, 
which  comprises  the  lowlands  adjacent 
to  the  Rio  Parian  and  lies  generally  be¬ 
low  the  20-foot  contour.  Personnel  and 
equipment  of  the  Panama  Canal  Com¬ 
pany  shall  be  permitted  free  access  to 
such  area  for  all  purposes  related  to  its 
use  and  maintenance  as  a  hydraulic 
dump. 

(d)  If  the  Venado  Beach  area  is  acti¬ 
vated  by  the  Canal  agencies  as  a  recrea¬ 
tional  area  and  bathing  beach,  persons 
eligible  to  utilize  such  area  shall  be  per¬ 
mitted  access  thereto  through  Parcel  No. 
1  (Howard)  as  described  in  paragraph 
(a)  of  this  section  and  suitable  provi¬ 
sion  shall  be  made  to  enable  the  Canal 
agencies  to  construct  an  access  road  con¬ 
necting  Venado  Beach  with  roads  here¬ 
tofore  or  hereafter  constructed  within 
said  parcel. 

(e)  A  right-of-way  200  feet  wide 
through  the  southwest  portion  of  Parcel 
No.  1  (Howard)  as  described  in  para¬ 
graph  (a)  of  this  section  is  reserved  for 
the  U.8.  Navy  Trans-Isthmian  Pipeline. 

(f)  Parcel  No.  2  (Albrook) . 

Beginning  at  monument  No.  2,  which  Is  a 
1  (4  -Inch  iron  pipe  located  on  the  northeast¬ 
erly  side  of  Galllard  Highway  the  geodetic 
position  of  which  Is  In  latitude  08*58'  N.  plus 
3,010.7  feet  and  longitude  79*34'  W.  plus 
663.5  feet. 

Thence  from  said  Initial  point  by  metes 
and  bounds: 

8.  64° 22 '60''  E.,  483.6  feet,  through  monu¬ 
ment  No.  3,  which  Is  a  1  >4 -Inch  Iron  pipe. 


to  monument  No.  4,  which  Is  a  1  Mi  -Inch  Iron 
pipe,  the  distances  being  177.2  feet  and  306.4 
feet,  successively,  from  beginning  of  the 
course; 

N.  44*36'  E.,  102.3  feet,  to  monument  No. 

5,  which  is  a  1(4 -Inch  Iron  pipe; 

N.  09*44'20"  W„  1,863.2  feet,  through 
monuments  Nos.  6.  7,  8,  and  9,  which  are 
1(4 -Inch  Iron  pipes,  to  monument  No.  10, 
which  Is  a  1(4 -Inch  Iron  pipe,  located  Inside 
the  cyclone  fence  surrounding  the  water 
tanks  northerly  from  Diablo  Heights,  the 
distances  being  523.9  feet,  442.9  feet,  410.2 
feet,  297.7  feet,  and  208.5  feet,  successively, 
from  beginning  of  the  course; 

N.  49°31'30"  E.,  117.1  feet,  to  monument 
No.  11,  which  Is  a  1(4  -Inch  Iron  pipe,  located 
on  the  outside  of  the  above  mentioned 
cyclone  fence; 

N.  31*47'41"  W.,  307.1  feet,  along  the  above 
mentioned  cyclone  fence  and  Its  prolonga¬ 
tion  to  monument  No.  12  which  Is  a  2-lnch 
Iron  pipe  ; 

N.  22*19'50”  W..  257.5  feet,  through  monu¬ 
ment  No.  13,  which  Is  a  2-lnch  iron  pipe, 
to  monument  No.  14,  which  Is  a  2-lnch  Iron 
pipe,  the  distances  being  33.0  feet  and  224.5 
feet,  successively,  from  beginning  of  the 
course; 

N.  21*28'  W.,  296.9  feet,  to  monument  No. 
15,  which  Is  a  2-lnch  Iron  pipe; 

N.  10*10'00''  W.,  261.1  feet,  to  monument 
No.  16,  which  Is  a  2-lnch  Iron  pipe; 

N.  26°10'20"  W.,  455.5  feet,  to  monument 
No.  17,  which  Is  a  2-lnch  Iron  pipe,  located 
on  the  prolongation  of  a  cyclone  fence; 

N.  73*51'30''  E.,  219.8  feet,  along  the  pro¬ 
longation  of,  and  along  the  face  of  the  above 
mentioned  cyclone  fence  through  monument 
No.  17-A,  which  Is  a  3-lnch  Iron  pipe,  located 
on  the  southerly  boundary  of  Parcel  No.  2-A, 
Panama  Canal  Military  Reservation,  to  mon¬ 
ument  No.  18,  which  Is  a  brass  plug  In  a  con¬ 
crete  road  pavement  near  the  Army  Finance 
Office,  the  distance  being  168.0  and  51.8 
feet,  successively,  from  beginning  of  the 
course; 

N.  58°02'30"  E.,  224.7  feet,  along  the  above 
mentioned  cyclone  fence  and  Its  prolongation 
to  monument  No.  19,  which  Is  a  2-lnch  Iron 
pipe; 

N.  01*26'30''  W„  1,563.8  feet,  through 
monuments  Nos.  20,  21,  and  22,  which  are 

2-lnch  Iron  pipes,  to  monument  No.  23,  which 
Is  an  8-lnch  square  concrete  post,  the  dis¬ 
tances  being  384.3  feet,  583.5  feet,  360.2  feet 
and  235.8  feet,  successively,  from  beginning 
of  the  course; 

The  above  described  boundary  line  from 
monument  No.  17-A  to  monument  No.  23 
Inclusive,  Is  common  with  the  easterly 
boundary  of  Parcel  2-A,  Panama  Canal  Mili¬ 
tary  Reservation; 

N.  60*03'20''  E.,  1,485.1  feet,  through  monu¬ 
ments  Nos.  24,  26,  26,  and  27,  which  are  2- 
lnch  Iron  pipes,  to  monument  No.  28.  which 
Is  a  2-lnch  Iron  pipe,  the  distances  being 
497.2  feet,  202.0  feet,  229.1  feet,  225.5  feet 
and  331.3  feet,  successively  from  beginning 
of  the  course; 

N.  33°39'20"  E.,  1,623.6  feet,  through  monu¬ 
ments  Nos.  29,  30,  and  31,  which  are  2-lnch 
Iron  pipes,  to  monument  No.  32,  which  Is  a 
2-lnch  Iron  pipe,  the  distances  being  265.5 
feet,  249.1  feet,  299.9  feet,  and  809.1  feet, 
successively,  from  beginning  of  the  course; 

N.  33°38'60"  E.,  708.1  feet,  through  monu¬ 
ment  No.  32— A,  which  Is  a  3-lnch  Iron  pipe 
set  In  concrete,  located  on  the  westerly 
boundary  of  Parcel  2  (Clayton),  Panama 
Canal  Military  Reservation,  to  monument 
No.  33,  which  Is  a  2-lnch  Iron  pipe,  located 
at  right  angles  to,  and  50  feet  southwesterly 
from  the  centerline  of  the  C-12  Road,  the  dis¬ 
tances  being  656.4  feet  and  61.7  feet,  suc¬ 
cessively,  from  beginning  of  the  course; 


Southeasterly  along  a  line  parallel  to,  and 
50  feet  southwesterly  from  the  centerline  of 
the  C-12  Road,  through  monument  No.  33-A, 
which  Is  a  3-lnch  Iron  pipe  set  In  concrete, 
the  geodetic  position  of  which  Is  In  latitude 
08*59'  N.  plus  4,317.7  feet  and  longitude 
79*33'  W.  plus  3.512.1  feet,  and  monument 
No.  33-D,  which  Is  a  3-lnch  Iron  pipe  set  In 
concrete  the  geodetic  position  of  which  Is  In 
latitude  08*59'  N.  plus  4,107.6  feet  and  longi¬ 
tude  79*33'  W.  plus  3,028.1  feet  to  monu¬ 
ment  No.  34,  which  Is  a  2(4 -Inch  Iron  pipe 
located  southeasterly  from  Gate  No.  13,  the 
geodetic  position  of  which  Is  in  latitude 
08*59'  N.  plus  3,350.6  feet  and  longitude 
79*33'  W.  plus  2,189.4  feet; 

8.  70*02'20"  W.,  70.1  feet,  to  monument 
No.  35,  which  Is  a  2  (4 -inch  Iron  pipe,  located 
near  the  northeast  corner  of  the  Deer  Park; 

8.  15*28'20"  E..  43.3  feet,  along  the  east¬ 
ern  fence  line  of  the  Deer  Park  to  an  un¬ 
marked  point  called  36-1,  located  at  right 
angles  to,  and  85  feet  southeasterly  from  the 
centerline  of  Canfield  Avenue; 

Southwesterly,  along  a  line  parallel  to  and 
85  feet  southeasterly  from  the  centerline  of 
Canfield  Avenue,  to  an  unmarked  point 
called  35-2,  located  on  the  east  sidewall  of 
the  concrete  paved  ditch  leading  from  Flood 
Control  Dam  No.  2; 

Southerly,  1,870  feet,  more  or  less,  follow¬ 
ing  the  east  sidewall  of  the  above  mentioned 
paved  ditch,  to  an  unmarked  point  called 
35-3,  located  on  the  prolongation  of  the  east 
sidewall  of  an  Improved  drainage  ditch  on 
the  west  side  of  Taxiway  No.  1; 

Southerly,  790  feet,  more  or  less,  along  the 
prolongation  of.  and  along  the  east  sidewall 
of  the  Improved  drainage  ditch,  to  an  un¬ 
marked  point  called  35-4,  located  on  the  east¬ 
erly  sidewall  of  the  Improved  ditch  at  Its 
head; 

Southerly,  800  feet,  more  or  less,  to  an  un¬ 
marked  point  called  35-5,  located  on  the 
sidewall  of  the  concrete  paved  channel  of 
the  Marla  Salas  River  where  the  said  side- 
wall  meets  an  existing  headwall; 

Southwesterly.  900  feet,  more  or  less,  along 
the  south  sidewall  of  the  paved  channel  of 
the  Marla  Salas  River,  to  an  unmarked  point 
called  35-6,  located  where  the  sidewall  meets 
an  existing  concrete  headwall  approximately 
60  feet  north  of  Building  No.  444; 

Southwesterly,  100  feet,  more  or  less,  to  an 
unmarked  point  called  35-7.  located  at  the 
Intersection  of  the  prolongation  of  the  east 
edge  of  Canfield  Avenue  with  the  west  pro¬ 
longation  of  the  north  face  of  Building  No. 
444; 

Southwesterly,  2,850  feet,  more  or  less, 
along  the  prolongation  of,  and  along  the 
east  edge  of  Canfield  Avenue,  to  monument 
"H”,  which  Is  a  3-lnch  Iron  pipe  set  In  con¬ 
crete,  located  at  the  corner  of  a  cylone  fence 
on  the  northeasterly  side  of  Galllard 
Highway. 

The  above  described  boundary  line  from 
monument  82-A  to  monument  "H”  Inclusive, 
Is  common  with  the  western  boundary  of 
Parcel  No.  2  (Clayton)  Panama  Canal  Mili¬ 
tary  Reservation; 

N.  32*46'20"  W„  995.4  feet,  along  the 
above  mentioned  cyclone  fence,  through 
monument  "G”,  which  Is  a  3-lnch  Iron  pipe 
set  In  concrete,  to  monument  “F“,  which  Is  a 

3-lnch  Iron  pipe  set  In  concrete,  the  distances 
being  254.6  feet  and  740.8  feet,  successively, 
from  beginning  of  the  course; 

N.  87*49'10"  W.,  29.2  feet,  along  the  above 
mentioned  cyclone  fence,  to  monument  D-2, 
which  is  a  round  Iron  corner  post  of  the 
above  mentioned  cyclone  fence; 

N  32°48'60''  W..  647.8  feet,  along  the  face 
of  the  above  mentioned  cyclone  fence,  to  an 
unmarked  point  D-l; 

N.  41°33'40"  W.,  158.8  feet,  to  monument 
“D”,  which  Is  a  3-lnch  Iron  pipe  set  In  con- 
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crete,  located  on  the  northeasterly  side  of 
Galllard  Highway; 

N.  32*49'50”  W.,  614.0  feet,  to  monument 
"C”,  which  Is  a  brass  plug  In  the  edge  of  the 
Galllard  Highway; 

N.  25*35'50"  W.,  39.0  feet  along  the  edge 
of  the  pavement  widening  strip,  to  monu¬ 
ment  “B”,  which  Is  an  Iron  rod  set  In  con¬ 
crete  located  at  an  angle  in  the  above  men¬ 
tioned  widening  strip; 

N.  32*49'50"  W.,  362.7  feet,  along  the  edge 
of  the  pavement  widening  strip  and  Its 
prolongation,  to  monument  “A”,  which  Is  a 
brass  plug  set  In  the  pavement  on  the  east 
side  of  Galllard  Highway; 

N.  67*63 '30"  E.,  46.4  feet  to  monument  No. 
2,  the  point  of  beginning. 

(g)  Parcel  No.  2-A. 

Beginning  at  monument  No.  1,  which  Is 
a  2-inch  Iron  pipe  set  In  concrete,  located  on 
the  right  bank  of,  and  77.1  feet  westerly 
from  the  centerline  of  the  Rio  Curundu,  the 
geodetic  position  of  which  Is  in  latitude 
08*68'  N.  plus  4,120.6  feet  and  longitude 
79*32'  W.  plus  3,126.7  feet,  further  described 
as  being  32  feet  northeasterly  from  the  cen¬ 
terline  of  the  Road  to  Bella  Vista  near  Gate 
No.  12.  Monument  No.  1  Is  on  the  easterly 
boundary  of  Parcel  No.  2  (Clayton),  Panama 
Canal  Military  Reservation. 

Thence  from  said  initial  point  by  metes 
and  bounds : 

Westerly,  along  a  line  parallel  to,  and  32 
feet  northerly  from  the  centerline  of  the 
Road  to  Bella  Vista,  to  monument  “A”, 
which  Is  a  brass  plug  set  In  a  concrete  monu¬ 
ment,  located  25  feet  easterly  from  the  cen¬ 
terline  of  Curundu  Road,  the  geodetic  posi¬ 
tion  of  which  is  In  latitude  08*68'  N.  plus 

4.714.3  feet  and  longitude  79*32'  W.  plus, 

4.797.3  feet; 

Northerly,  along  a  line  parallel  to,  and  26 
feet  easterly  from  the  centerline  of  Curundu 
Road,  to  monument  "B”,  which  is  a  2-lnch 
Iron  pipe  set  In  concrete,  located  10  feet 
westerly  from  the  centerline  of  a  railroad, 
the  geodetic  position  of  which  Is  In  latitude 
08*58’  N.  plus  6>263.5  feet  and  longitude 
79*32'  W.  plus  4,845.0  feet; 

N.  38*52'  E.,  185.4  feet  to  an  unmarked 
point  called  C-l,  whose  geodetic  position  Is 
in  latitude  08*58’  plus  5,407.8  feet  and  longi¬ 
tude  79*32'  plus  4,728.7  feet  and  Is  located 
10  feet  off  of  corner  of  cyclone  fence; 

N.  38*52'  E.,  10  feet  southwesterly  of  cy¬ 
clone  fence  for  a  distance  of  461.2  feet  to 
an  unmarked  point  called  D-l; 

N.  67*24'  E.,  10  feet  southwesterly  of  cy¬ 
clone  fence  for  a  distance  of  615.7  feet  to  an 
unmarked  point  called  E-l; 

N.  01*23'  W.,  10  feet  westerly  of  cyclone 
fence  for  a  distance  of  403.7  feet  to  an  un¬ 
marked  point  called  P-1,  whose  geodetic  po¬ 
sition  Is  In  latitude  08*59'  plus  504.7  feet 
and  longitude  79*32'  plus  3,884.1  feet; 

N.  65*59'30"  E.,  635.1  feet,  along  a  line  99 
feet  northerly  of  the  warehouse  building 
line,  through  monument  “G”,  which  Is  a  2- 
lnch  iron  pipe  set  In  concrete,  to  monument 
“H".  which  Is  a  2-lnch  iron  pine  set  In  con¬ 
crete,  the  distances  being  278.9  feet  and 
356.2  feet,  successively  from  beginning  of  the 
course; 

N.  65°69'00"  E.,  141.0  feet,  to  monument 
“I",  which  Is  a  2-lnch  Iron  pipe  set  in  con¬ 
crete; 

N.  65*59 '30"  E.,  199.2  feet,  to  monument 
"J”,  which  Is  a  2-lnch  Iron  pipe  set  In  con¬ 
crete; 

N.  65*69'40"  E.,  140.7  feet,  through  monu¬ 
ment  "K”,  which  Is  a  2-lnch  Iron  pipe  set 
In  concrete,  located  on  the  right  bank  of 
the  Rio  Curundu,  to  an  unmarked  and  un¬ 
numbered  point,  located  on  the  Canal  Zone- 
Republic  of  Panama  boundary.  In  the  center 
of  the  Rio  Curundu,  the  geodetic  position 
of  which  Is  In  latitude  08*59'  N.  plus  956.7 
feet  and  longitude  79*32'  W.  plus  2,869.1 
feet,  the  distances  being  116.2  feet  and  24.5 


feet,  successively,  from  beginning  of  the 
course; 

Southerly,  along  the  centerline  of  the  Rio 
Curundu,  on  the  Canal  Zone-Republic  of 
Panama  boundary,  to  an  unmarked  and  un¬ 
numbered  point,  located  32  feet  northeas¬ 
terly  from  the  centerline  of  the  Road  to 
Bella  Vista,  near  Gate  No.  12,  the  geodetic 
position  of  which  Is  In  latitude  08*58’  N.  plus 
4,067.3  feet  and  longitude  79*32'  W.  plus 
3,082.6  feet; 

N.  34°52'20”  W.,  77.1  feet,  parallel  to,  and 
32  feet  from  the  centerline  of  the  Road  to 
Bella  Vista,  to  monument  No.  1,  the  point 
of  beginning. 

The  above  described  boundary  line  from 
monument  No.  1  through  monument  “K” 
to  unnumbered  point  In  the  centerline  of 
the  Rio  Curundu,  and  from  unnumbered 
point  in  the  centerline  of  the  Rio  Curundu 
near  Gate  No.  12  to  monument  No.  1,  Is  com¬ 
mon  with  a  part  of  the  easterly  boundary  of 
Parcel  No.  2  (Clayton),  Panama  Canal  Mili¬ 
tary  Reservation. 

(h)  Parcel  No.  2-B. 

Beginning  at  monument  “A”,  which  Is  an 
iron  rod  set  in  concrete,  located  on  top  of 
Semaphor  Hill,  the  geodetic  position  of  which 
is  In  latitude  09*04'  N.  plus  4,621.4  feet  and 
longitude  79*39'  W.  plus  671.4  feet.  Monu¬ 
ment  "A”  Is  N.  28*36’12"  E.,  165.73  feet  from 
Canal  Zone  triangulation  station  "Sema¬ 
phor.” 

Thence  from  said  Initial  point  by  metes 
and  bounds ; 

Due  south,  250  feet,  to  monument  "B”, 
which  Is  an  iron  rod  set  In  concrete; 

Due  west  350  feet,  to  an  unmarked  “C”; 
Due  north  250  feet,  to  an  unmarked  “D”; 
Due  east,  350  feet,  to  monument  "A”,  the 
point  of  beginning. 

(i)  Parcel  No.  2-C. 

Beginning  at  monument  "W”,  which  Is  a 
2-lnch  Iron  pipe  set  In  concrete,  located  25 
feet  from  the  centerline  of  the  C-12  Road 
and  25  feet  from  the  centerline  of  the  Engine 
Test  Valley  Road,  the  geodetic  position  of 
which  Is  In  latitude  08*59'  N.  plus  427.1  feet 
and  longitude  79*32'  W.  plus  5,975.0  feet. 

Thence  from  said  Initial  point  by  metes 
and  bounds ; 

In  a  northerly  direction,  approximately 
1,280  feet,  along  a  line  parallel  to,  and  26 
feet  westerly  from  the  centerline  of  the 
Engine  Test  Valley  Road,  to  monument  “X”, 
which  Is  a  2-lnch  Iron  pipe  set  In  concrete, 
the  geodetic  position  of  which  Is  In  latitude 
08*59'  N.,  plus  1,620.1  feet  and  longitude 
79*32'  W.  plus  5,566.5  feet; 

N.  33*19'00"  W„  -1,461.3  feet,  to  an  un¬ 
marked  point  called  X-l; 

S.  56*41  '00"  W.,  641.9  feet,  to  monument 
"Y",  which  Is  a  2-lnch  Iron  pipe  set  In 
concrete,  located  25  feet  northeasterly  from 
the  centerline  of  the  C-12  Road; 

In  a  southeasterly  direction,  approxi¬ 
mately  2,275  feet,  along  a  line  parallel  to. 
and  25  feet  northeasterly  from,  the  center- 
line  of  the  C-12  Road,  to  monument  “W”, 
the  point  of  beginning. 

The  area  of  Parcel  No.  2  (Albrook)  Is  565.5 
acres,  more  or  less;  Parcel  No.  2-A  Is  87.5 
acres,  more  or  less;  Parcel  No.  2-B  Is  2.01 
acres,  more  or  less  and  Parcel  No.  2-C  Is  35.1 
acres,  more  or  less.  These  parcels  are  as 
shown  on  Canal  Zone  Government  Drawing 
No.  X-6122-10  entitled  "Boundaries  of  U.S. 
Army  and  U.S.  Air  Force  Reservations",  scale 
1:10,000,  dated  February  18,  1976,  on  file  In 
the  Office  of  the  Governor,  Balboa  Heights, 
Canal  Zone. 

§  5.51  Quarry  Heights  Military  Reserva¬ 
tion. 

The  following  described  area  of  land, 
situated  in  the  Canal  Zone  and  desig¬ 


nated  as  the  Quarry  Heights  Military 
Reservation,  is  reserved  and  set  apart 
as,  and  assigned  to  the  uses  and  pur¬ 
poses  of,  a  joint-command  military 
reservation,  under  the  jurisdiction  and 
control  of  the  Secretary  of  the  Army, 
but  subject  to  S  5.62: 

Beginning  at  a  brass  plug,  marked  monu¬ 
ment  No.  1,  located  In  the  concrete  road 
pavement  at  the  Intersection  of  Balboa  Road 
and  Edwards  Place;  The  geodetic  position  of 
monument  No.  1  Is  In  latitude  08*57'  N.  plus 
1,171.7  feet  and  longitude  79*33'  W.  plus 
1,502.1  feet  from  Greenwich. 

Thence  from  said  Initial  point  by  metes 
and  bounds : 

Southwesterly,  along  a  curve  25  feet  north¬ 
erly  and  parallel  to  the  northerly  curb  of 
Balboa  Road  to  monument  No.  6,  which  Is 
an  Iron  rod  In  concrete;  Monument  No.  6  Is 
S.  69°22'15"  W„  a  distance  of  295.7  feet  from 
monument  No.  1; 

N.  54*38'30"  W„  52.0  feet,  to  monument 
No.  6,  which  Is  a  brass  plug  at  the  back  of 
the  face  of  the  curb  of  Morgan  Avenue; 

N.  47*02'00"  E.,  37.7  feet  to  monument  No. 
4-A,  which  Is  an  Iron  rod  In  concrete; 

N.  02°37'33"  W.,  79.0  feet,  to  monument 
No.  4.  which  Is  an  iron  rod  In  concrete; 

N.  76*07'57"  W„  204.2  feet,  to  monument 
No.  3,  which  Is  an  Iron  rod  In  concrete; 

8.  45*12'64"  W.,  32.82  feet,  to  a  point 
called  R-l  on  the  drawing,  which  Is  a  gal¬ 
vanized  Iron  pipe  set  In  concrete,  located  12 
Inches,  more  or  less,  from  the  easterly  edge 
of  a  concrete  drive; 

S.  12*07'30"  W.,  59.84  feet,  to  a  point  called 
R-2  on  the  drawing,  which  Is  a  brass  plug  In 
a  gutter,  marking  the  back  of  the  curb  of  the 
northerly  edge  of  Morgan  Avenue; 

Northwesterly,  northeasterly  and  north¬ 
westerly,  1,805  feet,  more  or  less,  along  the 
back  of  curb  on  the  easterly  and  northerly 
edge  of  Morgan  Avenue  to  a  brass  plug  called 
R-3  on  the  drawing  located  at  the  back  of 
the  above  mentioned  curb.  The  geodetic  posi¬ 
tion  of  this  brass  plug  Is  In  latitude  08*57' 
N.  plus  2,522.3  feet  and  longitude  79*33'  W. 
plus  2,497.7  feet; 

N.  45°28'44"  W.,  175.6  feet,  to  an  Iron  rod 
set  In  concrete,  called  R-4  on  the  drawing; 

N.  22*40'14"  W  ,  418.2  feet,  to  a  galvanized 
Iron  pipe  set  In  concrete,  called  R-6  on  the 
drawing; 

N.  22*60'31"  E.,  278.5  feet,  to  a  galvanized 
Iron  pipe  set  In  concrete,  called  R-6  on  the 
drawing; 

S.  77*39'69"  E..  340.5  feet,  to  a  galvanized 
Iron  pipe  set  In  concrete,  called  R-7  on  the 
drawing; 

S.  67*47'29"  E.,  40.4  feet,  to  a  brass  plug 
called  R-8  on  the  drawing,  set  in  the  north¬ 
erly  curb  on  a  concrete  sidewalk  leading  from 
Morgan  Avenue  to  Ridge  Road;  / 

S.  80°42'44"  E..  121.3  feet,  following  along 
the  curb  of  the  above  mentioned  sidewalk, 
to  a  brass  plug  called  R-9  on  the  drawing,  set 
In  the  curb. 

Following  the  curb  of  the  above  mentioned 
sidewalk,  on  a  curve  to  the  right,  to  a  brass 
plug  called  R-10  on  the  drawing,  set  in  the 
curb.  The  direct  bearing  and  distance  of  the 
chord  of  this  curb  Is  S.  61*17'14'"  W.,  48.0 
feet; 

Following  the  curb  of  the  above  mentioned 
sidewalk,  on  a  curve  to  the  left,  to  a  brass 
plug  called  R-ll  on  the  drawing,  set  In  the 
curb.  The  direct  bearing  and  distance  of  the 
chord  to  this  curb  Is  N.  72*51'46"  E.,  44.2 
feet; 

S.  81*11'44"  E„  164.8  feet,  to  a  galvanized 
Iron  pipe  set  In  concrete,  called  7-A  on  the 
drawing,  located  on  the  150-foot  contour  of 
Ancon  Hill; 

Northerly,  northeasterly  and  northerly 
along  the  150-foot  contour,  to  a  monument 
marked  No.  8  on  the  drawing.  In  latitude 
08*57'  N.  plus  3,487.7  feet  and  longitude 
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79*33'  W.  plus  1,742.6  feet.  The  direct  bear¬ 
ing  and  distance  from  monument  No.  7-A  to 
monument  No.  8  Is  N.  29*46'  E.,  395  feet; 

8.  76*39'  E„  96  feet,  more  or  less,  to  an  un¬ 
marked  point  called  8-A,  at  a  cyclone  fence; 

N.  73*00'  E.,  37  feet,  more  or  less,  along 
the  cyclone  fence  to  an  unmarked  point 
called  8-B,  an  angle  In  the  fence; 

S.  72*00'  E..  164  feet,  more  or  less,  along 
the  cyclone  fence,  to  an  unmarked  point 
called  8-C,  an  angle  In  the  fence; 

N.  07*35'49"  E.,  353.08  feet,  more  or  less, 
along  the  cyclone  fence  to  monument  “B”, 
a  brass  plug  In  concrete.  The  geodetic  posi¬ 
tion  of  "B”  Is  In  latitude  08°57'  N.  plus  3,775.7 
feet  and  longitude  79*33'  plus  1,411.2  feet; 

N.  06°18'30”  E.,  181.2  feet,  to  a  galvanized 
Iron  pipe  In  concrete,  marked  “E”  on  the 
drawing; 

N.  09*23'00"  E.,  118.4  feet,  to  a  galvanized 
iron  pipe  in  concrete,  marked  “F”  on  the 
drawing; 

N.  13*05'30"  E.,  234.2  feet,  to  a  6-lnch 
square  concrete  monument,  marked  “I”  on 
the  drawing; 

N.  39“18'26"  E„  260.2  feet,  to  a  6-lnch 
square  concrete  monument,  marked  “M”  on 
the  drawing,  located  on  the  325-foot  contour 
of  Ancon  Hill,  and  Is  In  latitude  08*57'  N. 
plus  4,501.9  feet  and  longitude  79*33'  W„ 
plus  1,153.8  feet; 

Northerly  along  the  325-foot  contour,  to 
a  brass  plate  in  a  10-inch  square  concrete 
monument  marked  No.  11  on  the  drawing, 
in  latitude  08*57'  N.  plus  4,748.4  feet  and 
longitude  79*33'  W.,  plus  1,011.7  feet.  The 
direct  bearing  and  distance  from  monument 
“M”  to  No.  11  Is  N.  29*57'44"  E.,  284.5  feet; 

Easterly  and  southeasterly,  along  the  325- 
foot  contour,  to  a  10-lnch  square  concrete 
monument,  marked  No.  12  on  the  drawing. 
In  latitude  08*57'  N.  plus  4,531.5  feet  and 
longitude  79*33'  W.  plus  528.5  feet.  The 
direct  bearing  and  distance  from  No.  11  to 
No.  12  is  S.  65*49'  E.  529.7  feet; 

Southerly,  easterly  and  southeasterly, 
along  the  325-foot  contour,  to  a  10-lnch 
square  concrete  monument,  marked  No.  13  on 
the  drawing,  in  latitude  08*57'  N.  plus  4,209.0 
feet  and  longitude  79*33’  W.  plus  325.5  feet. 
The  direct  bearing  and  distance  from  monu¬ 
ment  No.  12  to  No.  13  is  S.  32*11'  E.  381.0 
feet; 

Southerly,  along  the  325-foot  contour,  to  a 
10-inch  square  concrete  monument,  marked 
No.  14  on  the  drawing  In  latitude  08*57'  N. 
plus  3,931.2  feet  and  longitude  79*33'  W.  plus 
400.2  feet.  The  direct  bearing  and  distance 
frpm  monument  No.  13  to  No.  14  is  S. 
15*03'  W.  287.6  feet. 

Southeasterly  and  southerly,  along  the  325- 
foot  contour,  to  a  10-lnch  square  concrete 
monument,  marked  No.  15  on  the  drawing. 
In  latitude  08*57'  N.  plus  3,712.2  feet  and 
longitude  79*33'  W.  plus  237.6  feet.  The  direct 
bearing  and  distance  from  monument  No. 
14  to  No.  15  is  S.  36*35'  E.  272.8  feet; 

S.  12*16'  E.,  1,142.8  feet  through  concrete 
monuments  10-inches  square  marked  No.  16 
and  No.  17  on  the  drawing,  to  a  10-lnch 
square  concrete  monument  marked  No.  18  on 
the  drawing,  in  latitude  08°57'  N.  plus  2,595.5 
feet  and  longitude  79*32’  W.  plus  6,008.1  feet. 
The  distances  are  643.7  feet,  261.7  feet  and 
237.4  feet,  successively,  from  beginning  of 
the  course; 

S.  55°40'  E„  46.7  feet,  to  a  10-lnch  square 
concrete  monument  marked  No.  19  on  the 
drawing.  In  latitude  08°57'  N.  plus  2,569.1 
feet  and  longitude  79*32'  W.  plus  5,969.5  feet. 

Southeasterly,  along  a  cyclone  fence,  to  a 
galvanized  Iron  pipe,  marked  No.  20  on  the 
drawing,  located  6  Inches  on  the  outside  of 
a  cyclone  fence  and  7  feet,  more  or  lees, 
northwesterly  from  the  face  of  the  north¬ 
westerly  curb  of  4th  of  July  Avenue  and  Is  In 
latitude  06°57'  N.  plus  2,310.7  feet  and  longi¬ 
tude  79*32'  W.  plus  5,595.9  feet.  The  direct 


bearing  and  distance  from  monument  No. 
19  to  No.  20  Is  8.  55°19'26''  E„  454.3  feet. 

8.  35*12'30"  W.,  81.6  feet,  following  6 
Inches  along  the  outside  of  the  above  men¬ 
tioned  cyclone  fence,  to  a  galvanized  iron 
pipe  set  In  concrete,  marked  No.  21  on  the 
drawing; 

S.  36°39'55''  W„  157.1  feet,  to  a  galvanized 
Iron  pipe  set  In  concrete,  marked  No.  22  on 
the  drawing;  V 

8.  36°39'35"  W„  98.2  feet,  crossing  the  en¬ 
trance  to  Quarry  Heights  Military  Reserva¬ 
tion,  to  a  brass  plug  marked  No.  23  on  the 
drawing,  located  In  the  concrete  base  of  a 
fence  post  of  the  above  mentioned  cyclone 
fence; 

8.  36°38’40"  W.,  298.0  feet,  to  a  brass  plug, 
marked  No.  24  on  the  drawing,  located  6 
Inches  from  the  outside  of  the  above  men¬ 
tioned  cyclone  fence  and  in  the  lip  of  a  con¬ 
crete  half-round  drainage  ditch; 

8.  39°55'30"  W.,  70.0  feet,  to  a  galvanized 
iron  pipe  set  in  concrete,  marked  No.  25  on 
the  drawing,  located  6  inches  on  the  outside 
of  the  above  mentioned  cyclone  fence; 

S.  36°47'00''  W.,  304.6  feet,  to  a  galvanized 
Iron  pipe  set  In  concrete,  marked  No.  26  on 
the  drawing; 

S.  24°04'13"  W.,  19.9  feet,  to  a  galvanized 
iron  pipe  set  In  concrete,  marked  No.  27  on 
the  drawing; 

8.  37*47'37''  W.,  303.7  feet,  to  a  galvanized 
Iron  pipe  set  in  concrete,  marked  No.  28  on 
the  drawing,  located  6  inches  from  a  corner 
post  of  the  above  mentioned  cyclone  fence; 

8.  65°37'05''  W.,  91.4  feet,  to  a  galvanized 
iron  pipe  set  In  concrete,  marked  No.  29  on 
the  drawing,  located  6  Inches  on  the  outside 
of  the  above  mentioned  cyclone  fence  and  is 
25  feet  northerly  from  the  northerly  face  of 
the  curb  of  Balboa  Road; 

S.  74°54'45"  W.,  69.1  feet,  to  a  brass  plug 
marked  No.  30  on  the  drawing,  located  6 
Inches  on  the  outside  of  the  above  men¬ 
tioned  cyclone  fence  in  the  concrete  base  of 
a  fence  post,  24.6  feet  northerly  from  the 
face  of  the  curb  on  the  northerly  side  of 
Balboa  Road; 

N.  89°25'40"  W.,  100.1  feet,  to  a  brass 
plug,  marked  No.  31  on  the  drawing,  located 
6  Inches  from  the  above  mentioned  cyclone 
fence  and  is  14.3  feet  northerly  from  the 
northerly  face  of  the  curb  of  Balboa  Road; 

N.  84*34'20"  W.,  179.6  feet,  to  a  brass  plug 
marked  No.  32  on  the  drawing,  located  6 
Inches  from  the  above  mentioned  cyclone 
fence  and  is  24.5  feet  northerly  from  the 
northerly  face  of  the  curb  of  Balboa  Road, 
in  latitude  08*57'  N.  plus  1,206.9  feet  and 
longitude  79*33'  W.  plus  844.4  feet; 

Southwesterly,  following  25  feet  northerly 
from  the  parallel  to  the  northerly  face  of 
the  curb  of  Balboa  Road,  to  monument  No. 
1,  the  point  of  beginning; 

The  concrete  walk  known  as  the  “Orchard 
Trail”  showing  on  drawing  No.  6122-19  as 
following  the  boundary  of  the  Quarry 
Heights  Military  Reservation  from  the  point 
marked  R-5  to  the  point  marked  R-ll  shall 
remain  open  to  the  public  and  be  maintained 
and  made  available  to  pedestrian  traffic. 

The  Quarry  Heights  Military  Reservation 
contains  a  total  of  148.0  acres,  more  or  less, 
and  is  as  shown  on  Canal  Zone  Government 
Drawing  6122-19,  entitled  "Boundary  of 
Quarry  Heights  Military  Reservation”,  scale 
1:2,000,  dated  March  10,  1976,  on  file  in  the 
Office  of  the  Governor,  Balboa  Heights. 
Canal  Zone. 

Miscellaneous  Provisions 

§  5.61  Surveys  of  boundaries  of  military 
reservations. 

The  surveys  of  the  boundaries  of  the 
military  reservations  were  made  at  vari¬ 
ous  intervals  between  January  1946  and 
April  1976.  The  survey  field  books  and 


the  geodetic  positions  of  the  boundary 
monuments  are  on  file  in  the  Office  of 
the  Surveys  Branch,  Engineering  Divi¬ 
sion,  Engineering  and  Construction  Bu¬ 
reau,  Panama  Canal  Company.  All  geo¬ 
detic  positions  are  referred  to  the  Pana¬ 
ma-Colon  datum  of  the  Canal  Zone  tri¬ 
angulation  system.  The  directions  of  the 
lines  refer  to  the  true  meridian.  Any 
change  in  geodetic  position  of  monu¬ 
ments  describing  the  boundaries  of  the 
reservations  is  due  to  recomputation  of 
positions  based  on  better  controlled  net¬ 
work  and  is  not  to  be  construed  as  the 
movement  of  monuments  to  new  posi¬ 
tions,  with  the  exception  of  revisions 
agreed  to  by  all  concerned. 

§  5.62  Conditions  and  limitations. 

All  areas  continued  or  established  by 
this  subpart  as  reservations,  or  hereafter 
continued  or  established  as  such  in  the 
Canal  Zone,  shall  continue  to  be  subject 
to  the  civil  Jurisdiction  of  the  Govern¬ 
ment  of  the  Canal  Zone  in  conformity 
with  the  provisions  of  the  Canal  Zone 
Code. 

Subject  to  necessary  security  meas¬ 
ures,  personnel,  agents,  contractors, 
licensees,  permittees,  and  equipment  of 
the  Canal  Zone  Government  and  of  the 
Panama  Canal  Company  shall  be  permit¬ 
ted  free  access  to  all  areas  continued  or 
established  by  this  subpart  as  reserva¬ 
tions,  or  hereafter  continued  or  estab¬ 
lished  as  such  in  the  Canal  Zone  to  carry 
out  necessary  operations  of  such  agen¬ 
cies  in  or  in  the  vicinity  of,  upon,  ad¬ 
jacent  to,  or  through,  any  such  area,  with 
respect  to: 

(a)  The  public  health  and  sanitation, 
public  schools,  drainage,  surveys,  aids  to 
navigation,  pw>wer  transmission  and  dis¬ 
tribution,  telephone  service,  water  and 
sewerage  facilities,  etc.; 

(b)  The  inspection,  maintenance,  re¬ 
pair,  modification,  or  replacement  of  fa¬ 
cilities  or  installations  of  such  agencies; 
and 

(c)  The  installation  of  any  additional 
services  or  utilities  determined  by  either 
of  such  agencies  as  necessary  to  be 
installed. 

§  5.63  Return  of  lands  to  Canal  Zone 
Government. 

Any  land  included  within  the  area  of 
an  Army,  Navy,  Air  Force,  or  other  mili¬ 
tary  reservation  within  the  Canal  Zone, 
which,  as  the  result  of  a  later  amend¬ 
ment,  revision  or  re-description  of  the 
boundaries  of  the  reservation,  is  excluded 
from  such  area,  shall  thereby,  unless  it 
is  otherwise  provided  in  the  order  of 
amendment,  revision  or  re-description, 
be  released  and  returned  to  the  jurisdic¬ 
tion  and  control  of  the  Canal  Zone 
Government. 

(2  C.Z.C.  31,  33,  76A  Stat.  7,  35  CFR  3.3(c).) 

Effective  date:  This  amendment  is  ef¬ 
fective  July  1,  1976. 

Dated:  June  18,  1976. 

H.  R.  Parfitt, 

Governor. 

Approved: 

Martin  R.  Hoffmann, 

Secretary  of  the  Army. 

(FR  Doc.76-18289  Filed  6-23-76;8:45  am] 
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